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[bookmark: _Toc20129598][bookmark: _Toc27584225]* * * First Change * * * *

[bookmark: _Toc36461561]6.4.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.4.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.4.3.2.4.2.2-2.
Table 6.4.3.2.4.2.2-1: Data structures supported by the provide-pos-info operation Request Body
	Data type
	P
	Cardinality
	Description

	RequestPosInfo
	M
	1
	The information to request the positioning information of the UE.



Table 6.4.3.2.4.2.2-2: Data structures supported by the provide-pos-info operation Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	ProvidePosInfo
	M
	1
	200 OK
	This case represents a successful query of the UE positioning information, the AMF returns the related information in the response.

	ProblemDetails
	O
	1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
-	UNAUTHORIZED_REQUESTING_NETWORK
-	USER_UNKNOWN
-	DETACHED_USER
-	POSITIONING_DENIED
-	UNSPECIFIED

See table 6.4.7.3-1 for the description of these errors.

	ProblemDetails
	O
	1
	500 Internal Server Error
	The "cause" attribute may be used to indicate one of the following application errors:
-	POSITIONING_FAILED

See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	1
	504 Gateway Timeout
	The "cause" attribute may be used to indicate one of the following application errors:
-	UNREACHABLE_USER
-	PEER_NOT_RESPONDING

See table 6.4.7.3-1 for the description of this error.




* * * Next Change * * * *

6.4.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.501 [5] may also be used for the Namf_Location service, and the following application errors listed in Table 6.4.7.3-1 are specific for the Namf_Location service.

Table 6.4.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	[bookmark: _GoBack]UNAUTHORIZED_REQUESTING_NETWORK
	403 Forbidden
	The requesting GMLC's network is not authorized to request UE location information.

	USER_UNKNOWN
	403 Forbidden
	The user is unknown.

	DETACHED_USER
	403 Forbidden
	The user is detached in the AMF.

	POSITIONING_DENIED
	403 Forbidden
	The positioning procedure was denied.

	UNSPECIFIED
	403 Forbidden
	The request is rejected due to unspecified reasons.

	LOCATION_SESSION_UNKNOWN
	403 Forbidden
	The location session is unknown.

	CONTEXT_NOT_FOUND
	404 Not Found
	The requested UE Context does not exist in the AMF.

	POSITIONING_FAILED
	500 Internal Server Error
	The positioning procedure failed.

	UNREACHABLE_USER
	504 Gateway Timeout
	The user could not be reached in order to perform positioning procedure.

	PEER_NOT_RESPONDING
	504 Gateway Timeout
	No response is received from a remote peer, e.g. from the LMF.



* * * End of Changes * * * *

