

	
3GPP TSG-CT WG4 Meeting #98e	C4-203269
E-Meeting, 02nd – 12th June 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.515
	CR
	0010
	rev
	-
	Current version:
	16.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	LDRreference

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT4

	
	

	Work item code:
	5G_eLCS
	
	Date:
	2020-05-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Ldr Reference is allocated either by NEF or by HGMLC in Deferred 5GC-MT-LR Procedure. It is finally sent to AF and used to uniquely indentify a LDR location request when Cancellation of Reporting of Location Events or Reporting of Location Events. Therefore it shall be sent to HGMLC from NEF if it is allocated by NEF and must be sent from HGMLC to GMLC wherever it is allocated by NEF or HGMLC in request of ProvideLocation service operation, and it shall be sent to AF via NEF from HGML in the response if it is allocated by HGMLC.
The existing definition is not clear enough to describe when ldrReference should be conveyed in the ProvideLocation service operation of Ngmlc_Location Service.

	
	

	Summary of change:
	Added the text to clearly describe when Ldr Reference should be sent in the request of provideLocation service operation.

Added the ldrReference attribute in data model LocationData for conveying it in response of provideLocation service operation.

	
	

	Consequences if not approved:
	Misalignment with stage 2.

	
	

	Clauses affected:
	6.1.5.2.2, 6.1.5.2.3, A.2

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 23.501 CR 2302

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR will introduce backward compatible corrections in the OpenAPI specification file of TS29515_ Ngmlc_Location API.

	
	

	This CR's revision history:
	



Page 1


*************************The start of changes*************************
[bookmark: _Toc35935809][bookmark: _Toc34804238][bookmark: _Toc26202523][bookmark: _Toc18853083][bookmark: _Toc22141074][bookmark: _Toc22624276][bookmark: _Toc26202337]6.1.5.2.2	Type: InputData
Table 6.1.5.2.2-1: Definition of type InputData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	pseudonymOfUE
	PseudonymOfUE
	O
	0..1
	pseudonym of the target UE
	

	externalClientType
	ExternalClientType
	M
	1
	external client type
	

	locationQoS
	LocationQoS
	O
	0..1
	requested location QoS
	

	supportedGADShapes
	array(SupportedGADShapes)
	O
	1..N
	supported Geographical Area Description shapes
	

	serviceIdentity
	ServiceIdentity
	O
	0..1
	service identity
	

	
	
	
	
	
	

	serviceCoverage
	array(E164CountryCodeOfGeographicArea)
	O
	1..N
	a list of E.164 country codes for geographic areas [13] where the LCS client is permitted to request and receive UE location information.
	

	ldrType
	LdrType
	C
	0..1
	location deferred request event type
	

	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	periodic event information of the location request for a target UE
	

	areaEventInfo
	AreaEventInfo
	C
	0..1
	area event information of the location request for a target UE
	

	motionEventInfo
	MotionEventInfo
	C
	0..1
	motion event information of the location request for a target UE
	

	ldrReference
	LdrReference
	C
	0..1
	notification correlation ID
It shall be present in the request from NEF if it is allocated by NEF for the Deferred 5GC-MT-LR procedure.
It shall be present in the request to VGMLC for the Deferred 5GC-MT-LR procedure.
	

	hgmlcCallBackUri
	Uri
	O
	0..1
	notification target address
	

	externalClientIdentification
	ExternalClientIdentification
	O
	0..1
	external LCS client identification
	

	afId
	string
	O
	0..1
	the identification of AF that initiated location request
	

	uePrivacyReqirements
	UePrivacyReqirements
	O
	0..1
	UE privacy requirement
	

	lcsServiceType
	LcsServiceType
	O
	0..1
	the LCS service type
	

	velocityRequested
	VelocityRequested
	O
	0..1
	velocity of the target UE is requested
	

	priority
	LcsPriority
	O
	0..1
	priority of the location request
	

	locationTypeRequested
	LocationTypeRequested
	O
	0..1
	Requested type of location, applicable to location immediate request
	

	maximumAgeOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	requested maximum age of the location estimate
	

	amfid
	AmfId
	O
	0..1
	the identification of serving AMF
	



*************************Next change*************************
[bookmark: _Toc35935810][bookmark: _Toc34804239][bookmark: _Toc26202524][bookmark: _Toc18853084][bookmark: _Toc22141075][bookmark: _Toc22624277][bookmark: _Toc26202338]6.1.5.2.3	Type: LocationData
Table 6.1.5.2.3-1: Definition of type LocationData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pseudonymOfUE
	PseudonymOfUE
	O
	0..1
	pseudonym of the target UE
	

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identitfier
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	locationEstimate
	GeographicArea
	O
	0..1
	geographic area of the target UE
	

	civicAddress
	CivicAddress
	O
	0..1
	civic address of the target UE
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	age of location estimate
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	the indication whether the obtained location estimate satisfies the requested accuracy or not
	

	ueVelocity
	VelocityEstimate
	O
	0..1
	responded UE velocity, if requested and available
	

	ldrReference
	LdrReference
	C
	0..1
	Notification correlation ID
It shall be present in the response to NEF if it is allocated by HGMLC for the the Deferred 5GC-MT-LR procedure.
	



*************************Next change*************************
[bookmark: _Toc35935832][bookmark: _Toc34804261][bookmark: _Toc26202548][bookmark: _Toc18853101][bookmark: _Toc22141099][bookmark: _Toc22624301][bookmark: _Toc26202362]A.2	Ngmlc_Location API
openapi: 3.0.0

(… text not shown for clarity …)
#
# COMPLEX TYPES
#
    InputData:
      type: object
      required:
        - externalClientType
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        pseudonymOfUE:
          $ref: '#/components/schemas/PseudonymOfUE'
        externalClientType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/ExternalClientType'
        locationQoS:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocationQoS'
        supportedGADShapes:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
          minItems: 1
        serviceIdentity:
          $ref: '#/components/schemas/ServiceIdentity'
        serviceCoverage:
          type: array
          items:
            $ref: '#/components/schemas/E164CountryCodeOfGeographicArea'
          minItems: 1
        ldrType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrType'
        periodicEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PeriodicEventInfo'
        areaEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AreaEventInfo'
        motionEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MotionEventInfo'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        hgmlcCallBackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        externalClientIdentification:
          $ref: '#/components/schemas/ExternalClientIdentification'
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        uePrivacyReqirements:
          $ref: '#/components/schemas/UePrivacyReqirements'
        lcsServiceType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsServiceType'
        velocityRequested:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityRequested'
        priority:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsPriority'
        locationTypeRequested:
          $ref: '#/components/schemas/LocationTypeRequested'
        maximumAgeOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        amfid:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmfId'
       
    LocationData:
      type: object
      properties:
        pseudonymOfUE:
          $ref: '#/components/schemas/PseudonymOfUE'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        accuracyFulfilmentIndicator:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AccuracyFulfilmentIndicator'
        ueVelocity:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
(… text not shown for clarity …)
*************************The end of changes*************************
