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* * * * Begin of Change * * * *
6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the structured data types defined for the Nudm_SDM service API. For simple data types defined for the Nudm_SDM service API see table 6.1.6.3.2-1.
Table 6.1.6.1-1: Nudm_SDM specific Data Types
	Data type
	Clause defined
	Description

	Nssai
	6.1.6.2.2
	Network Slice Selection Assistance Information

	SdmSubscription
	6.1.6.2.3
	A subscription to notifications

	AccessAndMobilitySubscriptionData
	6.1.6.2.4
	Access and Mobility Subscription Data

	SmfSelectionSubscriptionData
	6.1.6.2.5
	SMF Selection Subscription Data

	UeContextInSmfData
	6.1.6.2.16
	UE Context In SMF Data

	PduSession
	6.1.6.2.17
	

	DnnInfo
	6.1.6.2.6
	Data Network Name and associated information (LBO roaming allowed flag)

	SnssaiInfo
	6.1.6.2.7
	S-NSSAI and associated information (DNN Info)

	SessionManagementSubscriptionData
	6.1.6.2.8
	User subscribed session management data

	DnnConfiguration
	6.1.6.2.9
	User subscribed data network configuration

	PduSessionTypes
	6.1.6.2.11
	Default/allowed session types for a data network

	SscModes
	6.1.6.2.12
	Default/allowed SSC modes for a data network

	SmsSubscriptionData
	6.1.6.2.13
	

	SmsManagementSubscriptionData
	6.1.6.2.14
	SMS Management Subscription Data

	SubscriptionDataSets
	6.1.6.2.15
	

	UeContextInSmfData
	6.1.6.2.16
	UE Context In SMF Data

	PduSession
	6.1.6.2.17
	

	IdTranslationResult
	6.1.6.2.18
	SUPI that corresponds to a given GPSI

	IpAddress
	6.1.6.2.22
	IP address (IPv4, or IPv6, or IPv6 prefix)

	3GppChargingCharacteristics
	6.1.6.3.2
	3GPP Charging Characteristics

	IwkEpsInd
	6.1.6.3.2
	Interworking with EPS Indication

	ModificationNotification
	6.1.6.2.21
	

	IpAddress
	6.1.6.2.22
	IP address (IPv4, or IPv6, or IPv6 prefix)

	UeContextInSmsfData
	6.1.6.2.23
	

	SmsfInfo
	6.1.6.2.24
	

	AcknowledgeInfo
	6.1.6.2.25
	

	SorInfo
	6.1.6.2.26
	Steering Of Roaming Information

	UpuInfo
	6.1.6.2.33
	UE Parameters Update Information

	SharedData
	6.1.6.2.27
	Subscription Data shared by multiple UEs

	PgwInfo
	6.1.6.2.28
	Information about the DNNs/APNs and PGW-C+SMF FQDNs used in interworking with EPS

	TraceDataResponse
	6.1.6.2.29
	Contains Trace Data or a shared data Id identifying shared Trace Data

	SteeringContainer
	6.1.6.2.30
	

	SdmSubsModification
	6.1.6.2.31
	Modification instruction for a subscription to notifications

	EmergencyInfo
	6.1.6.2.32
	Information about emergency session

	UpuInfo
	6.1.6.2.33
	UE Parameters Update Information

	EpsIwkPgw
	6.2.6.2.11
	Information of the PGW-C+SMF selected by the AMF for EPS interworking with N26 interface.

	GroupIdentifiers
	6.1.6.2.34
	

	ExtGroupId
	6.1.6.3.2
	

	NiddInformation
	6.1.6.2.35
	Non-IP Data Delivery information

	CagData
	6.1.6.2.36
	

	CagInfo
	6.1.6.2.37
	

	DataSetName
	6.1.6.3.3
	

	PduSessionContinuityInd
	6.1.6.3.7
	

	AdditionalSnssaiData
	6.1.6.2.38
	Additional information specific to a slice

	VnGroupData
	6.1.6.2.39
	

	AppDescriptor
	6.1.6.2.40
	

	[bookmark: OLE_LINK15]AppPortId
	6.1.6.2.41
	Application Port Id

	LcsPrivacyData
	6.1.6.2.42
	

	Lpi
	6.1.6.2.43
	

	UnrelatedClass
	6.1.6.2.44
	

	PlmnOperatorClass
	6.1.6.2.45
	

	ValidTimePeriod
	6.1.6.2.46
	

	LcsMoData
	6.1.6.2.47
	

	EcRestrictionData
	6.1.6.2.48
	Enhance Coverage Restriction Data

	ExpectedUeBehaviourData
	6.1.6.2.49
	Expected UE Behaviour Data

	MaximumResponseTime
	6.1.6.2.50
	Maximum Response Time

	MaximumLatency
	6.1.6.2.51
	Maximum Latency

	SuggestedPacketNumDl
	6.1.6.2.52
	Suggested Number of Downlink Packets

	SmfRegistrationInfo
	6.1.6.2.53
	

	FrameRouteInfo
	6.1.6.2.54
	Frame Route Information

	SorUpdateInfo
	6.1.6.2.55
	

	EnhancedCoverageRestrictionData
	6.1.6.2.56
	Enhanced Coverage Restriction Data

	EdrxParameters
	6.1.6.2.57
	eDRX Parameters

	PtwParameters
	6.1.6.2.58
	Paging Time Window Parameters

	OperationMode
	6.1.6.3.12
	Operation Mode

	SorUpdateIndicator
	6.1.6.3.13
	SoR Update Indicator

	NonExternalUnrelatedClass
	6.1.6.2.59
	

	LcsClientNonExternal
	6.1.6.2.60
	

	AfNonExternal
	6.1.6.2.61
	

	ExternalUnrelatedClass
	6.1.6.2.62
	

	AfExternal
	6.1.6.2.63
	

	LcsClientExternal
	6.1.6.2.64
	

	LcsClientGroupExternal
	6.1.6.2.65
	

	ServiceTypeUnrelatedClass
	6.1.6.2.66
	

	UeId
	6.1.6.2.67
	

	DefaultDnnIndicator
	6.1.6.3.2
	

	LboRoamingAllowed
	6.1.6.3.2
	

	UeUsageType
	6.1.6.3.2
	

	MpsPriorityIndicator
	6.1.6.3.2
	

	McsPriorityIndicator
	6.1.6.3.2
	

	3GppChargingCharacteristics
	6.1.6.3.2
	3GPP Charging Characteristics

	DlPacketCount
	6.1.6.3.2
	

	MicoAllowed
	6.1.6.3.2
	

	SmsSubscribed
	6.1.6.3.2
	

	SharedDataId
	6.1.6.3.2
	

	IwkEpsInd
	6.1.6.3.2
	Interworking with EPS Indication

	SecuredPacket
	6.1.6.3.2
	

	UpuRegInd
	6.1.6.3.2
	

	ExtGroupId
	6.1.6.3.2
	

	NbIoTUePriority
	6.1.6.3.2
	

	CodeWord
	6.1.6.3.2
	

	AfId
	6.1.6.3.2
	

	LcsClientId
	6.1.6.3.2
	

	DataSetName
	6.1.6.3.3
	

	PduSessionContinuityInd
	6.1.6.3.7
	

	LocationPrivacyInd
	6.1.6.3.8
	

	PrivacyCheckRelatedAction
	6.1.6.3.9
	

	LcsClientClass
	6.1.6.3.10
	

	LcsMoServiceClass
	6.1.6.3.11
	

	OperationMode
	6.1.6.3.12
	

	SorUpdateIndicator
	6.1.6.3.13
	

	CcodeWordInd
	6.1.6.3.14
	



Table 6.1.6.1-2 specifies data types re-used by the Nudm_SDM service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_SDM service API. 
Table 6.1.6.1-2: Nudm_SDM re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only; this type is used as key in a map of:
- DnnConfigurations; see clause 6.1.6.2.8;
- EpsIwkPgws; see clause 6.2.6.2.2; 
- ExpectedUeBehaviourData; see clause 6.1.6.2.8;

	DurationSec
	3GPP TS 29.571 [7]
	Time value in seconds

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	Gpsi
	3GPP TS 29.571 [7]
	Generic Public Subscription Identifier

	RatType
	3GPP TS 29.571 [7]
	Radio Access Technology Type

	Area
	3GPP TS 29.571 [7]
	

	ServiceAreaRestriction
	3GPP TS 29.571 [7]
	

	CoreNetworkType
	3GPP TS 29.571 [7]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	PlmnId
	3GPP TS 29.571 [7]
	PLMN Identity

	PduSessionType
	3GPP TS 29.571 [7]
	

	SubscribedDefaultQos
	3GPP TS 29.571 [7]
	Subscribed Default QoS

	Ambr
	3GPP TS 29.571 [7]
	

	PduSessionId
	3GPP TS 29.571 [7]
	PduSessionId is used as key in a map of PduSessions; see clause 6.1.6.2.16.

	NfInstanceId
	3GPP TS 29.571 [7]
	

	Supi
	3GPP TS 29.571 [7]
	

	RfspIndex
	3GPP TS 29.571 [7]
	

	SscMode
	3GPP TS 29.571 [7]
	

	Ipv4Address
	3GPP TS 29.571 [7]
	

	Ipv6Address
	3GPP TS 29.571 [7]
	

	Ipv6Prefix
	3GPP TS 29.571 [7]
	

	SorMac
	3GPP TS 29.509 [24]
	

	SteeringInfo
	3GPP TS 29.509 [24]
	

	AckInd
	3GPP TS 29.509 [24]
	

	CounterSor
	3GPP TS 29.509 [24]
	

	UpuMac
	3GPP TS 29.509 [24]
	

	UpuData
	3GPP TS 29.509 [24]
	

	UpuAckInd
	3GPP TS 29.509 [24]
	

	CounterUpu
	3GPP TS 29.509 [24]
	

	[bookmark: _Hlk519761610]TraceData
	3GPP TS 29.571 [7]
	Trace control and configuration parameters

	NotifyItem
	3GPP TS 29.571 [7]
	

	UpSecurity
	3GPP TS 29.571 [7]
	

	ServiceName
	3GPP TS 29.510 [19]
	

	OdbPacketServices
	3GPP TS 29.571 [7]
	

	GroupId
	3GPP TS 29.571 [7]
	This type is also used as key of a map in attributes:
- vnGroupInfo and sharedVnGroupDataIds; see clause 6.1.6.2.4, 6.1.6.2.8, 6.1.6.2.27;

	DateTime
	3GPP TS 29.571 [7]
	

	CagId
	3GPP TS 29.571 [7]
	

	StnSr
	3GPP TS 29.571 [7]
	Session Transfer Number for SRVCC

	CMsisdn
	3GPP TS 29.571 [7]
	Correlation MSISDN

	OsId
	3GPP TS 29.519 [33]
	

	Uint16
	3GPP TS 29.571 [7]
	

	RgWirelineCharacteristics
	3GPP TS 29.571 [7]
	

	Tmbr
	3GPP TS 29.571 [7]
	

	GeographicArea
	3GPP TS 29.572 [34]
	

	LcsServiceType
	3GPP TS 29.572 [34]
	

	ScheduledCommunicationTime
	6.5.6.2.9
	

	LocationArea
	6.5.6.2.10
	

	StationaryIndication
	6.5.6.3.3
	

	TrafficProfile
	6.5.6.3.4
	

	ScheduledCommunicationType
	6.5.6.3.5
	

	BatteryIndication
	6.5.6.2.14
	

	ScheduledCommunicationTime
	6.5.6.2.9
	

	LocationArea
	6.5.6.2.10
	

	StationaryIndication
	6.5.6.3.3
	

	TrafficProfile
	6.5.6.3.4
	

	ScheduledCommunicationType
	6.5.6.3.5
	

	BatteryIndication
	6.5.6.3.14
	

	AcsInfo
	3GPP TS 29.571 [7]
	ACS Information

	IPv4AddrMask
	3GPP TS 29.571 [7]
	

	Ipv6Prefix
	3GPP TS 29.571 [7]
	

	NefId
	3GPP TS 29.510 [19]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	NrV2xAuth
	3GPP TS 29.571 [7]
	

	LteV2xAuth
	3GPP TS 29.571 [7]
	

	BitRate
	3GPP TS 29.571 [7]
	



[bookmark: _Toc11338578][bookmark: _Toc27585230][bookmark: _Toc36457196]* * * * Next Change * * * *
[bookmark: _Toc11338682][bookmark: _Toc27585362][bookmark: _Toc36457358]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the structured data types defined for the Nudm_UECM service API. For simple data types defined for the Nudm_UECM service API see table 6.2.6.3.2-1.
Table 6.2.6.1-1: Nudm_UECM specific Data Types
	Data type
	Clause defined
	Description

	Amf3GppAccessRegistration
	6.2.6.2.2
	The complete set of information relevant to the AMF where the UE has registered via 3GPP access.

	PurgeFlag
	6.2.6.3.2
	This flag indicates whether or not the NF has deregistered.

	AmfNon3GppAccessRegistration
	6.2.6.2.3
	The complete set of information relevant to the AMF where the UE has registered via non 3GPP access.

	DeregistrationData
	6.2.6.2.5
	Data sent with the Deregistration Notification

	SmfRegistration
	6.2.6.2.4
	The complete set of information relevant to an SMF serving the UE

	DeregistrationData
	6.2.6.2.5
	Data sent with the Deregistration Notification

	SmsfRegistration
	6.2.6.2.6
	The complete set of information relevant to the SMSF serving the UE.

	Amf3GppAccessRegistrationModification
	6.2.6.2.7
	Contains attributes of Amf3GppAccessRegistration that can be modified using PATCH

	AmfNon3GppAccessRegistrationModification
	6.2.6.2.8
	Contains attributes of AmfNon3GppAccessRegistration that can be modified using PATCH

	PcscfRestorationNotification
	6.2.6.2.9
	Information sent to the AMF or SMF when P-CSCF restoration is triggered.

	DualRegistrationFlag
	6.2.6.3.2
	Dual Registration Flag

	TriggerRequest
	6.2.6.2.12
	

	EpsInterworkingInfo
	6.2.6.2.14
	

	NetworkNodeDiameterAddress
	6.2.6.2.10
	

	EpsIwkPgw
	6.2.6.2.11
	

	TriggerRequest
	6.2.6.2.12
	

	AmfDeregInfo
	6.2.6.2.13
	

	EpsInterworkingInfo
	6.2.6.2.14
	

	LocationInfo
	6.2.6.2.15
	Information used by (H)GMLC to send Location Service Request

	RegistrationLocationInfo
	6.2.6.2.16
	Serving AMF, optional VGMLC and access type related informations used by (H)GMLC to send Location Request

	VgmlcAddress
	6.2.6.2.17
	The address(es) of VGMLC

	PeiUpdateInfo
	6.2.6.2.18
	

	RegistrationDataSets
	6.2.6.2.19
	

	PurgeFlag
	6.2.6.3.2
	This flag indicates whether or not the NF has deregistered.

	E164Number
	6.2.6.3.2
	

	DualRegistrationFlag
	6.2.6.3.2
	Dual Registration Flag

	DeregistrationReason
	6.2.6.3.3
	

	ImsVoPs
	6.2.6.3.4
	

	RegistrationReason
	6.2.6.3.5
	

	RegistrationDataSetName
	6.2.6.3.6
	



Table 6.2.6.1-2 specifies data types re-used by the Nudm_uecm service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_uecm service API. 
Table 6.2.6.1-2: Nudm_UECM re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only.

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	PduSessionId
	3GPP TS 29.571 [7]
	PDU Session ID

	Pei
	3GPP TS 29.571 [7]
	Permanent Equipment Identifier

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	Supi
	3GPP TS 29.571 [7]
	see 3GPP TS 23.501 [2] clause 5.9.2

	Guami
	3GPP TS 29.571 [7]
	Globally Unique AMF Identifier

	PlmnId
	3GPP TS 29.571 [7]
	PLMN Identity

	DiameterIdentity
	3GPP TS 29.571 [7]
	

	AccessType
	3GPP TS 29.571 [7]
	Access Type

	BackupAmfInfo
	3GPP TS 29.571 [7]
	Backup AMFs

	ServiceName
	3GPP TS 29.510 [19]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	Generic Public Subscription Identitfier

	Ipv4Addr
	3GPP TS 29.571 [7]
	IPv4 address

	Ipv6Addr
	3GPP TS 29.571 [7]
	IPv6 address

	Fqdn
	3GPP TS 29.510 [19]
	Fully Qualified Domain Name
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[bookmark: _Toc11338734][bookmark: _Toc27585430][bookmark: _Toc36457436]6.3.6.1	General
This clause specifies the application data model supported by the API.
Table 6.3.6.1-1 specifies the structured data types defined for the Nudm_UEAU service API. For simple data types defined for the Nudm_UEAU service API see table 6.3.6.3.2-1.
Table 6.3.6.1-1: Nudm_UEAU specific Data Types
	Data type
	Clause defined
	Description

	AuthenticationInfoRequest
	6.3.6.2.2
	Contains Serving Network Name and Resynchronization Information

	AuthenticationInfoResult
	6.3.6.2.3
	Contains an Authentication Vector (AV)

	AvEapAkaPrime
	6.3.6.2.4
	Contains RAND, XRES, AUTN, CK', and IK'

	Av5GHeAka
	6.3.6.2.5
	Contains RAND, XRES*, AUTN, KAUSF

	AuthEvent
	6.3.6.2.7
	Authentication Event

	ResynchronizationInfo
	6.3.6.2.6
	Contains RAND and AUTS

	AuthEvent
	6.3.6.2.7
	Authentication Event

	AuthenticationVector
	6.3.6.2.8
	

	RgAuthCtx
	6.3.6.2.9
	Contains the UE id (i.e. SUPI) and the authentication indication.

	HssAuthenticationInfoRequest
	6.3.6.2.10
	Contains authentication method, serving network id, number of requested vectors and resynchronization information

	HssAuthenticationInfoResult
	6.3.6.2.11
	Contains the authentication vectors for EPS/IMS domain

	HssAuthenticationVectors
	6.3.6.2.12
	

	AvEpsAka
	6.3.6.2.13
	Contains RAND, XRES, AUTN, KASME

	AvImsGbaEapAka
	6.3.6.2.14
	Contains RAND, XRES, AUTN, CK, and IK

	Autn
	6.3.6.3.2
	

	Auts
	6.3.6.3.2
	

	CkPrime
	6.3.6.3.2
	

	IkPrime
	6.3.6.3.2
	

	Kausf
	6.3.6.3.2
	

	Rand
	6.3.6.3.2
	

	ServingNetworkName
	6.3.6.3.2
	

	Success
	6.3.6.3.2
	

	Xres
	6.3.6.3.2
	

	XresStar
	6.3.6.3.2
	

	AuthenticatedInd
	6.3.6.3.2
	

	ConfidentialityKey
	6.3.6.3.2
	

	IntegrityKey
	6.3.6.3.2
	

	Kasme
	6.3.6.3.2
	

	NumOfRequestedVectors
	6.3.6.3.2
	

	Autn
	6.3.6.3.2
	

	AuthType
	6.3.6.3.3
	

	AvType
	6.3.6.3.4
	

	HssAuthType
	6.3.6.3.5
	

	HssAvType
	6.3.6.3.6
	

	HssAuthTypeInUri
	6.3.6.3.7
	

	AccessNetworkId
	6.3.6.3.8
	



Table 6.3.6.1-2 specifies data types re-used by the Nudm_UEAU service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_UEAU service API. 
Table 6.3.6.1-2: Nudm_UEAU re-used Data Types
	Data type
	Reference
	Comments

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	DateTime
	3GPP TS 29.571 [7]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	Supi
	3GPP TS 29.571 [7]
	

	CagId
	3GPP TS 29.571 [7]
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[bookmark: _Toc11338781][bookmark: _Toc27585485][bookmark: _Toc36457491]6.4.6.1	General
This clause specifies the application data model supported by the API.
Table 6.4.6.1-1 specifies the data types defined for the Nudm_EE service API.
Table 6.4.6.1-1: Nudm_EE specific Data Types
	Data type
	Clause defined
	Description

	EeSubscription
	6.4.6.2.2
	A subscription to Notifications

	MonitoringConfiguration
	6.4.6.2.3
	Monitoring Configuration

	MonitoringReport
	6.4.6.2.4
	Monitoring Report

	Report
	6.4.6.2.5
	

	ReportingOptions
	6.4.6.2.6
	

	ChangeOfSupiPeiAssociationReport
	6.4.6.2.7
	

	RoamingStatusReport
	6.4.6.2.8
	

	CreatedEeSubscription
	6.4.6.2.9
	

	LocationReportingConfiguration
	6.4.6.2.10
	

	CnTypeChangeReport
	6.4.6.2.11
	

	ReachabilityForSmsReport
	6.4.6.2.12
	

	DatalinkReportingConfiguration
	6.4.6.2.13
	Reporting configuration for events related to data link

	CmInfoReport
	6.4.6.2.14
	Reporting UE's Connection Management State information per access type

	MaxNumOfReports
	6.4.6.3.2
	Maximum number of reports

	ReferenceId
	6.4.6.3.2
	Reference Identity

	EventType
	6.4.6.3.3
	Event type of UDM Event Exposure service

	LocationAccuracy
	6.4.6.3.4
	Location Accuracy definition

	CnType
	6.4.6.3.5
	Core Network Type

	AssociationType
	6.4.6.3.6
	

	EventReportMode
	6.4.6.3.7
	



Table 6.4.6.1-2 specifies data types re-used by the Nudm_EE service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_EE service API. 
Table 6.4.6.1-2: Nudm_EE re-used Data Types
	Data type
	Reference
	Comments

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	DateTime
	3GPP TS 29.571 [7]
	

	Pei
	3GPP TS 29.571 [7]
	

	PlmnId
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	AccessType
	3GPP TS 29.571 [7]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	DddTrafficDescriptor
	3GPP TS 29.571 [7]
	

	SamplingRatio
	3GPP TS 29.571 [7]
	

	DurationSec
	3GPP TS 29.571 [7]
	

	DlDataDeliveryStatus
	3GPP TS 29.571 [7]
	Downlink data delivery status

	CmInfo
	3GPP TS 29.518 [36]
	Describe the Connection Management state information for an access type
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[bookmark: _Toc11338825][bookmark: _Toc27585540][bookmark: _Toc36457547]6.5.6.1	General
This clause specifies the application data model supported by the API.
Table 6.5.6.1-1 specifies the data types defined for the Nudm_PP service API.
Table 6.5.6.1-1: Nudm_PP specific Data Types
	Data type
	Clause defined
	Description

	PpData
	6.5.6.2.2
	Parameter Provision Data

	CommunicationCharacteristics
	6.5.6.2.3
	Communication Characteristics

	PpSubsRegTimer
	6.5.6.2.4
	

	PpActiveTime
	6.5.6.2.5
	

	5GVnGroupConfiguration
	6.5.6.2.6
	

	5GVnGroupData
	6.5.6.2.7
	

	ExpectedUeBehaviour
	6.5.6.2.8
	Expected UE Behaviour Parameters

	LocationArea
	6.5.6.2.10
	Location Area

	NetworkAreaInfo
	6.5.6.2.11
	Network Area Information

	EcRestriction
	6.5.6.2.12
	

	PlmnEcInfo
	6.5.6.2.13
	

	PpDlPacketCountExt
	6.5.6.2.14
	

	PpMaximumResponseTime
	6.5.6.2.15
	

	PpMaximumLatency
	6.5.6.2.16
	

	LcsPrivacy
	6.5.6.2.17
	

	ReferenceId
	6.5.6.3.2
	

	PpDlPacketCount
	6.5.6.3.2
	



Table 6.5.6.1-2 specifies data types re-used by the Nudm_PP service API from other APIs, including a reference and when needed, a short description of their use within the Nudm_PP service API. 
Table 6.5.6.1-2: Nudm_PP re-used Data Types
	Data type
	Reference
	Comments

	DurationSec
	3GPP TS 29.571 [7]
	Time value in seconds

	DurationSecRm
	3GPP TS 29.571 [7]
	Time value in seconds; nullable

	SupportedFeatures
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	ProblemDetails
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	DateTime
	3GPP TS 29.571 [7]
	

	Ecgi
	3GPP TS 29.571 [7]
	an EUTRA cell identifier

	Ncgi
	3GPP TS 29.571 [7]
	an NR cell identifier

	GlobalRanNodeId
	3GPP TS 29.571 [7]
	an identity of the NG-RAN node

	Tai
	3GPP TS 29.571 [7]
	a tracking area identity

	GeographicArea
	3GPP TS 29.572 [34]
	Identifies the geographical information of the user(s).

	CivicAddress
	3GPP TS 29.572 [34]
	Identifies the civic address information of the user(s).

	PduSessionType
	3GPP TS 29.571 [7]
	

	AppDescriptor
	6.1.6.2.40
	

	DayOfWeek
	3GPP TS 29.571 [7]
	

	TimeOfDay
	3GPP TS 29.571 [7]
	

	ScheduledCommunicationTime
	3GPP TS 29.571 [7]
	Scheduled Communication Time

	StationaryIndication
	3GPP TS 29.571 [7]
	Stationary Indication

	TrafficProfile
	3GPP TS 29.571 [7]
	Traffic Profile

	AcsInfoRm
	3GPP TS 29.571 [7]
	

	StnSrRm
	3GPP TS 29.571 [7]
	Session Transfer Number for SRVCC

	Supi
	3GPP TS 29.571 [7]
	

	Lpi
	6.1.6.2.43
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[bookmark: _Toc11338862][bookmark: _Toc27585592][bookmark: _Toc36457602]6.6.6.1	General
This clause specifies the application data model supported by the API.
Table 6.6.6.1-1 specifies the structured data types defined for the Nudm_NIDDAU service API. For simple data types defined for the Nudm_NIDDAU service API see table 6.6.6.3.2-1.
Table 6.6.6.1-1: Nudm_NIDDAU specific Data Types
	Data type
	Clause defined
	Description

	AuthorizationData
	6.6.6.2.2
	

	UserIdentifier
	6.6.6.2.3
	

	NiddAuthUpdateInfoNotification
	6.6.6.2.4
	

	NiddAuthUpdateNotification
	6.6.6.2.5
	

	AuthorizationInfo
	6.6.6.2.6
	



Table 6.6.6.1-2 specifies data types re-used by the Nudm_NIDDAU service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_NIDDAU service API.
Table 6.6.6.1-2: Nudm_NIDDAU re-used Data Types
	Data type
	Reference
	Comments

	Nssai
	6.1.6.2.2
	Network Slice Selection Assistance Information

	Gpsi
	3GPP TS 29.571 [7]
	Generic Public Subscription Identifier

	Supi
	3GPP TS 29.571 [7]
	

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only.

	MtcProviderInformation
	3GPP TS 29.571 [7]
	

	DateTime
	3GPP TS 29.571 [7]
	

	Snssai
	3GPP TS 29.571 [7]
	

	Uri
	3GPP TS 29.571 [7]
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[bookmark: _Toc27585628][bookmark: _Toc36457647][bookmark: _Toc11338876]6.7.6.1	General
This clause specifies the application data model supported by the API.
Table 6.7.6.1-1 specifies the structured data types defined for the Nudm_MT service API. For simple data types defined for the Nudm_MT service API see table 6.7.6.3.2-1.
Table 6.7.6.1-1: Nudm_MT specific Data Types
	Data type
	Clause defined
	Description

	LocationInfoRequest
	6.7.6.2.32
	

	LocationInfoResult
	6.7.6.2.43
	



Table 6.7.6.1-2 specifies data types re-used by the Nudm_MT service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_MT service API. 
Table 6.7.6.1-2: Nudm_MT re-used Data Types
	Data type
	Reference
	Comments

	UeContextInfo
	3GPP TS 29.518 [36]
	

	Supi
	3GPP TS 29.571 [7]
	

	5GsUserState
	3GPP TS 29.518 [36]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	PlmnId
	3GPP TS 29.571 [7]
	PLMN Identity

	Ecgi
	3GPP TS 29.571 [7]
	EUTRAN cell identity

	Ncgi
	3GPP TS 29.571 [7]
	NR cell identity

	Tai
	3GPP TS 29.571 [7]
	Tracking area identity

	GeographicArea
	3GPP TS 29.572 [34]
	Estimate of the location of the UE

	AgeOfLocationEstimate
	3GPP TS 29.572 [34]
	Age Of Location Estimate

	RatType
	3GPP TS 29.571 [7]
	RAT type

	TimeZone
	3GPP TS 29.571 [7]
	Time Zone

	SupportedFeatures
	3GPP TS 29.571 [7]
	

	ProblemDetails
	3GPP TS 29.571 [7]
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