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	Reason for change:
	Clause 4.22.7 of TS 23.502 speciifes: 

If the UE has established a MA PDU Session and the user-plane resources over one access of the MA PDU Session have been established but are currently inactive (e.g. because the UE is CM-IDLE over this access), then:
-	If the UE wants to re-activate the user-plane resources over this access, then the UE shall initiate the Registration or UE Triggered Service Request procedure over this access, as specified in clause 4.22.9.1 and clause 4.22.8.2, or clause 4.12.4.1.
CR 23.502 #2199 (approved at SA2#138e) further clarifies: 

[bookmark: _Toc20204318][bookmark: _Toc27895010]    4.22.9.1	Registration procedures
	In step 17, if the UE indicated to re-activate MA PDU Session(s) in the List Of PDU Sessions To Be Activated the AMF includes access type which the Registration Request message is received on when the AMF triggers Nsmf_PDUSession_UpdateSMContext service operation. The SMF only re-activates user plane resources of the access type the Registration Request message is received on.
[bookmark: _Toc20204319][bookmark: _Toc27895011]    4.22.9.2	UE Triggered Service Request
	In step 4, if the UE indicated to re-activate MA PDU Session(s) in the List Of PDU Sessions To Be Activated the AMF includes access type which the Service Request message is received on when the AMF triggers Nsmf_PDUSession_UpdateSMContext service operation. The SMF only re-activates user plane resources of the access type the Service Request message is received on.
and defines a new parameter: 

Service operation name: Nsmf_PDUSession_UpdateSMContext.
Input, Optional:…, Indication on whether the UE is registered in both accesses, access on which signalling was received.


	
	

	Summary of change:
	A new attribute is defined in the Update SM Context Request to indicate the access type of a MA PDU session for which the UP connection is requested to be re-activated.


	
	

	Consequences if not approved:
	The SMF does not know on which access the UE requested to re-activate user plane resource of the MA PDU Session. The SMF may re-activate user plane on the other access than the one requested by the UE.

	
	

	Clauses affected:
	5.2.2.3.2.2, 6.1.6.2.4, A.2

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 23.502 #2199

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
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	This CR's revision history:
	Rev. 1: It is clarified that the SMF does not modify the user plane connection status for the access type other than the one indicated in the access type requested to be re-activated.
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[bookmark: _Toc25073772][bookmark: _Toc34062937][bookmark: _Toc36455801][bookmark: _Toc25073932][bookmark: _Toc34063115][bookmark: _Toc36455979][bookmark: _Toc24925813][bookmark: _Toc24925991][bookmark: _Toc24926167][bookmark: _Toc33964020][bookmark: _Toc33980776][bookmark: _Toc36462577][bookmark: _Toc36462773][bookmark: _Toc36462970]5.2.2.3.2.2	Activation of User Plane connectivity of a PDU session
The NF Service Consumer (e.g. AMF) shall request the SMF to activate the User Plane connection of an existing PDU session, i.e. establish the N3 tunnel between the 5G-AN and UPF, as follows.


Figure 5.2.2.3.2.2-1: Activation of the User Plane connection of a PDU session
1.	The NF Service Consumer shall request the SMF to activate the user plane connection of the PDU session by sending a POST request, as specified in clause 5.2.2.3.1, with the following information:
-	the upCnxState attribute set to ACTIVATING;
-	the user location and access type associated to the PDU session, if modified;
-	the indication that the UE is inside or outside of the LADN service area, if the DNN of the established PDU session corresponds to a LADN;
-	the access type for which the user plane connection needs to be re-activated, for a MA PDU session (i.e. the access type over which a Registration or Service Request was received);  
-	the indication that MO Exception Data delivery has started or stopped, if the UE is accessing via the NB-IoT RAT;
-	the "MO Exception Data Counter" if the MO Exception Data delivery has started;
-	other information, if necessary.
2a.	Upon receipt of such a request, if the SMF can proceed with activating the user plane connection of the PDU session (see clause 4.2.3 of 3GPP TS 23.501 [2]), the SMF shall set the upCnxState attribute to ACTIVATING and shall return a 200 OK response including the following information:
-	upCnxState attribute set to ACTIVATING;
-	N2 SM information to request the 5G-AN to assign resources to the PDU session (see PDU Session Resource Setup Request Transfer IE in clause 9.3.4.1 of 3GPP TS 38.413 [9]), including the transport layer address and tunnel endpoint of the uplink termination point for the user plane data for this PDU session (i.e. UPF's GTP-U F-TEID for uplink traffic).
If the SMF finds the PDU session already activated when receiving the request in step 1, the SMF shall delete the N3 tunnel information and update the UPF accordingly (see step 8a of clause 4.2.3.2 of 3GPP TS 23.502 [3]).
For a MA-PDU session, the SMF shall perform the above requirements for the access type for which the user plane connection is requested to be re-activated (i.e. the access type indicated in the anTypeToReactivate attribute). The SMF shall not modify the user plane connection status for the other access type, e.g. if the user plane connection is already established for the other access type, it shall remain established.   
If indication of MO Exception Data delivery is included in the request and Small Data Rate Control is enabled for the PDU session, then:
-	the V-SMF shall first update the H-SMF for HR PDU Session and wait for the acknowledgement before responding to the AMF;
-	or the I-SMF shall first update the SMF for PDU session with I-SMF and wait for the acknowledgement before responding to the AMF;
-	or the SMF shall first update the UPF for non-roaming/LBO PDU session without I-SMF and wait for the acknowledgement before responding to the AMF.
2b.	If the request does not include the "UE presence in LADN service area" indication and the SMF determines that the DNN corresponds to a LADN, then the SMF shall consider that the UE is outside of the LADN service area. The SMF shall reject the request if the UE is outside of the LADN service area.
If the SMF cannot proceed with activating the user plane connection of the PDU session (e.g. if the PDU session corresponds to a PDU session of SSC mode 2 and the SMF decides to change the PDU Session Anchor), the SMF shall return an error response, as specified for step 2b of figure 5.2.2.3.1-1.  For a 4xx/5xx response, the SmContextUpdateError structure shall include the following additional information:
-	upCnxState attribute set to DEACTIVATED.
3.	If the SMF returned a 200 OK response, the NF Service Consumer (e.g. AMF) shall subsequently update the SM context in the SMF by sending POST request, as specified in clause 5.2.2.3.1, with the following information:
-	N2 SM information received from the 5G-AN (see PDU Session Resource Setup Response Transfer IE in clause 9.3.4.2 of 3GPP TS 38.413 [9]), including the transport layer address and tunnel endpoint of one or two downlink termination point(s) and the associated list of QoS flows for this PDU session (i.e. 5G-AN's GTP-U F-TEID(s) for downlink traffic), if the 5G-AN succeeded in establishing resources for the PDU sessions; or
-	N2 SM information received from the 5G-AN (see PDU Session Resource Setup Unsuccessful Transfer IE in clause 9.3.4.16 of 3GPP TS 38.413 [9]), including the Cause of the failure, if resources failed to be established for the PDU session.
[bookmark: _Hlk501646145]Upon receipt of this request, the SMF shall:
-	update the UPF with the 5G-AN's F-TEID(s) and set the upCnxState attribute to ACTIVATED, if the 5G-AN succeeded in establishing resources for the PDU sessions; or
-	consider that the activation of the User Plane connection has failed and set the upCnxState attribute to DEACTIVATED" otherwise.
4.	The SMF shall then return a 200 OK response including the upCnxState attribute representing the final state of the user plane connection. If the activation of the User Plane connection failed due to insufficient resources, the cause IE shall be included in the response and set to "INSUFFICIENT_UP_RESOURCES".

* * * Next Change * * * *
6.1.6.2.4	Type: SmContextUpdateData
Table 6.1.6.2.4-1: Definition of type SmContextUpdateData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pei
	Pei
	C
	0..1
	This IE shall be present if it is available and has not been provided earlier to the SMF.
When present, this IE shall contain the permanent equipment identifier.
	

	servingNfId
	NfInstanceId
	C
	0..1
	This IE shall be present upon inter-AMF change or mobility, or upon a N2 handover execution with AMF change.
When present, it shall contain the identifier of the serving NF (e.g. AMF).
	

	smContextStatusUri
	Uri
	C
	0..1
	This IE shall be present if the servingNfId IE is present. It may be present otherwise.
When present, this IE shall include the callback URI to receive notification of SM context status.
	

	guami
	Guami
	C
	0..1
	This IE shall be present if the servingNfId of AMF is present.
When present, it shall contain the serving AMF's GUAMI.
	

	servingNetwork
	PlmnIdNid
	C
	0..1
	This IE shall be present if the servingNfId IE is present.
When present, it shall contain the serving core network operator PLMN ID and, for an SNPN, the NID that together with the PLMN ID identifies the SNPN. 
	

	backupAmfInfo
	array(BackupAmfInfo)
	C
	1..N
	This IE shall be included for the modification of the BackupAmfInfo if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF.
For deleting the backupAmfInfo, it shall contain the Null value.
	

	anType
	AccessType
	C
	0..1
	This IE shall be present upon a change of the Access Network Type associated to the PDU session, e.g. during a handover of the PDU session between 3GPP access and untrusted non-3GPP access (see clause 5.2.2.3.5.2).
When present, this IE shall indicate the Access Network Type to which the PDU session is to be associated.
	

	additionalAnType
	AccessType
	C
	0..1
	This IE shall indicate the additional Access Network Type to which the PDU session is to be associated.
This IE shall be present when the UE requests to establish resources for MA PDU session over the other access.
	MAPDU

	anTypeToReactivate
	AccessType
	C
	0..1
	This IE shall indicate the Access Network Type for which the UP connection is requested to be re-activated, for a MA PDU session.
	MAPDU

	ratType
	RatType
	C
	0..1
	This IE shall be present and indicate the RAT Type used by the UE, if available, upon a change of RAT Type.
	

	presenceInLadn
	PresenceState
	C
	0..1
	This IE shall be present during a Service Request procedure (see clause 5.2.2.3.2.2) ), an Xn handover (see clause 5.2.2.3.3) or a N2 handover execution (see clause 5.2.2.3.4.3), if the DNN of the PDU session corresponds to a LADN. When present, it shall be set to "IN" or "OUT" to indicate that the UE is in or out of the LADN service area. 
	

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present if it is available and if it needs to be reported to the SMF (e.g. the user location has changed or the user plane of the PDU session is deactivated).
When present, this IE shall contain:
-	the UE location information; and
-	the timestamp, if available, indicating the UTC time when the UeLocation information was acquired.
See NOTE.
	

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present if it is available, the UE Time Zone has changed and needs to be reported to the SMF.
When present, this IE shall contain the UE Time Zone.
	

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location.
This IE may be present, if anType indicates a non-3GPP access and a valid 3GPP access user location information is available.
When present, it shall contain:
-	the last known 3GPP access user location; and
-	the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.
See NOTE.
	

	upCnxState
	UpCnxState
	C
	0..1
	This IE shall be present to request the activation or the deactivation of the user plane connection of the PDU session.
When present, it shall be set as specified in clauses 5.2.2.3.2, 5.2.2.3.15 and 5.2.2.3.16.
	

	hoState
	HoState
	C
	0..1
	This IE shall be present to request the preparation, execution or cancellation of a handover of the PDU session.
When present, it shall be set as specified in clause 5.2.2.3.4.
	

	toBeSwitched
	boolean
	C
	0..1
	This IE shall be present during an Xn Handover (see clause 5.2.2.3.3) to request to switch the PDU session to a new downlink N3 tunnel endpoint.

When present, it shall be set as follows:
- true: request to switch to the PDU session.
- false (default): no request to switch the PDU session.
	

	failedToBeSwitched
	boolean
	C
	0..1
	This IE shall be present during an Xn Handover (see clause 5.2.2.3.3) if the PDU session failed to be setup in the target RAN.

When present, it shall be to true to indicate that the PDU session failed to be setup in the target RAN. 
	

	n1SmMsg
	RefToBinaryData
	C
	0..1
	This IE shall be present if N1 SM Information has been received from the UE.
When present, this IE shall reference the N1 SM Message binary data (see clause 6.1.6.4.2).
	

	n2SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if N2 SM Information has been received from the AN.
When present, this IE shall reference the N2 SM Information binary data (see clause 6.1.6.4.3).
	

	n2SmInfoType
	N2SmInfoType
	C
	0..1
	This IE shall be present if "n2SmInfo" attribute is present.
When present, this IE shall indicate the NG AP IE type for the NG AP SMF related IE container carried in "n2SmInfo" attribute.
	

	targetId
	NgRanTargetId
	C
	0..1
	This IE shall be present during a N2 handover preparation, when the hoState IE is set to the value "PREPARING".
When present, it shall contain the Target ID identifying the target RAN Node ID and TAI received in the Handover Required from the Source RAN.
	

	targetServingNfId
	NfInstanceId
	C
	0..1
	This IE shall be present during a N2 handover preparation with AMF change, when the hoState IE is set to the value "PREPARING".
When present, it shall contain the identifier of the target serving NF (e.g. AMF).
	

	dataForwarding
	boolean
	C
	0..1
	This IE shall be present and set as specified in clause 5.2.2.3.9 during a 5GS to EPS handover, or as specified in 5.2.2.3.13 during a N2 based handover with I-SMF insertion/change/removal.
When present, it shall be set as follows:
- true: setup the indirect data forwarding tunnels;
- false (default): indirect data forwarding tunnels are not required to be setup (see clause 5.2.2.3.9).
	

	n9ForwardingTunnel
	TunnelInfo
	C
	0..1
	This IE shall be present in the following case:
-	UE triggered Service Request with I-SMF change/removal, if requesting to forward buffered downlink data packets at I-UPF (See clause 4.23.4 of 3GPP TS 23.502 [3]).
When present, it shall carry the N9 forwarding tunnel info of I-UPF.
	DTSSA

	n9DlForwardingTnlList
	array (IndirectDataForwardingTunnelInfo)
	C
	1..N
	This IE shall be present in the following case:
-	N2 based handover with I-SMF insertion/change/removal, if downlink indirect data forwarding tunnels are requested to be established between target I-UPF and source I-UPF / source UPF (see clause 4.23.7 and 4.23.11 of 3GPP TS 23.502 [3]).
When present, it shall carry the list of N9 downlink indirect data forwarding tunnel(s) info of I-UPF.
	DTSSA

	n9UlForwardingTnlList
	array (IndirectDataForwardingTunnelInfo)
	C
	1..N
	This IE shall be present in the following case:
-	N2 based handover with I-SMF insertion/change/removal, if uplink indirect data forwarding tunnels are requested to be established between target I-UPF and source I-UPF / source UPF (see clause 4.23.7 and 4.23.11 of 3GPP TS 23.502 [3]).
When present, it shall carry the list of N9 uplink indirect data forwarding tunnel(s) info of I-UPF.
	DTSSA

	epsBearerSetup
	array(EpsBearerContainer)
	C
	0..N
	This IE shall be present during a 5GS to EPS handover using the N26 interface.
When present, it shall include the EPS bearer context(s) successfully setup in EPS. The array shall be empty if no resource was successfully allocated in EPS for any PDU session.   
	

	revokeEbiList
	array(EpsBearerId)
	C
	1..N
	This IE shall be present to request the SMF to revoke some EBIs (see clause 4.11.1.4.1 of 3GPP TS 23.502 [3]). When present, it shall contain the EBIs to revoke.
	

	release
	boolean
	C
	0..1
	This IE shall be used to indicate a network initiated PDU session release is requested.

This IE shall be present and set as specified in clause 5.2.2.3.10 during P-CSCF restoration procedure, in clause 5.2.2.3.11 during AMF requested PDU Session Release due to duplicated PDU Session Id, in clause 5.2.2.3.12 during AMF requested PDU Session Release due to slice not available, and in clause 5.2.2.3.17 during AMF requested PDU Session Release due to Network Slice-Specific Authentication and Authorization failure or revocation.

When present, it shall be set as follows:
- true: PDU session release is required;
- false (default): PDU session release is not required.
	

	cause
	Cause
	O
	0..1
	When present, this IE shall indicate the cause for the requested modification, e.g. the NF Service Consumer cause for requesting to deactivate the user plane connection of the PDU session.
	

	ngApCause
	NgApCause
	C
	0..1
	This IE shall be present, if the information is available. When present, this IE shall indicate the cause for the requested modification, e.g. the NGAP cause for requesting to deactivate the user plane connection of the PDU session.
	

	5gMmCauseValue
	5GMmCause
	C
	0..1
	This IE shall be included if the AMF received a 5GMM cause code from the UE during any network initiated PDU session modification or release procedure. (e.g 5GMM Status message in response to a Downlink NAS Transport message carrying 5GSM payload).
	

	sNssai
	Snssai
	C
	0..1
	This IE shall be present, during an EPS to 5GS idle mode mobility or handover using the N26 interface, if the S-NSSAI for the serving PLMN derived from the S-NSSAI of the home PLMN differs from the S-NSSAI provided in the Create SM Context Request.
When present, it shall contain the S-NSSAI for the serving PLMN. 
	

	traceData
	TraceData
	C
	0..1
	This IE shall be included if trace is required to be activated, modified or deactivated (see 3GPP TS 32.422 [22]).
For trace modification, it shall contain a complete replacement of trace data.
For trace deactivation, it shall contain the Null value.
	

	epsInterworkingInd
	EpsInterworkingIndication
	O
	0..1
	This IE may be present if the indication has been provided during the PDU session creation, and its value has changed after session creation or last update.

When present, this IE shall indicate whether the PDU session may possibly be moved to EPS and whether N26 interface to be used during EPS interworking procedures.
	

	anTypeCanBeChanged
	boolean
	C
	0..1
	This IE shall be present and set to true to indicate that the Access Network Type associated to the PDU session can be changed (see clause 5.2.2.3.2.4), during a Service Request procedure (see clause 4.2.3.2 of 3GPP TS 23.502 [3])), in response to paging or NAS notification indicating non-3GPP access, when the PDU Session for which the UE was paged or notified is in the List Of Allowed PDU Sessions provided by the UE, and the AMF received N2 SM Information only or N1 SM Container and N2 SM Information from the SMF in step 3a of clause 4.2.3.3 of 3GPP TS 23.502 [3].

When present, it shall be set as follows:
- true: the access type of the PDU session can be changed.
- false (default): the access type of the PDU session cannot be changed.
	

	n2SmInfoExt1
	RefToBinaryData
	C
	0..1
	This IE shall be present if more than one N2 SM Information has been received from the AN.
When present, this IE shall reference the N2 SM Information binary data (see clause 6.1.6.4.3).
	

	n2SmInfoTypeExt1
	N2SmInfoType
	C
	0..1
	This IE shall be present if "n2SmInfoExt1" attribute is present.
When present, this IE shall indicate the NG AP IE type for the NG AP SMF related IE container carried in "n2SmInfoExt1" attribute.
	

	maReleaseInd
	MaReleaseIndication
	C
	0..1
	This IE shall be present if one access of a MA PDU session is requested to be released, when UE/AMF initiates MA PDU session release over one access.
When present, it indicates the access to be released.
	MAPDU

	maNwUpgradeInd
	boolean
	C
	0..1
	This IE shall be present if the PDU session is allowed to be upgraded to MA PDU session (see clause 6.4.2.2 of 3GPP TS 24.501 [7]).

When present, it shall be set as follows:
- true: the PDU session is allowed to be upgraded to MA PDU session
- false (default): the PDU session is not allowed to be upgraded to MA PDU session
	MAPDU

	maRequestInd
	boolean
	C
	0..1
	This IE shall be present if a MA-PDU session is requested to be established (see clause 4.22.6.3 of 3GPP TS 23.502 [3]).
When present, it shall be set as follows:
- true: a MA-PDU session is requested
- false (default): a MA-PDU session is not requested
	MAPDU

	exemptionInd
	ExemptionInd
	C
	0..1
	This IE shall be present if the AMF has exempted the NAS message from a NAS SM congestion control activated in the AMF.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if the servingNfId or the targetServingNfId is present (i.e. during a change of AMF) and at least one optional feature defined in clause 6.1.8 is supported by the new AMF. 
If this IE is absent when the servingNfId or the targetServingNfId is present, the new serving AMF or the target AMF respectively shall be considered as not supporting any optional feature.
	

	moExpDataInd
	MoExceptionDataFlag
	C
	0..1
	When present, this IE shall indicate whether MO Exception Data delivery has started or stopped.

The AMF shall include the indication and set the value as following:

- START: if the UE is accessing via NB-IoT RAT and the RRC is established with RRC establishment cause "MO exception data" (or RRC is resumed with RRC resume cause "MO exception data");

- STOP: if the MO Exception Data delivery already started and the RRC is established without RRC establishment cause "MO exception data" (or RRC is resumed without RRC resume cause "MO exception data"). 

	CIOT

	moExpDataCounter
	MoExpDataCounter
	C
	0..1
	This IE shall be included when moExpDataInd is included with value "START".

When present, this IE shall contain the MO Exception Data Counter.
	CIOT

	extendedNasSmTimerInd
	boolean
	C
	0..1
	This IE shall be present if the UE supports CE mode B and use of CE mode B changes from restricted to unrestricted or vice versa in the Enhanced Coverage Restriction information in the UE context in the AMF. 

When present, it shall indicate whether extended NAS SM timers shall be used for the UE as specified in 3GPP TS 24.501 [7], as follows: 
-	True: extended NAS SM timers shall be used
-	False: normal NAS SM timers shall be used.

	CIOT

	forwardingFTeid
	Bytes
	C
	0..1
	This IE shall be present during a 5GS to EPS Idle mode mobility using N26 interface with data forwarding (see clause 4.11.1.3.2A of 3GPP TS 23.502 [3]), if the Forwarding F-TEID IE is present in the Context Acknowledge message received from the MME. 
When present, it shall contain Base64-encoded characters, encoding the Forwarding F-TEID in the Context Acknowledge message, as specified in Figure 8.22-1 of 3GPP TS 29.274 [16]. 
	CIOT

	forwardingBearerContexts
	array(ForwardingBearerContainer)
	C
	1..N
	This IE shall be present during a 5GS to EPS Idle mode mobility using N26 interface with data forwarding (see clause 4.11.1.3.2A of 3GPP TS 23.502 [3]), if the Bearer Contexts IE is present in the Context Acknowledge message received from the MME. 
When present, it shall contain the Bearer Contexts in the Context Acknowledge message.
	CIOT

	ddnFailureSubs
	DdnFailureSubs
	C
	0..1
	This IE shall be present to subscribe or unsubscribe the notification of the DDN Failure if the Availability after DDN failure event is subscribed/unsubscribed by the UDM, see clause 4.15.3.2.7 of 3GPP TS 23.502 [3].

This IE shall also be present if it is required to add or remove traffic descriptors to an earlier DDN Failure subscription. If it is present and the FailureSubsInd indicates notification of DDN failure is subscribed, the content of the received ddnFailureSubs shall overwrite any ddnFailureSubs received earlier.
	CIOT

	NOTE:	In shared networks, when the message is sent from the VPLMN to the HPLMN, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator. 
In shared networks, when the AMF and SMF pertain to the same PLMN, the Primary PLMN ID shall be communicated in the ECGI or NCGI to the SMF. The Core Network Operator PLMN ID shall be communicated in the TAI and the Serving Network.




* * * Next Change * * * *
[bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc36456067]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.1.0.alpha-4'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    SmContextUpdateData:
      type: object
      properties:
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        servingNfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        servingNetwork:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnIdNid'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'
          minItems: 1
          nullable: true
        anType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        additionalAnType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        anTypeToReactivate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        ratType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        presenceInLadn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PresenceState'
        ueLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        ueTimeZone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        addUeLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        upCnxState:
          $ref: '#/components/schemas/UpCnxState'
        hoState:
          $ref: '#/components/schemas/HoState'
        toBeSwitched:
          type: boolean
          default: false
        failedToBeSwitched:
          type: boolean
        n1SmMsg:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfoType:
          $ref: '#/components/schemas/N2SmInfoType'
        targetId:
          $ref: 'TS29518_Namf_Communication.yaml#/components/schemas/NgRanTargetId'
        targetServingNfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        smContextStatusUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        dataForwarding:
          type: boolean
          default: false
        n9ForwardingTunnel:
          $ref: '#/components/schemas/TunnelInfo'
        n9DlForwardingTnlList:
          type: array
          items:
            $ref: '#/components/schemas/IndirectDataForwardingTunnelInfo'
          minItems: 1
        n9UlForwardingTnlList:
          type: array
          items:
            $ref: '#/components/schemas/IndirectDataForwardingTunnelInfo'
          minItems: 1
        epsBearerSetup:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerContainer'
          minItems: 0
        revokeEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerId'
          minItems: 1
        release:
          type: boolean
          default: false
        cause:
          $ref: '#/components/schemas/Cause'
        ngApCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
        5gMmCauseValue:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5GMmCause'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        epsInterworkingInd:
          $ref: '#/components/schemas/EpsInterworkingIndication'
        anTypeCanBeChanged:
          type: boolean
          default: false
        n2SmInfoExt1:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfoTypeExt1:
          $ref: '#/components/schemas/N2SmInfoType'
        maReleaseInd:
          $ref: '#/components/schemas/MaReleaseIndication'
        maNwUpgradeInd:
          type: boolean
          default: false
        maRequestInd:
          type: boolean
          default: false
        exemptionInd:
          $ref: '#/components/schemas/ExemptionInd'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        moExpDataInd:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MoExceptionDataFlag'
        moExpDataCounter:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MoExpDataCounter'
        extendedNasSmTimerInd:
          type: boolean
        forwardingFTeid:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
        forwardingBearerContexts:
          type: array
          items:
            $ref: '#/components/schemas/ForwardingBearerContainer'
          minItems: 1
        ddnFailureSubs:
          $ref: '#/components/schemas/DdnFailureSubs'



[…]

* * * End of Changes * * * *
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