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	Reason for change:
	SA2 has agreed to set EPS interworking indication with N26 for MA PDU with non-3GPP access where UE registerd over both accesses in the same PLMN:

5.32.7.2	Interworking with N26 Interface
Interworking with N26 interface is based on clause 5.17.2.2, with the following differences and clarifications:
-	When the UE is registered to the same PLMN over 3GPP and non-3GPP accesses, and the UE request a new MA PDU Session via non-3GPP access, the AMF also includes the indication of interworking with N26 to SMF.
Corresponding if N26 is not supported, the EPS interworking indication "WITHOUT_N26" should be used, as MA PDU is considred available on both accesses and it is the 3GPP access leg will be moved during the mobility to EPS procedures.
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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc25073988][bookmark: _Toc34063178]6.1.6.3.11	Enumeration: EpsInterworkingIndication
The enumeration EpsInterworkingIndication indicates whether and how the PDU session will possibly be moved to EPS.
Table 6.1.6.3.11-1: Enumeration EpsInterworkingIndication
	Enumeration value
	Description

	"NONE"
	The PDU session cannot be moved EPS.

	"WITH_N26"
	The PDU session via 3GPP access may possibly be moved to EPS, with N26 interface supported during EPS interworking procedures.

	"WITHOUT_N26"
	The PDU session via 3GPP access may possibly be moved to EPS, without N26 interface supported during EPS interworking procedures.The PDU session may possibly be moved to EPS, without N26 interface supported during EPS interworking procedures.

This may correspond to:
- a PDU session or an MA-PDU session with a 3GPP access; or
- a MA PDU Session with a non-3GPP access for a UE registered to the same PLMN over both 3GPP and non-3GPP accesses, i.e. served by the same AMF for both accesses.

	"IWK_NON_3GPP"
	The PDU session via non-3GPP access may possibly be moved to EPS.
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