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	Reason for change:
	The mandatory HTTP error status codes listed in Table 5.2.7.1-1 of 3GPP TS 29.500 other than those specified in the table in the specification also apply.

For the error cases: 1. NF service consumer is not authorized to subscribe for the NSSAI availability information notification, 2. Resource related to the NF Id for which the NSSAI availability information is updated is unavailable existed in the specification, proposes to define the dedicated application errors. As the HTTP error status codes can also be used in other cases, and it is impossible to indicate the specific errors to the consumer.

For the Update the S-NSSAIs the AMF supports per TA using PUT method, NSSF does not know the PUT is the initial message from AMF, or the update from AMF, it is impossible to decide the error: resource related to the NF Id for which the NSSAI availability information is updated is unavailable.

If there is no S-NSSAIs authorized for the TA, the NSSF shall not return the 
AuthorizedNssaiAvailabilityData related to TA in the Update/Subscription/Notification service operation.

The AMF may also use the PUT method to update the NSSAI Availability Info in the NSSF to add/remove NSSAIs for specific TAIs, after the update there is no supported slice(s) remain, the NSSF shall return empty response with 204 status code. CR 0065 (C4-202257) for TS 29.531, agreed in #97e adds the 204 status code in PATCH response, shall also be applicable to the PUT response.

	
	

	Summary of change:
	1. Add Table NOTE to indicate the mandatory HTTP error status codes listed in Table 5.2.7.1-1 of 3GPP TS 29.500 shall also be supported;
2. Define two application errors: NOT_AUTHORIZED and RESOURCE_NOT_FOUND;
3. The NSSF shall not return the AuthorizedNssaiAvailabilityData related the TA if there is no allowed S-NSSAIs for the TA;
4. 204 status code will be included in the PUT response.
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	Other comments:
	This CR introduces backward compatible corrections to the OpenAPI file for Nnssf_NSSAIAvailability API.

	
	

	This CR's revision history:
	Rev 1:
Error code name is changed to NOT_AUTHORIZED;
If there is no authorized slices for the TA, the AuthorizedNssaiAvailabilityData will not be returned.
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[bookmark: _Toc20129598][bookmark: _Toc27584225]* * * First Change * * * *


[bookmark: _Toc20142288][bookmark: _Toc34217232][bookmark: _Toc34217384][bookmark: _Toc36461791]5.3.2.2.1	General
The Update operation shall be used by an NF Service Consumer (e.g. AMF) to update the NSSF with the S-NSSAIs the NF service consumer (e.g. AMF) supports per TA, and get the availability of the S-NSSAIs per TA for the S-NSSAIs the NF service consumer (e.g. AMF) supports.


Figure 5.3.2.2.1-1: Update the S-NSSAIs the AMF supports per TA
1.	The NF service consumer (e.g. AMF) shall send a PUT request to the resource representing the NSSAI Availability information of the individual NF, identified by the {nfId}, to replace or create the NSSAI Availability information of the NF. The payload of the body shall contain the NssaiAvailabilityInfo which contains one or more representations of the individual supportedSnssai information to be replaced.
	The NF service consumer (e.g. AMF) shall send a PATCH request to the resource representing the NSSAI Availability information of the individual NF, identified by the {nfId}, to update the NSSAI Availability information of the NF. The payload of the body shall contain the PatchDocument which contains one or more PatchItem instructions for updating the individual supportedSnssai resources.
2.	On success, "200 OK" shall be returned, the payload body of the PUT/PATCH response shall contain the representation describing the status of the request and the complete AuthorizedNssaiAvailabilityData information representing the current state of the AuthorizedNssaiAvailabilityInfo. If there is no supported S-NSSAIs authorized by the NSSF for the TA, the NSSF shall not return the AuthorizedNssaiAvailabilityData for the corresponding TA in the response.
On failure, the NSSF shall return one of the HTTP status code together with the response body listed in Table 6.2.3.2.3.1-2 / Table 6.2.3.2.3.2-2.

* * * Next Change * * * *

[bookmark: _Toc20142290][bookmark: _Toc34217234][bookmark: _Toc34217386][bookmark: _Toc36461793]5.3.2.3.1	General
The Subscribe Operation is used by a NF Service Consumer (e.g. AMF) to subscribe to a notification of any changes in status of the NSSAI availability information (e.g. S-NSSAIs available per TA and the restricted S-NSSAI(s) per PLMN in that TA in the serving PLMN of the UE) upon this is updated by another AMF.


Figure 5.3.2.3.1-1 Create a subscription
1.	The NF Service Consumer shall send a POST request to create a subscription resource in the NSSF. The payload body of the POST request shall contain a representation of the individual event subscription resource to be created in the NssfEventSubscriptionCreateData. The request may contain an expiry time, suggested by the NF Service Consumer as a hint, representing the time upto during which the subscription is desired to be kept active and describes the maximum duration after which the subscribed event shall stop generating report. The request may also indicate a specific AMF Set to restrict the subscriptions to notifications applicable to the AMF Set (i.e. notifications related to S-NSSAIs supported by the AMF Set).
2.	On success, "201 Created" shall be returned, and the payload body of the POST response shall contain the representation describing the status of the created subscription in NssfEventSubscriptionCreatedData that may contain the AuthorizedNssaiAvailabilityData information, if available. If there is no supported S-NSSAIs authorized by the NSSF for the TA, the NSSF shall not return the AuthorizedNssaiAvailabilityData for the corresponding TA in the response. The Location header shall contain the location (URI) of the created subscription resource.
The response, based on operator policy and taking into account the expiry time included in the request, may contain the expiry time, as determined by the NSSF, after which the subscription becomes invalid. Once the subscription expires, if the NF Service Consumer wants to keep receiving notifications, it shall create a new subscription in the NSSF. The NSSF shall not provide the same expiry time for many subscriptions in order to avoid all of them expiring and recreating the subscription at the same time. If the expiry time is not included in the response, the NF Service Consumer shall consider the subscription to be valid without an expiry time.
On failure, the NSSF shall return one of the HTTP status code together with the response body listed in Table 6.2.3.3.3.1-2.

* * * Next Change * * * *

[bookmark: _Toc20142294][bookmark: _Toc34217238][bookmark: _Toc34217390][bookmark: _Toc36461797]5.3.2.5.1	General
The Notify Service operation shall be used by the NSSF to update the NF Service Consumer (e.g. AMF) with any change in status, on a per TA basis, of the S-NSSAIs available per TA (unrestricted) and the S-NSSAIs restricted per PLMN in that TA in the serving PLMN of the UE.


Figure 5.3.2.5.1-1: Update the AMF with any S-NSSAIs restricted per TA
1.	The NSSF shall send a POST request to the resource representing the NSSF availability resource in the NF service consumer (e.g. AMF). The payload body of the POST request shall contain the one representations of the individual NssfEventNotification resource. If there is no supported S-NSSAIs authorized by the NSSF for the TA, the NSSF shall not return the AuthorizedNssaiAvailabilityData for the corresponding TA in the notification.
2.	On success, "204 No Content" shall be returned and the payload body of the POST response shall be empty.

* * * Next Change * * * *

[bookmark: _Toc20142312][bookmark: _Toc34217258][bookmark: _Toc34217410][bookmark: _Toc36461817]6.1.3.2.3.1	GET
This method retrieves the information related to the selected slice based on the input query parameters provided by the NF service consumer specified in table 6.1.3.2.3.1-1.
This method shall support input query parameters specified in table 6.1.3.2.3.1-1 and the response data structure and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	nf-type
	NFType
	M
	1
	This IE shall contain the NF type of the NF service consumer.

	nf-id
	NfInstanceId
	M
	1
	This IE shall contain the NF identifier of the NF service consumer.

	slice-info-request-for-registration
	SliceInfoForRegistration
	C
	0..1
	This IE shall be present when the network slice information is requested during the Registration procedure or during EPS to 5GS handover procedure using N26 interface towards an NSSF in the serving PLMN. 

	slice-info-request-for-pdu-session
	SliceInfoForPDUSession
	C
	0..1
	This IE shall be present when the network slice information is requested during the PDU session establishment procedure.

	slice-info-request-for-ue-cu
	SliceInfoForUEConfigurationUpdate
	C
	0..1
	This IE shall be present when the network slice information is requested during UE configuration update procedure.

	home-plmn-id
	PlmnId
	C
	0..1
	This IE shall be present in the request towards an NSSF in the serving PLMN if the subscriber is a roamer to the serving PLMN. When present, this IE shall contain the home PLMN Id of the UE.

	tai
	Tai
	C
	0..1
	This IE shall be present in the request towards an NSSF in the serving PLMN. When present, this IE shall contain the TAI the UE is currently located.

	supported-features
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.



Table 6.1.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AuthorizedNetworkSliceInfo
	M
	1
	200 OK
	This case represents a successful return of the authorized network slice information selected for the corresponding request.

	ProblemDetails
	O
	0..1
	403 Forbidden
	This represents the case, where the NF service consumer is not authorized to retrieve the slice selection information or the all of the SNSSAIs included in the requested slice selection information is not supported in the PLMN.
The application specific error information shall be provided in the "cause" attribute. The "cause" attribute shall be set to:
-	" SNSSAI_NOT_SUPPORTED", if the SNSSAI included in the requested slice selection information is not allowed in the PLMN and there is no default NSSAI value provided in the request.
-	NOT_AUTHORIZED, if the NF service consumer identified by the NF Id is not authorized to retrieve the slice selection information.
See table 6.1.7.3-1 for the description of this error.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



* * * Next Change * * * *

[bookmark: _Toc20142340][bookmark: _Toc34217286][bookmark: _Toc34217438][bookmark: _Toc36461845]6.1.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Nnssf_NSSelection service. The following application errors listed in Table 6.1.7.3-1 are specific for the Nnssf_NSSelection service.
Table 6.1.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	SNSSAI_NOT_SUPPORTED
	403 Forbidden
	This cause value shall be set when the requested slice selection information is for SNSSAI(s) not supported in the PLMN.

	NOT_AUTHORIZED
	403 Forbidden
	The request is rejected due to the NF service consumer is not authorized to retrieve the slice selection information.



* * * Next Change * * * *

[bookmark: _Toc20142359][bookmark: _Toc34217305][bookmark: _Toc34217457][bookmark: _Toc36461864]6.2.3.2.3.1	PUT
This method shall support the request data structures specified in table 6.2.3.2.3.1-1 and the response data structures and response codes specified in table 6.2.3.2.3.1-2.
Table 6.2.3.2.3.1-1: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NssaiAvailabilityInfo
	M
	1
	This IE contains the information regarding the NssaiAvailabilityData for the NF Service Consumer (e.g AMF).



Table 6.2.3.2.3.1-2: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AuthorizedNssaiAvailabilityInfo
	M
	1
	200 OK
	This case represents a successful update of the NSSF with the S-NSSAIs the AMF supports per TA.
The authorized NSSAI availability (i.e. S-NSSAIs available per TA (unrestricted) and any S-NSSAIs restricted per PLMN in that TA in the serving PLMN of the UE) information shall be returned in the response payload body.

	
	
	
	204 No Content
	This case represents a successful update of the NSSF with the S-NSSAIs the AMF supports per TA, and the authorized NSSAI availability is empty after the update.

	ProblemDetails
	O
	0..1
	403 Forbidden
	When the NF service consumer is not authorized to update the NSSAI availability information or the TAI/S-NSSAI information provided is not supported in the PLMN, the "cause" attribute shall be set to:
-	"SNSSAI_NOT_SUPPORTED", if the S-NSSAI provided is not supported in the PLMN.
-	NOT_AUTHORIZED, if the NF service consumer identified by the NF Id is not authorized to update the NSSAI availability information.
See table 6.2.7.3-1 for the description of this error.

	ProblemDetails
	O
	0..1
	404 Not Found
	This represents the case when the resource related to the NF Id for which the NSSAI availability information is updated is unavailable.

	NOTE:	The mandatory HTTP error status codes for the PUT method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



* * * Next Change * * * *

[bookmark: _Toc20142360][bookmark: _Toc34217306][bookmark: _Toc34217458][bookmark: _Toc36461865]6.2.3.2.3.2	PATCH
This method shall support the request data structures specified in table 6.2.3.2.3.2-1 and the response data structures and response codes specified in table 6.2.3.2.3.2-2.
Table 6.2.3.2.3.2-1: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	PatchDocument
	M
	1
	This IE contains the information regarding the JSON patch instructions for updating the AuthorizedNssaiAvailabilityInfo.



Table 6.2.3.2.3.2-2: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AuthorizedNssaiAvailabilityInfo
	M
	1
	200 OK
	This case represents a successful update of the NSSF with the S-NSSAIs the AMF supports per TA.
If the authorized NSSAI availability (i.e. S-NSSAIs available per TA (unrestricted) and any S-NSSAIs restricted per PLMN in that TA in the serving PLMN of the UE) is changed, the NSSF shall return a data structure of type "AuthorizedNssaiAvailabilityInfo" in the response payload body.

	ProblemDetails
	O
	0..1
	403 Forbidden
	When the NF service consumer is not authorized to update the NSSAI availability information or the S-NSSAI information provided is not supported in the PLMN, the "cause" attribute shall be set to:
-	"SNSSAI_NOT_SUPPORTED", if the S-NSSAI provided is not supported in the PLMN.
-	NOT_AUTHORIZED, if the NF service consumer identified by the NF Id is not authorized to update the NSSAI availability information.
See table 6.2.7.3-1 for the description of this error.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application error:
-	RESOURCE_NOT_FOUND
See table 6.2.7.3-1 for the description of this error.
This represents the case when the resource related to the NF Id for which the NSSAI availability information is updated is unavailable.

	NOTE:	The mandatory HTTP error status codes for the PATCH method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



* * * Next Change * * * *

[bookmark: _Toc20142361][bookmark: _Toc34217307][bookmark: _Toc34217459][bookmark: _Toc36461866]6.2.3.2.3.3	DELETE
This method shall support the request data structures specified in table 6.2.3.2.3.3-1 and the response data structures and response codes specified in table 6.2.3.2.3.3-2.
Table 6.2.3.2.3.3-1: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.2.3.3-2: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application error:
-	RESOURCE_NOT_FOUND
See table 6.2.7.3-1 for the description of this error.This represents the case when the resource related to the NF Id for which the NSSAI availability information is updated is unavailable.

	NOTE:	The mandatory HTTP error status codes for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



* * * Next Change * * * *

[bookmark: _Toc20142366][bookmark: _Toc34217312][bookmark: _Toc34217464][bookmark: _Toc36461871]6.2.3.3.3.1	POST
This method shall support the request data structures specified in table 6.2.3.3.3.1-1 and the response data structures and response codes specified in table 6.2.3.3.3.1-2.
Table 6.2.3.3.3.1-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NssfEventSubscriptionCreateData
	M
	1
	This IE contains the information regarding the SubscriptionData for the AMF to notify any changes to the NSSAI availability information.



Table 6.2.3.3.3.1-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	NssfEventSubscriptionCreatedData

	M
	1
	201 Created
	This case represents a successful creation of subscription to the change of NSSAI availability information.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application error:
-	NOT_AUTHORIZED
This represents the case, when the NF service consumer is not authorized to subscribe for the NSSAI availability information notification.See table 6.2.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	404 Not Found
	This represents the case when the subscriptions collection resource does not exist at the NSSF..

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



* * * Next Change * * * *

[bookmark: _Toc20142371][bookmark: _Toc34217317][bookmark: _Toc34217469][bookmark: _Toc36461876]6.2.3.4.3.1	DELETE
This method shall support the request data structures specified in table 6.2.3.4.3.2-1 and the response data structures and response codes specified in table 6.2.3.4.3.2-2.
Table 6.2.3.3.3.2-1: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	



Table 6.2.3.4.3.2-2: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	N/A
	
	
	204 NO Content
	This case represents a successful deletion of the subscription.

	ProblemDetails
	O
	0..1
	404 Not Found
	This represents the case when the subscription resource is unavailable.

	NOTE:	The mandatory HTTP error status codes for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



* * * Next Change * * * *

[bookmark: _Toc20142384][bookmark: _Toc34217330][bookmark: _Toc34217482][bookmark: _Toc36461889]6.2.5.2.3.1	POST
This method shall support the request data structures specified in table 6.2.5.2.3.1-1 and the response data structures and response codes specified in table 6.2.5.2.3.1-2.
Table 6.2.5.2.3.1-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NssfEventNotification
	M
	1
	Representation of the data to be sent to the NF service consumer (e.g. AMF)to update NSSAI availability information, authorized by the NSSF in the serving PLMN.



Table 6.2.5.2.3.1-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents a successful update of the NF service consumer (e.g. AMF)with NSSAI availability information. 

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



* * * Next Change * * * *

[bookmark: _Toc20142406][bookmark: _Toc34217352][bookmark: _Toc34217504][bookmark: _Toc36461911]6.2.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Nnssf_NSSAIAvailability service. The following application errors listed in Table 6.1.7.3-1 are specific for the Nnssf_NSSAIAvailability service.
Table 6.2.7.3-1: Application errors
	[bookmark: _Hlk510519236]Application Error
	HTTP status code
	Description

	SNSSAI_NOT_SUPPORTED
	403 Forbidden
	The request is rejected due toFor Nnssf_NSSAIAvailibility service, the SNSSAI provided in the request is not supported in the PLMN.

For Nnssf_NSSelection service, the S-NSSAI provided in the request is not allowed in the PLMN and there is no default NSSAI provided in the request.

	NOT_AUTHORIZED
	403 Forbidden
	The request is rejected due to the NF service consumer is not authorized to update the NSSAI availability information, or subscribe for the NSSAI availability information notification.

	RESOURCE_NOT_FOUND
	404 Not Found
	The request is rejected due to the NF service consumer is authorized, but the resource related to the NF Id for which the NSSAI availability information is updated or deleted is unavailable.



* * * Next Change * * * *

[bookmark: _Toc20142412][bookmark: _Toc34217358][bookmark: _Toc34217510][bookmark: _Toc36461917]A.3	Nnssf_NSSAIAvailability API
openapi: 3.0.0

info:
  version: '1.1.0.alpha-2'
  title: 'NSSF NSSAI Availability'
  description: |
    NSSF NSSAI Availability Service.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
paths:
  /nssai-availability/{nfId}:
    put:
      summary: Updates/replaces the NSSF with the S-NSSAIs the NF service consumer (e.g AMF)supports per TA
      tags:
        - NF Instance ID (Document)
      operationId: NSSAIAvailabilityPut
      parameters:
        - name: nfId
          in: path
          description: Identifier of the NF service consumer instance
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        - name: Content-Encoding
          in: header
          description: Content-Encoding, described in IETF RFC 7231
          schema:
            type: string
        - name: Accept-Encoding
          in: header
          description: Accept-Encoding, described in IETF RFC 7231
          schema:
            type: string
      requestBody:
        description: Parameters to update/replace at the NSSF, the S-NSSAIs supported per TA
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/NssaiAvailabilityInfo'
      responses:
        '200':
          description: OK (Successful update of SNSSAI information per TA)
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AuthorizedNssaiAvailabilityInfo'
          headers:
            Accept-Encoding:
              description: Accept-Encoding, described in IETF RFC 7694
              schema:
                type: string
            Content-Encoding:
              description: Content-Encoding, described in IETF RFC 7231
              schema:
                type: string
        '204':
          description: No Content (No supported slices after Successful update)
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'

        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
    
[…]
[bookmark: _GoBack]
* * * End of Changes * * * *
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