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	Reason for change:
	capture the Operation Name in the Custom Operations table allowing for a more optimized logic for the parser.  This column was added in 29.501 skeleton at the last e-meeting (CR C4-200738)

	
	

	Summary of change:
	Added a new column “Operation Name” in the following tables:
· Change #1: clause 6.2.3.2.4.1
· Change #2: clause 6.3.3.2.4.1
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	Other comments:
	This change does NOT impact backward compatibility of the OpenAPI file

	
	



* * * 1st Change * * *
[bookmark: _Toc25270741][bookmark: _Toc34310398][bookmark: _Toc36464920]6.2.3.2.4.1	Overview
Table 6.2.3.2.4.1-1: Custom operations
	Operation Name
	Custom operation URI
	Mapped HTTP method
	Description

	generate-sor-data
	/generate-sor-data
	POST
	The AUSF calculates the SoR-MAC-IAUSF and the CounterSoR to protect the Steering Information List provided. It may also calculate the SoR-XMAC-IUE to verify that the UE received the Steering Information List if the indication that an acknowledgement is requested from the UE.



* * * 2nd Change * * *
[bookmark: _Toc25270782][bookmark: _Toc34310439][bookmark: _Toc36464961]6.3.3.2.4.1	Overview
Table 6.3.3.2.4.1-1: Custom operations
	Operation Name
	Custom operation URI
	Mapped HTTP method
	Description

	generate-upu-data
	/generate-upu-data
	POST
	The AUSF calculates the UPU-MAC-IAUSF and the CounterUPU to protect the UE Parameters Update Data provided. It may also calculate the UPU-XMAC-IUE to verify that the UE received the UE Parameters Update Data if the indication that an acknowledgement is requested from the UE is provided.



* * * End of Changes * * *
