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*** First change ***
10.1.33	No more PS data +CNMPSD
Table 10.1.33-1: +CNMPSD action command syntax
	Command
	Possible Response(s)

	+CNMPSD
	

	+CNMPSD=?
	



Description
This command indicates that no application is expected to exchange data.
When in UTRAN, if further conditions defined in 3GPP TS 25.331 [74] are met, this can cause transmission of a SIGNALLING CONNECTION RELEASE INDICATION message with the cause "UE Requested PS Data session end".
When in E-UTRAN or E-UTRA connected to a 5GCN (see NOTE 2), if further conditions defined in 3GPP TS 36.331 [86] are met, this can cause transmission of a UEAssistanceInformation message with powerPrefIndication set to "lowPowerConsumption" to the network. For BL UEs or NB-IoT UEs, if further conditions defined in 3GPP TS 36.321 [158] and 3GPP TS 36.331 [86] are met, this can cause triggering of the Release Assistance Indication.
NOTE 1:	See subclause 10.1.38 for a command applicable to an MT using E-UTRAN, where the MT has a preference for a configuration that is not optimized for power saving.
NOTE 2:	E-UTRA can be connected to EPC, 5GCN or both.
When in NR, if further conditions defined in 3GPP TS 38.331 [160] are met, this can cause transmission to the network of a UEAssistanceInformation message including releasePreferenceRequest with preferredRRC-State to transition out of RRC_CONNECTED state.
This command may be used in both normal and modem compatibility modes.
Implementation
Optional.
*** Done ***

