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[bookmark: _Toc20214037][bookmark: _Toc27486349]9A	Service Based Interface for 5G System
[bookmark: _Toc20214038][bookmark: _Toc27486350]9A.1	Introduction
Within the 5GCN, the AMF offers services to the CBCF via the Namf service-based interface (see 3GPP TS 23.501 [39] and 3GPP TS 23.502 [43]).
Figure 9A.1-1 depicts the 5GS PWS system architecture, using the service-based interface representation showing how the network functions interact with each other.




Figure 9A.1-1: 5GS PWS system architecture – CBCF/PWS-IWF - AMF 
Service-based interface to support 5GS PWS:
Namf:	Service-based interface exhibited by AMF.
NOTE:	No services are provided by CBCF or PWS-IWF, thus no service-based interfaces are depicted for these NFs in the 5GS PWS system architecture.
The table 9A.1-1 shows the AMF Service and Service Operations specific for PWS:
Table 9A.1-1 AMF Service for PWS
	Service Name
	Service Operations
	Operation Semantics
	Consumer

	Namf_Communication
	NonUeN2MessageTransfer
	Request/Response
	CBCF

	
	NonUeN2InfoSubscribe
	Subscribe/Notify
	CBCF

	
	NonUeN2InfoNotify
	Subscribe/Notify
	CBCF
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