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	Reason for change:
	In CT1#119 meeting@Reno, CT1 has agreed to specify handling for MO-IMS-registration related signalling (see C1-198792).
In addition, CT1 has also agreed that non-access stratum notifies the upper layer when service request for MO-IMS-registration-related-signalling fails (see C1-198784).
However, it is now not cleary specified what the IMS layer should do upon receiving these indication from the non-access stratum. 


Regarding MMTEL voice session, as specified in TS 24.173 annex M, the UE attempts the MMTEL voice session on the alternative radio access network upon service request failure notification:
[bookmark: _Toc20131354][bookmark: _Toc27486704]M.2.1.3	Abnormal cases
Upon request from a user to establish an MMTEL voice session as described in subclause 5.2, if 
a)	the UE receives, from the lower layers, a notification that the service request
1)	was not accepted due to congestion; or
2)	resulted in starting timer T3525 (see 3GPP TS 24.501 [42]); and
b)	an originating initial INVITE transaction, for which a 2xx response has not yet been received, exists;
then:
a)	if a provisional response has been received, the UE shall cancel the INVITE transaction; and
b)	if an alternative radio access network is available, the UE shall attempt the MMTEL voice session on the alternative radio access network.
It is proposed to adopt similar handling as MMTEL voice session and specify abnormal behavior in TS 24.229 Annex U as well.


	
	

	Summary of change:
	Add abnormal case handling for MO-IMS-registration-related-signalling

	
	

	Consequences if not approved:
	Failure of sendin MO-IMS-registration-related signalling

	
	

	Clauses affected:
	U.3.1.X (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


***** First change *****
U.3.1.X	Abnormal cases
Upon sending MO-IMS-registration-related-signalling-started indication to the non-access stratum as described in subclause U.3.1.8, if 
a)	the UE receives, from the lower layers, a notification that the service request
1)	was not accepted due to congestion; or
2)	resulted in starting timer T3525 (see 3GPP TS 24.501 [258]); and
b)	a procedure for MO IMS registration related signalling has not ended;
then:
a)	the UE shall abort the procedure for MO-IMS-registration-related-signalling and send MO-IMS-registration-related-signalling-ended indication to the non-access stratum; and
b)	if an alternative radio access network is available, the UE may attempt the procedure for MO-IMS-registration-related signalling on the alternative radio access network.
***** End of the change *****
