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	Reason for change:
	The specification of substate 5GMM-REGISTERED.UPDATE-NEEDED specified in 5.1.3.2.1.4.8 is in contradiction with other parts of the TS.

As specified elsewhere (sc. 5.3.1.4 and sc. 5.2.3.2.7), the UE can enter the substate 5GMM-REGISTERED.UPDATE-NEEDED when the UE need to perform mobility registration update but it's not possible due to:
a) access is barred for UAC,
b) network rejects RRC connection establishment or
c) access is barred for all access categories except 0 and 2 (i.e. wait time in lower layers)

The 5GMM-REGISTERED.UPDATE-NEEDED is not entered e.g. when the UE need to perform NAS signalling connection recovery (i.e. if resumption fails without barring indication from lower layers). For the recovery the UE has to initiate MRU and state is REGISTERED.INITIATED.


	
	

	Summary of change:
	Criteria to enter substate 5GMM-REGISTERED.UPDATE-NEEDED is fixed to align with other parts of the TS.

	
	

	Consequences if not approved:
	If the UE has to perform MRU but it fails due to resumption failure with barring indication, the UE does not enter UPDATE-NEEDED substate to wait for barring alleviation.
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[bookmark: _Toc36212784][bookmark: _Toc36656961][bookmark: _Toc20232513][bookmark: _Toc27746603]5.1.3.2.1.4.8	5GMM-REGISTERED.UPDATE-NEEDED
[bookmark: _GoBack]This state can be entered if the UE has to perform a registration procedure for mobility and periodic registration update but:
a)	 if the access is barred due to unified access control when in 3GPP access;, 
b)	if the network rejects the N1 NAS signalling connection establishment when in 3GPP access or in non-3GPP access; or 
c)	if the UE in 5GMM-CONNECTED mode with RRC inactive indication receives an indication from the lower layers that the resumption of the RRC connection has failed and the for reasons other than access is barred for all categories except categories '0' and '2' as specified in subclause 5.3.1.4. For 3GPP access, the UE has to perform a registration procedure for mobility and periodic registration update, but access to the current cell is barred. 
No 5GMM procedure except:
a)	registration procedure for mobility and periodic registration update; and
b)	service request procedure as a response to paging or notification
shall be initiated by the UE in this substate.

