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	Reason for change:
	[bookmark: _Toc11421984]As per current specification 24.501 section 
5.2.3.2.3	ATTEMPTING-REGISTRATION-UPDATE
f) may perform de-registration locally and initiate a registration procedure for initial registration for emergency services even if timer T3346 is running;
5.2.3.2.3 ATTEMPTING-REGISTRATION-UPDATE
f)	may perform de-registration locally and initiate a registration procedure for initial registration for emergency services even if timer T3346 is running;
This is clarify UE may perform de-registration locally before
initiating a initial registration to speed up emergency attach 
in 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE
where UE can not access normal service.
But it is not clarified about de-registration signalling procedure before
starting initial registration for emergency services in 
5GMM-REGISTERED.LIMITED_SERVICE and 5GMM-REGISTERED.PLMN_SEARCH where UE is can not access normal service.
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[bookmark: _Toc20232548][bookmark: _Toc27746638][bookmark: _Toc36212819]5.2.3.2.4	LIMITED-SERVICE
The UE:
a)	shall perform cell selection/reselection;
b)	may perform de-registration locally and initiate an initial registration for emergency services; and 
c)	if configured for eCall only mode as specified in 3GPP TS 31.102 [22], shall perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445 (see subclause 5.5.3).
* * * Next Change * * * *
[bookmark: _Toc20232549][bookmark: _Toc27746639][bookmark: _Toc36212820]5.2.3.2.5	PLMN-SEARCH
The UE shall perform PLMN selection or SNPN selection. If a new PLMN is selected, the UE shall reset the registration attempt counter and initiate the registration procedure for mobility and periodic registration update (see subclause 5.5.1.3). If a new SNPN is selected, the UE shall reset the registration attempt counter and initiate theregistration procedure for initial registration (see subclause 5.5.1.2.2).
If the selected cell in the new PLMN is known not to be able to provide normal service, the UE may perform de-registration locally and initiate an initial registration for emergency services.


