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	Reason for change:
	As per 3GPP specification 24.301, section 5.1.3.3,

The EPS update status value is changed only after the execution of an attach or combined attach, network initiated detach, authentication, tracking area update or combined tracking area update, service request or paging for EPS services using IMSI procedure or due to change in TAI which is not part of TAI list while timer T3346 is running.
The above highlighted clarification which is mentioned in 24.301, section 5.1.3.3 is required in current specification 24.501 also, since as per 24.501, section 5.3.9,
After a change in registration area, if the timer T3346 is running and 5GS update status is 5U1 UPDATED then the UE shall set the 5GS update status to 5U2 NOT UPDATED and enter state 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE.
In current specification subclause 5.1.3.2.2, the 5GS update status value is changed only after the execution of a registration, network-initiated de-registration, 5GS based primary authentication and key agreement, service request or paging procedure

But 5GS update status is also changed due to change in registration area while timer T3346 is running which is mentioned in section 5.3.9.


	
	

	Summary of change:
	5GS update status is changed due to change in registration area while timer T3346 is running

	
	

	Consequences if not approved:
	UE will maintain the update status as UPDATED even though registration area has changed further when back-off timer expires UE will not execute a registration procedure for mobility and periodic registration due to stored Update status.
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*** change ***
5.1.3.2.2	5GS update status in the UE
In order to describe the detailed UE behaviour, the 5GS update (5U) status pertaining to a specific subscriber is defined.
If the UE is not operating in SNPN access mode (see 3GPP TS 23.501 [8]), the 5GS update status is stored in a non-volatile memory in the USIM if the corresponding file is present in the USIM, else in the non-volatile memory in the ME, as described in annex C.
If the UE is operating in SNPN access mode, the 5GS update status for each SNPN whose SNPN identity is included in the "list of subscriber data" configured in the ME (see 3GPP TS 23.122 [5]) is stored in the non-volatile memory in the ME as described in annex C.
The 5GS update status value is changed only after the execution of a registration, network-initiated de-registration, 5GS based primary authentication and key agreement, service request, or paging procedure or due to change in TAI which does not belong to the current a registration area while T3346 is running.
5U1: UPDATED
	The last registration attempt was successful.
5U2: NOT UPDATED
	The last registration attempt failed procedurally, e.g. no response or reject message was received from the AMF.
5U3: ROAMING NOT ALLOWED
	The last registration, service request, or registration for mobility or periodic registration update attempt was correctly performed, but the answer from the AMF was negative (because of roaming or subscription restrictions).
*** end of change ***
