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* * * First Change * * * *
[bookmark: _Toc34388614][bookmark: _Toc34404385]6.1.2.4.2	PC5 unicast link release procedure initiation by initiating UE
The initiating UE shall initiate the procedure if:
a)	a request from upper layers to release a PC5 unicast link with the target UE which uses a known Layer 2 ID (for unicast communication) is received and there is an existing PC5 unicast link between these two UEs; or
b)	the target UE has been non-responsive, e.g. no response in the PC5 unicast link modification procedure or PC5 unicast link identifier update procedure.
The initiating UE may initiate the procedure to release an established PC5 unicast link if the UE has reached the maximum number of established PC5 unicast links and there is a need to establish a new PC5 unicast link. In this case, which PC5 unicast link is to be released is up to UE implementation.
In order to initiate the PC5 unicast link release procedure, the initiating UE shall create a DIRECT LINK RELEASE REQUEST message with a PC5 signalling protocol cause IE indicating one of the following cause values:
#1	direct communication with the target UE not allowed;
#2	direct communication to the target UE no longer needed; or
#4	direct connection is not available anymore;
After the DIRECT LINK RELEASE REQUEST message is generated, the initiating UE shall pass this message to the lower layers for transmission along with the initiating UE's Layer 2 ID and the target UE's Layer 2 ID. The initiating UE shall release the direct link locally if the release reason is #4 "direct connection is not available anymore". Otherwise, the initiating UE shall start timer T5002.

 
Figure 6.1.2.4.2.1: PC5 unicast link release procedure

* * * Next Change * * * *
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