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	Reason for change:
	After PC5 unciast link release, UE shall inform the lower layer along with PC5 link identifier that the PC5 unicast link has been released, which enables the lower layer to release the context of this PC5 unicast link.

	
	

	Summary of change:
	Add the following UE’s behaviors after the link release
· UE shall inform the lower layer along with PC5 link identifier that the PC5 unicast link has been released, which enables the lower layer to release the context of this PC5 unicast link.

	
	

	Consequences if not approved:
	The UE’s behaviors are not complete regarding the PC5 unicast link release.
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[bookmark: _Toc22039974][bookmark: _Toc25070684][bookmark: _Toc34388599][bookmark: _Toc34404370][bookmark: _Toc533170247][bookmark: _Toc8836202][bookmark: _Toc533170249]* * * First Change * * * *
[bookmark: _Toc34388615][bookmark: _Toc34404386]6.1.2.4.3	PC5 unicast link release procedure accepted by the target UE
Upon receiving a DIRECT LINK RELEASE REQUEST message, the target UE shall stop timer T5001, timer T5002 for this PC5 unicast link, if any of those timers is running, and abort any other ongoing PC5 signalling protocol procedures on this link. The target UE shall respond with a DIRECT LINK RELEASE ACCEPT message. After the message is sent, the target UE shall release the PC5 unicast link by performing the following behaviors:
a)	inform the lower layer along with the PC5 link identifier that the PC5 unicast link has been released; and
b)	delete the PC5 unicast link context of the PC5 unicast link after an implementation specific time.
* * * Second Change * * * *
[bookmark: _Toc34388616][bookmark: _Toc34404387]6.1.2.4.4	PC5 unicast link release procedure completion by the initiating UE
Upon receipt of the DIRECT LINK RELEASE ACCEPT message, the initiating UE shall stop timer T5002 and shall release the PC5 unicast link by performing the following behaviors:
a)	inform the lower layer along with the PC5 link identifier that the PC5 unicast link has been released; and
[bookmark: _GoBack]b)	delete the PC5 unicast link context of the PC5 unicast link after an implementation specific time.
* * * End of changes * * * *
