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	Reason for change:
	Based on the agreed S3-200938-r2 in SA3#99-e, the new Knrp ID shall be included in the DIRECT LINK RELEASE REQUEST message and DIRECT LINK RELEASE ACCEPT message. Therefore, the abnormal cast that UE receives no response from the target UE should be added to TS 24.587.

When the retransmission reaches the maximum number, the initiating UE will locally release the link and should also delete the used Knrp ID of this link so that the same Knrp ID will not be used in the next link establishment with the same target UE. This can avoid the thread that two links can be associated based on the same Knrp ID, which is the reason in the above agreed SA3 pCR.

	
	

	Summary of change:
	UE deletes the Knrp ID during locally release.

	
	

	Consequences if not approved:
	UE behaviour under retransmission of release message is not clear.
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[bookmark: _Toc20232470][bookmark: _Toc27746556][bookmark: _Toc36212737][bookmark: _Toc36656914]* * * First Change * * * *
[bookmark: _Toc34388617][bookmark: _Toc34404388]6.1.2.4.5	Abnormal cases
[bookmark: _Toc34388618][bookmark: _Toc34404389]6.1.2.4.5.1	Abnormal cases at the initiating UE
If retransmission timer T5002 expires, the initiating UE shall initiate the transmission of the DIRECT LINK RELEASE REQUEST message again and restart timer T5002. 
If no response is received from the target UE after reaching the maximum number of allowed retransmissions, the initiating UE shall release the PC5 unicast link locally and delete the KNRP ID associated with this link. From this time onward the initiating UE shall no longer send or receive any messages via this link.
NOTE:	The maximum number of allowed retransmissions is UE implementation specific.
* * * End of Changes * * * *
