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* * * * * * * FIRST CHANGE * * * * * * *
[bookmark: _Toc20208741][bookmark: _Toc36044852][bookmark: OLE_LINK27]6.3.6.3.6	Reception of Receive Media Request message (R: Receive Media Request)
[bookmark: OLE_LINK28][bookmark: OLE_LINK16]Upon receiving a Receive Media Request message, the reception control arbitration logic in the transmission control server: 
1.	if the Receive Media Request is rejected:
a.	shall send the Receive Media Response (Rejected) message. The Receive Media Response message:
i.	the first bit in the subtype of the Receive media response message is set to '1' (Acknowledgment is required) as described in subclause 9.2.2.1, shall send a Transmission control Ack message; and 
ii.	shall include the Result field set to 0 (Receive media rejected); and
b.	shall remain the 'Gr: Reception acceptedidle' state; or
2.	if the Receive Media Request is granted:
a.	shall stop timer T5 (Reception Inactivity);
b.	shall store the SSRC of transmission participant requesting to receive media until the reception is finished associated with that Transmission request;
c.	shall send the Receive Media Response message. The Receive Media Response message:
i.	the first bit in the subtype of the Receive media response message is set to '1' (Acknowledgment is required) as described in subclause 9.2.2.1, shall send a Transmission control Ack message; and 
ii.	shall include the Result field set to 1 (Receive media granted);
d. shall increase C7 (Reception Accepted) by 1 if it has not reach its upper limit; and
e.	shall enter the 'Gr: Reception accepted' state.
* * * * * * * END CHANGES * * * * * * *

