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	Reason for change:
	The MCData client must be able to include a functional alias in the associated SIP signalling when initiating a file distribution using HTTP.

	
	

	Summary of change:
	Subclause 10.2.4.2.1 is updated to support including a functional alias in the associated SIP signalling when initiating a file distribution using HTTP. The text is modelled on equivalent text in TS 24.379.
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	Inability to fully support functional alias at the MCData client.
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* * * * * FIRST CHANGE * * * * *
[bookmark: _Toc20215657][bookmark: _Toc27496150][bookmark: _Toc36107891][bookmark: _Toc20155854][bookmark: _Toc27501011][bookmark: _Toc36049137]10.2.4.2.1	MCData client originating procedures
The MCData client shall generate a SIP MESSAGE request in accordance with 3GPP TS 24.229 [5] and IETF RFC 3428 [6] with the clarifications given below.
The MCData client:
1)	shall build the SIP MESSAGE request as specified in subclause 6.2.4.1;
2)	if a one-to-one standalone FD message is to be sent shall insert in the SIP MESSAGE request:
a)	an application/resource-lists+xml MIME body with the MCData ID of the target MCData user, according to rules and procedures of IETF RFC 4826 [9]; and	Comment by Lazaros Rev: We also need to say that in this case an FA is added and not the MCData ID,
See for example the MCPTT part
"10)	for the establishment of a first-to-answer call shall insert in the SIP INVITE request according to rules and procedures of IETF RFC 5366 [20] a MIME resource-lists body with:
a)	the MCPTT IDs of the potential target MCPTT users; or
b)	the URI of the functional alias to be called;
NOTE 1:	The MCPTT client indicates whether a list of MCPTT IDs or a functional alias is to be called as specified in step 15) b)."

b)	an application/vnd.3gpp.mcdata-info+xml MIME body with: 
i)	a <request-type> element set to a value of "one-to-one-fd"; and
ii)	if the MCData client is aware of active functional aliases and if an active functional alias is to be included in the SIP MESSAGE request, the <functional-alias-URI> element set to the URI of the used functional alias;
3)	if a group standalone FD message is to be sent:
a)	if the "/<x>/<x>/Common/MCData/AllowedFD" leaf node present in the group document of the requested MCData group, configured on the group management client as specified in 3GPP TS 24.483 [42] is set to "false", shall reject the request for FD and not continue with the rest of the steps in this subclause; and
b)	shall insert in the SIP MESSAGE request an application/vnd.3gpp.mcdata-info+xml MIME body with:
i)	the <request-type> element set to a value of "group-fd";
ii)	the <mcdata-request-uri> element set to the MCData group identity; and
iii)	the <mcdata-client-id> element set to the MCData client ID of the originating MCData client; and
iv)	if the MCData client is aware of active functional aliases and if an active functional alias is to be included in the SIP MESSAGE request, the <functional-alias-URI> element set to the URI of the used functional alias;
4)	shall generate a standalone FD message as specified in subclause 6.2.2.2; and
5)	shall send the SIP MESSAGE request according to rules and procedures of 3GPP TS 24.229 [5].
* * * * * END CHANGES * * * * *


