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	Reason for change:
	The participating MCData server needs to properly handle a functional alias received from the MCData client.

	
	

	Summary of change:
	A test is added to subclause 9.2.5.1.1 to test for validity of a functional alias received in a SIP REFER message.

	
	

	Consequences if not approved:
	Inability to fully support functional alias at the MCData server.

	
	

	Clauses affected:
	9.2.5.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Rev 1:
· Modified the new step 9A to properly indicate the location of the <functional-alias-URI> element.
· Moved the "and" from step 9 to step  9A.



Page 1

[bookmark: _GoBack]
* * * * * FIRST CHANGE * * * * *
[bookmark: _Toc27496092][bookmark: _Toc36107833][bookmark: _Toc20155854][bookmark: _Toc27501011][bookmark: _Toc36049137]9.2.5.1.1	Generating an INVITE request on receipt of a REFER request
This subclause is referenced from other procedures.
When generating an initial SIP INVITE request according to 3GPP TS 24.229 [5], on receipt of an incoming SIP REFER request, the participating MCData function:
1)	shall include in the SIP INVITE request all header fields included in the headers portion of the SIP URI contained in the <entry> element of the application/resource-lists MIME body, referenced by the "cid" URL in the Refer-To header field in the incoming SIP REFER request;
2)	should include the Session-Expires header field according to IETF RFC 4028 [38].
3)	shall include the option tag "timer" in the Supported header field;
4)	shall copy the contents of the P-Asserted-Identity header field of the incoming SIP REFER request to the P-Asserted-Identity header field of the outgoing SIP INVITE request;
5)	shall include the g.3gpp.mcdata.sds media feature tag and the g.3gpp.icsi-ref media feature tag with the value of "urn:urn-7:3gpp-service.ims.icsi.mcdata.sds" into the Contact header field of the outgoing SIP INVITE request;
6)	shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcdata.sds" (coded as specified in 3GPP TS 24.229 [5]), into the P-Asserted-Service header field of the outgoing SIP INVITE request; and
7)	shall include in the SIP INVITE request the option tag "tdialog" in a Supported header field according to the rules and procedures of IETF RFC 4538 [54];
8)	shall include in the SIP INVITE request an SDP offer as specified in subclause 9.2.3.3.1 based upon:
a)	the SDP negotiated during the pre-established session establishment and any subsequent pre-established session modification; and
b)	the SDP offer (if any) included in the"body" URI parameter of the SIP URI contained in the <entry> element of the application/resource-lists MIME body, referenced by the "cid" URL in the Refer-To header field in the incoming SIP REFER request for a pre-established session;
9)	shall copy the application/vnd.3gpp.mcdata-info+xml MIME body from the "body" URI parameter of the SIP URI in the application/resource-lists MIME body, referenced by the "cid" URL in the Refer-To header field of the SIP REFER request, to the outgoing SIP INVITE request; and
9A)	if the incoming SIP REFER request contained a <functional-alias-URI> element in an application/vnd.3gpp.mcdata-info+xml MIME body in the hname "body" parameter in the headers portion of the SIP URI in the Refer-To header field, shall check if the status of the functional alias is activated for the MCData ID. If the functional alias status is activated, then the participating MCData function shall set the <functional-alias-URI> element of the application/vnd.3gpp.mcdata-info+xml MIME body in the outgoing SIP INVITE request to the received value, otherwise shall not include a <functional-alias-URI> element; and
10)	if the incoming SIP REFER request contained an application/resource-lists MIME body in the "body" URI parameter of the SIP URI contained in the <entry> element of an application/resource-lists MIME body, referenced by the "cid" URL in the Refer-To header field, shall copy the application/resources-lists MIME body in the "body" URI parameter to the SIP INVITE request.
* * * * * END CHANGES * * * * *


