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***** Next change *****
[bookmark: _Toc34062168][bookmark: _Toc34394609]6.2.7.2.1	Receiving group announcement notification
Upon receiving an HTTP POST request over a call back URI which was given to SGM-S at time of group events subscription, the SGM-C:
a)	shall match subscription identity received in the "Identity" parameter of the HTTP POST request with the locally stored identity of the subscription. If subscription identity is not valid, then
1) send an HTTP 406 (Not Acceptable) response and skip rest of the steps;
b)	shall send an HTTP 200 (OK); and
c)	if "Event" parameter is set to SUBSCRIBE_GROUP_ANNOUNCEMENT (0x01) as specified in clause B.2, shall notify the VAL user about announcement of group with group-ID and subject. If the notification contains “IsJoinReq” parameter with value set to “true”, the SGM-C shall ask VAL user to join the group. The SGM-C may also decide to store the group announcement based on user’s request.

***** Next change *****
[bookmark: _Toc34062214][bookmark: _Toc34394655]B.2	Group announcement notification
The SGM-S shall convey the following parameters while sending group announcement notification to SGM-C.
Table B.2-1: Parameters for group announcement notification
	Parameter
	Description

	Identity
	REQUIRED. A unique string representing notification channel identity. 

	Event
	REQUIRED. Shall be set to SUBSCRIBE_GROUP_ANNOUNCEMENT (0x01) as specified in table A.1.2-2.

	GroupID
	REQUIRED. An URI that represent a VAL group identity

	Subject
	REQUIRED. A string representing the title or description for the group.

	IsJoinReq
	OPTIONAL. A Boolean indicating whether user needs to perform registration to join the group or not. This Boolean will be set to “true” for each user in <explicit-member-list> element if present in the document.

	Val-services
	OPTIONAL. Represents list of services supported by the group.

	Members-list
	OPTIONAL. Represents list of VAL users who are member of the group.




***** Next change *****
