

	
3GPP TSG-CT WG6 Meeting #100-e	C6-200353
Online, 26 May – 29 May 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	31.124
	CR
	0537
	rev
	1
	Current version:
	15.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	X
	ME
	X
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	T Correction to Applicability Table

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	CT6

	
	

	Work item code:
	5GS_Ph1_UEConTest
	
	Date:
	2020-05-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel 15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Correction in Applicability Table for test sequencess on OPEN CHANNEL related to NG-RAN.

	
	

	Summary of change:
	Adding a new condition Cxyz considering both pc_NG_RAN and pc_BIP_NG_RAN. Originally pc_BIP_NG_RAN was missing.

	
	

	Consequences if not approved:
	Incorrect Applicability for NG-RAN BIP TCs.

	
	

	Clauses affected:
	3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Revision of C6-200270




Page 1






3.3	Table of optional features
Support of USIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific 3GPP release, it is mandatory for the ME to support all functions of that release, as stated in table B.1, with the exception of the functions:
-	"Alpha identifier in REFRESH command supported by terminal";
-	"Event Language Selection";
-	"Proactive UICC: PROVIDE LOCAL INFORMATION (language)"; and
-	"Proactive UICC: LANGUAGE NOTIFICATION".
The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the USIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.
The supplier of the implementation shall state the support of possible options in table A.1.
Table A.1: Options
	Item
	Option
	Status
	Support
	Mnemonic

	132
	Class E: Terminal does support eFDD
	O
	
	pc_BIP_eFDD

	133
	Class E: Terminal does support eTDD
	O
	
	pc_BIP_eTDD

	139
	Terminal supports eFDD
	O
	
	pc_eFDD

	140
	Terminal supports eTDD
	O
	
	pc_eTDD

	
	………………..
	
	
	

	171
	Terminal supports sending location status and access technology that is already available
	C006
	
	O_LS_and_ATC_events

	
	…………………
	
	
	

	187
	Terminal supports NG-RAN SA Mode
	O
	
	pc_NG_RAN

	188
	Class E: Terminal does support NG-RAN
	O
	
	pc_BIP_NG_RAN



	
	………………..
	
	
	

	C006	If feature is implemented according to Rel-13 or later then M, else O



3.4	Applicability table
Table B.1: Applicability of tests
[bookmark: _Toc360780383]*** First change ***

	
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	
	
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Rel-15 ME
	
	
	
	

	
	27.22.7.4: location status event
	R99
	1.1
	M
	M
	M
	M
	….
	….
	M
	M
	M
	M
	
	E.1/37 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	AER002

	
	27.22.7.4: location status event, E-UTRAN
	Rel-8
	1.2
	
	
	
	
	….
	….
	
	C190
	C190
	C190
	
	E.1/37 AND E.1/33 AND E.1/135
	E-USS only
	
	

	
	27.22.7.4: location status event, NG-RAN
	Rel-15
	1.3
	
	
	
	
	
	
	
	
	
	
	C231
	E.1/37 AND E.1/33
	NG-SS only
	
	

	
	27.22.4.27.8 Open Channel (related to NG-RAN)

	Rel-15
	8.1, 8.2, 8.3, 8.4
	
	
	
	
	
	
	
	
	
	
	Cxyz231
	E.1/89 AND E.1/281
	NG-SS only
	
	



	C190
	IF (A.1/139 OR A.1/140) THEN M ELSE N/A
	-- pc_eTDD OR pc_eFDD

	
	………
	

	C231
	IF A.1/186 THEN M ELSE N/A
	-- pc_NG_RAN

	Cxyz
	[bookmark: _GoBack]IF (A.1/187 AND A.1/188) THEN M ELSE N/A
	-- pc_NG_RAN AND pc_BIP_NG_RAN



*** End of changes ***

27.22.4.27.8	Open Channel (related to NG-RAN)
27.22.4.27.8.1	Definition and applicability
See clause 3.2.2.
27.22.4.27.8.2	Conformance requirements
The ME shall support the class "e" commands and NG-RAN as defined in:
-	TS 31.111[15] clause 5.2, clauses 6.4.27 and 6.6.27, clause 8.6, clause 8.7, clause 9.2, clause 8.2, clause 8.15, clause 8.52, clause 8.59, clause 8.61,
-  	TS 24.501 [40], clauses 6.2.2 and 6.2.3,
-  	TS 23.501 [41], clauses 5.15.5.2 and 5.15.5.3,
-  	TS 23.503 [42], clause 6.6.2,
-  	TS 24.526 [43], clause 4.1, 4.2.2, 5.2 and 5.15.5.3,
-  	TS 23.003 [44], clause 9A,

..

27.22.4.27.8.4.2	Procedure
Expected Sequence 8.1 (OPEN CHANNEL, immediate link establishment, NG-RAN, bearer type '03' – Default PDU Session)
