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Abstract of document:

The present document specifies the procedures for access traffic steering, switching and splitting (ATSSS) between the UE and the network across one 3GPP access network and one non-3GPP access network as specified in 3GPP TS 23.501, 3GPP 23.502, and 3GPP TS 23.316.

The ATSSS can be supported over the access network where an MA PDU session can be established. The type of access network includes NG-RAN and untrusted non-3GPP access network as specified in 3GPP TS 23.501, trusted non-3GPP access network, wireline access network and as specified in 3GPP TS 23.316. An MA PDU session established by the 5G-RG can also simultaneously use one 3GPP access network connected to EPC and one wireline access network connected to 5GCN as specified in 3GPP TS 23.316.
Changes since last presentation to TSG CT Meeting #86:

Following remaining work is done:
1) Performance measurement function protocol (PMFP) between the UE and the UPF is defined

2) 5G-RG interworking an MA PDU session between 5GCN/NG-RAN+5GCN/wireline-access and EPC/E-UTRAN+5GCN/wireline-access at inter-system change between N1 mode and S1 mode is specified.
Outstanding Issues:

Not applicable
Contentious Issues:

None
Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo
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