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	Reason for change:
	The attribute used for NF instance Id during NF load level information notification is misalignement between main body and OpenAPI file.
Proposal 1: change the nfInstanceID to nfInstanceId in the main body.
The attribute used to indicate the average NF load level information is misalignment between main body and the OpenAPI file.
Proposal 2: change the nfLoadLevel to nfLoadLevelAverage in the main body.
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	change the nfInstanceID to nfInstanceId and change the nfLoadLevel to nfLoadLevelAverage in the main body 
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc34266314][bookmark: _Toc36102485][bookmark: _Toc28012820][bookmark: _Toc34266290][bookmark: _Toc36102461][bookmark: _Toc28012812][bookmark: _Toc524420712][bookmark: _Toc524420423][bookmark: _Toc524420705]5.1.6.2.31	Type NfLoadLevelInformation
Table 5.1.6.2.31-1: Definition of type NfLoadLevelInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	nfType
	NFType
	M
	1
	Type of the NF instance
	

	nfInstanceIdD
	NfInstanceId
	M
	1
	Identification of the NF instance
	

	nfSetId
	NfSetId
	O
	0..1
	Identification of the NF instance set
	

	nfStatus
	NfStatus
	O
	0..1
	Availability status of the NF
	

	nfCpuUsage
	integer
	C
	0..1
	Average usage CPU (NOTE 1) (NOTE 2)
	

	nfMemoryUsage
	integer
	C
	0..1
	Average usage of memory (NOTE 1) (NOTE 2)
	

	nfStorageUsage
	integer
	C
	0..1
	Average usage of storage (NOTE 1) (NOTE 2)
	

	nfLoadLevelAverage
	integer
	C
	0..1
	Average load information (NOTE 1)  (NOTE 2)
	

	nfLoadLevelPeak
	integer
	O
	0..1
	Peak load information(NOTE 2)
	

	NOTE 1:	At least one value shall be provided.
NOTE 2:	The values are percentages which are provided as estimated over a given period.
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