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*** 1st Change ***

4.2.2.3
Nnef_EventExposure_Unsubscribe service operation

*** Next Change ***

4.2.2.3.1
General

This service operation is used by an NF service consumer to unsubscribe from event notifications.

The following procedure using the Nnef_EventExposure_Unsubscribe service operation is supported:

-
unsubscription from event notifications.

*** Next Change ***

4.2.2.4.2
Notification about subscribed events

Figure 4.2.2.4.2-1 illustrates the notification about subscribed events.
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Figure 4.2.2.4.2-1: Notification about subscribed events

If the AF observes application related event(s) for which an NF service consumer has subscribed to, the AF shall send an HTTP POST request as shown in step 1 of figure 4.2.2.4.2-1, with the "{notifUri}" as request URI with the value previously provided by the NF service consumer within the corresponding subscription, and the "NefEventExposureNotif" data structure.

The "NefEventExposureNotif" data structure shall include:

-
notification correlation ID provided by the NF service consumer during the subscription as "notifId" attribute; and

-
information about the observed event(s) within the "eventNotifs" attribute that shall contain for each observed event an "NefEventNotification" data structure that shall include:

-
the application related event as "event" attribute;
-
the time at which the event was observed encoded as "timeStamp" attribute;

-
if the "event" attribute is "SVC_EXPERIENCE", 

-
service experience information about the application involved in the reported event in the "svcExprcInfos" attribute;

-
if the "event" attribute is "UE_MOBILITY",


-
UE mobility information assoicated with the application as "ueMobilityInfos" attribute;

-
if the "event" attribute is "UE_COMM",


-
application communication information assoicated with the application as "ueCommInfos" attribute;

and

-
if the "event" attribute is "EXCEPTIONS",


-
exceptions information associated with a service flow as "excepInfos" attribute.

If the NF service consumer cannot successfully fulfil the received HTTP POST request due to the internal error or an error in the HTTP POST request, the NF service consumer shall send the HTTP error response as specified in clause 5.1.7.

Upon successful reception of the HTTP POST request with "{notifUri}" as request URI and a "NefEventExposureNotif" data structure as request body, the NF service consumer shall send a "204 No Content" HTTP response, as shown in step 2 of figure 4.2.2.4.2-1, for a successful processing.

*** End of Changes ***
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