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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28009803][bookmark: _Toc34061922][bookmark: _Toc36036678]8.1.2.2.3.1	GET
This operation retrieves a list of APIs currently registered in the CAPIF core function, satisfying a number of filter criteria.
Table 8.1.2.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	api-invoker-id
	string
	M
	1
	String identifying the API invoker assigned by the CAPIF core function. It also represents the CCF identifier in the CAPIF-6/6e reference point.
	

	api-name
	string
	O
	0..1
	API name, it is set as {apiName} part of the URI structure as defined in subclause 4.4 of 3GPP TS 29.501 [18].
	

	api-version
	string
	O
	0..1
	API major version in the URI (e.g. v1)
	

	comm-type
	CommunicationType
	O
	0..1
	[bookmark: _Hlk521310393]Communication type used by the API (e.g.REQUEST_RESPONSE).
	

	protocol
	Protocol
	O
	0..1
	Protocol used by the API.
	

	aef-id
	string
	O
	0..1
	AEF identifier.
	

	data-format
	DataFormat
	O
	0..1
	Data format used by the API (e.g. serialization protocol JSON used).
	

	supported-features
	SupportedFeatures
	O
	0..1
	To filter irrelevant responses related to unsupported features.
	

	api-supported-features
	SupportedFeatures
	C
	0..1
	Features supported by the discovered service API indicated by api-name parameter. This may only be present if api-name query parameter is present.
	ApiSupportedFeatureQuery



This method shall support the request data structures specified in table 8.1.2.2.3.1-2 and the response data structures and response codes specified in table 8.1.2.2.3.1-3.
Table 8.1.2.2.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 8.1.2.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	DiscoveredAPIs
	M
	1
	200 OK
	[bookmark: _Hlk521310582]The response body contains the result of the search over the list of registered APIs.

	ProblemDetails
	MO
	0..1
	414 URI Too Long
	Indicates that the server is refusing to service the request because the request-target is too long.




*** Next Change ***
[bookmark: _Toc28010029][bookmark: _Toc34062149][bookmark: _Toc36036907]8.8.2.2.3.1	GET
This method shall support the URI query parameters specified in table 8.8.2.2.3.1-1.
Table 8.8.2.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	aef-id
	string
	O
	0..1
	String identifying the API exposing function

	api-invoker-id
	string
	O
	0..1
	String identifying the API invoker which invoked the service API

	time-range-start
	DateTime
	O
	0..1
	Start time of the invocation time range

	time-range-end
	DateTime
	O
	0..1
	End time of the invocation time range

	apiid
	string
	O
	0..1
	String identifying the API invoked.

	api-name
	string
	O
	0..1
	API name, it is set as {apiName} part of the URI structure as defined in subclause 4.4 of 3GPP TS 29.501 [18].

	api-version
	string
	O
	0..1
	Version of the API which was invoked

	protocol
	Protocol
	O
	0..1
	Protocol invoked

	operation
	Operation
	O
	0..1
	Operation that was invoked on the API

	result
	string
	O
	0..1
	HTTP status code of the invocation

	resource-name
	string
	O
	0..1
	Name of the specific resource invoked

	src-interface
	InterfaceDescription
	O
	0..1
	Interface description of the API invoker.

	dest-interface
	InterfaceDescription
	O
	0..1
	Interface description of the API invoked.

	supported-features
	SupportedFeatures
	O
	0..1
	To filter irrelevant responses related to unsupported features.



This method shall support the request data structures specified in table 8.8.2.2.3.1-2 and the response data structures and response codes specified in table 8.8.2.2.3.1-3.
Table 8.8.2.2.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 8.8.2.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(InvocationLog)
	O
	1..N
	200 OK
	Result of the query operation along with fetched service API invocation log data.

	ProblemDetails
	MO
	0..1
	414 URI Too Long
	Indicates that the server is refusing to service the request because the request-target is too long.




*** End of Changes ***
