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	It has been agreed that the ProblemDetails payload in the HTTP error response should be optional.
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28013429][bookmark: _Toc34222342][bookmark: _Toc36040525]5.5.3.2	Operation Definition
This operation shall support the request data structures specified in table 5.5.3.2-1 and the response data structure and response codes specified in table 5.5.3.2-2.
Table 5.5.3.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	TerminationNotification
	M
	1
	Request to terminate the policy association.



Table 5.5.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The request for policy association termination was received.

	n/a
	
	
	307 temporary redirect
	The NF service consumer shall generate a Location header field containing a different URI pointing to another NF service consumer to which the notification should be send.

	ProblemDetails
	MO
	0..1
	404 Not Found
	The NF service consumer can use this response when the notification can be sent to another unknown host.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] also apply.
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*** End of Changes ***
