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Additional discussion(if needed):
Proposed changes:
[bookmark: _Toc34154184][bookmark: _Toc36041128][bookmark: _Toc36041441][bookmark: _Toc38997947][bookmark: _Toc28011553][bookmark: _Toc34210669][bookmark: _Toc36037694][bookmark: _Toc39063128][bookmark: _Toc28012793][bookmark: _Toc34266263][bookmark: _Toc36102434][bookmark: _Toc39737689][bookmark: _Toc28012892][bookmark: _Toc34251337][bookmark: _Toc36103033][bookmark: _Toc39741711][bookmark: _Toc28013496][bookmark: _Toc36040257]*** 1st Change ***
[bookmark: _Toc28013351][bookmark: _Toc36040107][bookmark: _Toc28013470][bookmark: _Toc36040230]5.4.1.1	Overview
[bookmark: _Hlk42527468]All resource URIs of this API should have the following root:
{apiRoot}/3gpp-traffic-influence/v1/
"apiRoot" is set as described in subclause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-traffic-influence" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.
This subclause describes the structure for the Resource URIs as shown in figure 5.4.1.1-1 and the resources and HTTP methods used for the TrafficInfluence API.


Figure 5.4.1.1-1: Resource URI structure of the TrafficInfluence API
Table 5.4.1.1-1 provides an overview of the resources and HTTP methods applicable for the TrafficInfluence API.
Table 5.4.1.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	Traffic Influence Subscription
	{apiRoot}/3gpp-traffic-Influence/v1/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF

	
	
	POST
	Create a new subscription to traffic influence

	Individual Traffic Influence Subscription
	{apiRoot}/3gpp-traffic-Influence/v1/{afId}/subscriptions/{subscriptionId}
	GET
	Read the subscription to the traffic influence

	
	
	PUT
	Modify all of the properties of an existing subscription to an traffic influence

	
	
	PATCH
	Modify part of the properties of an existing subscription to an traffic influence

	
	
	DELETE
	Delete the subscription to the traffic influence



*** 2nd Change ***
[bookmark: _Toc28013418][bookmark: _Toc36040174]5.6.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-analyticsexposure/v1/
"apiRoot" is set as described in subclause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-analyticsexposure" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.
This subclause describes the structure for the Resource URIs as shown in figure 5.6.1.1-1 and the resources and HTTP methods used for the AnalyticsExposure API.


Figure 5.6.1.1-1: Resource URI structure of the AnalyticsExposure API
Table 5.6.1.1-1 provides an overview of the resources and HTTP methods applicable for the AnalyticsExposure API.
Table 5.6.1.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	Analytics Exposure Subscriptions
	{apiRoot}/3gpp-analyticsexposure/v1/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF

	
	
	POST
	Create a new subscription to analytics exposure

	Individual Analytics Exposure Subscription
	{apiRoot}/3gpp-analyticsexposure/v1/{afId}/subscriptions /{subscriptionId}
	GET
	Read the subscription to the analytics exposure

	
	
	PUT
	Modify all of the properties of an existing subscription to an analytics exposure

	
	
	DELETE
	Delete the subscription to the analytics exposure



*** 3rd Change ***
5.7.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-5glan-pp/v1/
"apiRoot" is set as described in subclause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-5glan-pp" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.
This subclause describes the structure for the Resource URIs as shown in figure 5.7.1.1-1 and the resources and HTTP methods used for the 5GLANParameterProvision API.


Figure 5.7.1.1-1: Resource URI structure of the 5GLANParameterProvision API
Table 5.7.1.1-1 provides an overview of the resources and HTTP methods applicable for the 5GLANParameterProvision API.
Table 5.7.1.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	5GLAN Parameters Provision Subscriptions
	{apiRoot}/3gpp-5glan-pp/v1/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF

	
	
	POST
	Create a new subscription to provision parameters

	Individual 5GLAN Parameters Provision Subscription
	{apiRoot}/3gpp-5glan-pp/v1/{afId}/subscriptions/{subscriptionId}
	GET
	Read an existing subscription identified by {subscriptionId}

	
	
	PUT
	Modify all of the properties of an existing subscription identified by {subscriptionId}

	
	
	PATCH
	Modify some properties of an existing subscription identified by {subscriptionId}

	
	
	DELETE
	Delete the subscription identified by {subscriptionId}



*** 4th Change ***
[bookmark: _Toc28013503][bookmark: _Toc36040264]5.8.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-applying-bdt-policy/v1/
"apiRoot" is set as described in subclause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-applying-bdt-policy" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.
This subclause describes the structure for the Resource URIs as shown in figure 5.8.1.1-1 and the resources and HTTP methods used for the ApplyingBdtPolicy API.


Figure 5.8.1.1-1: Resource URI structure of the ApplyingBdtPolicy API
Table 5.8.1.1-1 provides an overview of the resources and HTTP methods applicable for the ApplyBdtPolicy API.
Table 5.8.1.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	Applied BDT Policy Subscription
	{apiRoot}/3gpp-applying-bdt-policy/v1/{afId}/subscriptions
	GET
	Read all applied BDT policy subscriptions for a given AF.

	
	
	POST
	Create a new applied policy subscription.

	Individual Applied BDT Policy Subscription
	{apiRoot}/3gpp-applying-bdt-policy /v1/{afId}/subscriptions/{subscriptionId}
	GET
	Read the applied BDT policy subscription.

	
	
	PATCH
	Modify BDT Reference ID of an existing subscription to a BDT policy.

	
	
	DELETE
	Delete the applied BDT policy subscription



*** 5th Change ***
[bookmark: _Toc28013533][bookmark: _Toc36040294]5.9.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-iptvconfiguration/v1/
"apiRoot" is set as described in subclause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-iptvconfiguration" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.
This subclause describes the structure for the Resource URIs as shown in figure 5.9.1.1-1 and the resources and HTTP methods used for the IPTVConfiguration API.

[bookmark: _Hlk40704237]
Figure 5.9.1.1-1: Resource URI structure of the IPTVConfiguration API
Table 5.9.1.1-1 provides an overview of the resources and HTTP methods applicable for the IPTVConfiguration API.
Table 5.9.1.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	IPTV Configurations
	{apiRoot}/3gpp-iptvconfiguration/v1/{afId}/configurations
	GET
	Read all configurations for a given AF

	
	
	POST
	Create a new IPTV configuration

	Individual IPTV Configuration
	{apiRoot}/3gpp-iptvconfiguration/v1/{afId}/configurations/{configurationId}
	GET
	Read an existing configuration identified by {configurationId}

	
	
	PUT
	Modify all of the properties of an existing configuration identified by {configurationId}

	
	
	PATCH
	Modify some of the properties of an existing configuration identified by {configurationId}

	
	
	DELETE
	Delete the configuration identified by {configurationId}



*** 6th Change ***
[bookmark: _Toc36040327]5.10.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-lpi-pp/v1/
"apiRoot" is set as described in subclause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-lpi-pp" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.
This subclause describes the structure for the Resource URIs as shown in figure 5.10.1.1-1 and the resources and HTTP methods used for the LpiParameterProvision API.


Figure 5.10.1.1-1: Resource URI structure of the LpiParameterProvision API
Table 5.10.1.1-1 provides an overview of the resources and HTTP methods applicable for the LpiParameterProvision API.
Table 5.10.1.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	LPI Parameters Provisionings 
	{apiRoot}/3gpp-lpi-pp/v1/{afId}/provisionedLpis
	GET
	Read all LPI Parameters Provisioningresources for a given AF

	
	
	POST
	Create a new Individual LPI Parameters Provisioning resource

	Individual LPI Parameters Provisioning
	{apiRoot}/3gpp-lpi-pp/v1/{afId}/provisionedLpis/{provisionedLpiId}
	GET
	Read an existing Individual LPI Parameters Provisioning resource identified by {provisionedLpiId}

	
	
	PUT
	Modify all of the properties of an existing Individual LPI Parameters Provisioning resource identified by {provisionedLpiId}

	
	
	DELETE
	Delete the existing Individual LPI Parameters Provisioning resource identified by {provisionedLpiId}



*** 7th Change ***
[bookmark: _Toc36040355]5.11.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-serviceparameter/v1/
"apiRoot" is set as described in subclause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-serviceparameter" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.
This subclause describes the structure for the Resource URIs as shown in figure 5.11.1.1-1 and the resources and HTTP methods used for the ServiceParameter API.


Figure 5.9.1.1-1: Resource URI structure of the ServiceParameter API
Table 5.11.1.1-1 provides an overview of the resources and HTTP methods applicable for the ServiceParameter API.
Table 5.9.1.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	Service Parameter Subscripions
	{apiRoot}/3gpp-serviceparameter/v1/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF.

	
	
	POST
	Create a new service parameter subscription.

	Individual Service Parameter Subscripion
	{apiRoot}/3gpp-serviceparameter/v1/{afId}/subscriptions/{subscriptionId}
	GET
	Read an existing subscription identified by {subscriptionId}

	
	
	PUT
	Modify all of the properties of an existing subscription. identified by {subscriptionId}

	
	
	PATCH
	Modify some of the properties of an existing subscription identified by {subscriptionId}

	
	
	DELETE
	Delete the subscription identified by {subscriptionId}



*** End of Changes ***
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