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*** 1st Change ***

5.6.3.6
Enumeration: PolicyControlRequestTrigger

Table 5.6.3.6-1: Enumeration PolicyControlRequestTrigger

	Enumeration value
	Description
	Applicability

	PLMN_CH
	PLMN Change.
	

	RES_MO_RE
	A request for resource modification has been received by the SMF. (NOTE)
	

	AC_TY_CH
	Access Type Change. It also indicates the addition or removal of Access Type for MA PDU session.
	

	UE_IP_CH
	UE IP address change. (NOTE)
	

	UE_MAC_CH
	A new UE MAC address is detected or a used UE MAC address is inactive for a specific period.
	

	AN_CH_COR
	Access Network Charging Correlation Information.
	

	US_RE
	The PDU Session or the Monitoring key specific resources consumed by a UE either reached the threshold or needs to be reported for other reasons.
	UMC

	APP_STA
	The start of application traffic has been detected.
	ADC

	APP_STO
	The stop of application traffic has been detected.
	ADC

	AN_INFO
	Access Network Information report.
	NetLoc

	CM_SES_FAIL
	Credit management session failure.
	

	PS_DA_OFF
	The SMF reports when the 3GPP PS Data Off status changes. (NOTE)
	3GPP-PS-Data-Off

	DEF_QOS_CH
	Default QoS Change. (NOTE)
	

	SE_AMBR_CH
	Session AMBR Change. (NOTE)
	

	QOS_NOTIF
	The SMF notify the PCF when receiving notification from RAN that QoS targets of the QoS Flow cannot be guaranteed or can be guaranteed.
	

	NO_CREDIT
	Out of credit.
	

	REALLO_OF_CREDIT
	Reallocation of credit
	ReallocationOfCredit

	PRA_CH
	Change of UE presence in Presence Reporting Area.
	PRA

	SAREA_CH
	Location Change with respect to the Serving Area.
	

	SCNN_CH
	Location Change with respect to the Serving CN node.
	

	RE_TIMEOUT
	Indicates the SMF generated the request because there has been a PCC revalidation timeout (i.e. Enforced PCC rule request defined in table 6.1.3.5.-1 of 3GPP TS 29.503 [6]).
	

	RES_RELEASE
	Indicates that the SMF can inform the PCF of the outcome of the release of resources for those rules that require so.
	RAN-NAS-Cause

	SUCC_RES_ALLO
	Indicates that the SMF shall inform the PCF of the successful resource allocation for those rules that requires so.
	

	RAT_TY_CH
	RAT type change.
	

	REF_QOS_IND_CH
	Reflective QoS indication Change.
	

	NUM_OF_PACKET_FILTER
	Indicates that the SMF shall report the number of supported packet filter for signalled QoS rules. (NOTE) Only applicable to the interworking scenario as defined in Annex B.
	

	UE_STATUS_RESUME
	Indicates that the UE’s status is resumed. Only applicable to the interworking scenario as defined in Annex B.
	PolicyUpdateWhenUESuspends

	UE_TZ_CH
	UE Time Zone Change.
	

	AUTH_PROF_CH
	Indicates that the DN-AAA authorization profile index has changed. (NOTE)
	DN-Authorization

	TSN_ETHER_PORT
	Manageable Ethernet port detected.
	TimeSensitiveNetworking

	TSN_CONTAINER
	Port management container detected.
	TimeSensitiveNetworking

	QOS_MONITORING
	Indicate that the SMF notifies the PCF of the QoS Monitoring information.
	QosMonitoring

	SCELL_CH
	Location Change with respect to the Serving Cell. Only applicable to the interworking scenario as defined in Annex B.
	

	EPS_FALLBACK
	EPS Fallback report is enabled in the SMF. Only applicable to the interworking scenario as defined is Annex B.
	EPSFallbackReport

	MA_PDU
	Indicates that the SMF notifies the PCF of the MA PDU session request. Only applicable to the interworking scenario as defined in Annex B. (NOTE)
	ATSSS

	5G_RG_JOIN
	The 5G-RG has joined to an IP Multicast Group.
	WWC

	5G_RG_LEAVE
	The 5G-RG has left an IP Multicast Group.
	WWC

	NOTE:
The SMF always reports to the PCF.


The PCF may provision the values of policy control request trigger which are not always reported by the SMF as defined in subclause 4.2.6.4.

When the SMF detects the corresponding policy control request trigger(s), the SMF shall report the detected trigger(s) to the PCF as defined in subclause 4.2.4.1 with the additional information for different independent policy control request triggers as follows:

If the "PLMN_CH" is provisioned, when the SMF detects a change of PLMN, the SMF shall include the "PLMN_CH" within the "repPolicyCtrlReqTriggers" attribute and the current identifier of the serving network within the "servingNetwork" attribute.

When the SMF receives the resource modification request from the UE, the SMF shall include the "RES_MO_RE" within the "repPolicyCtrlReqTriggers" attribute and the information for requesting the PCC rule as defined in subclause 4.2.4.17.

If the "AC_TY_CH" is provisioned, when the SMF detects a change of access type, the SMF shall include the "AC_TY_CH" within the "repPolicyCtrlReqTriggers" attribute and the current access type within the "accessType" attribute. The RAT type encoded in the "ratType" attribute shall also be provided when applicable to the specific access type. Specific attributes for the EPC interworking case are described in Annex B. If the ATSSS feature is supported, when the SMF detects an access is added or released for MA PDU session, the SMF shall include the added Access Type or released Access type encoded as "accessType" attribute within the AdditionalAccessInfo data structure. The RAT type encoded in the "ratType" attribute shall also be provided within the AdditionalAccessInfo data structure when applicable to the added access type or released access type.

When the SMF detects an IPv4 address and/or an IPv6 prefix is allocated or released, the SMF shall include the "UE_IP_CH" within the "repPolicyCtrlReqTriggers" attribute and new allocated UE Ipv4 address within the "ipv4Address" attribute and/or the UE Ipv6 prefix within the "ipv6AddressPrefix" attribute or the released UE Ipv4 address within the "relIpv4Address" attribute and/or the UE Ipv6 prefix within the "relIpv6AddressPrefix" attribute. If the "MultiIpv6AddrPrefix" feature is supported ,and if multiple allocated or released IPv6 prefixes are detected, the SMF shall include the new allocated UE Ipv6 prefixes within the "addIpv6AddrPrefixes" attribute and the released UE Ipv6 prefixes within the "addRelIpv6AddrPrefixes" attribute.

When the SMF detects a new UE MAC address or a used UE MAC address is not used any more, the SMF shall include the "UE_MAC_CH" within the "repPolicyCtrlReqTriggers" attribute and new detected UE MAC address within the "ueMac" attribute or the not used UE MAC address within the "relUeMac" attribute.

If the "AN_CH_COR" is provisioned, when the SMF is provisioned with the PCC rule as defined in subclause 4.2.6.5.1, the SMF shall notify the PCF of access network charging identifier associated with the PCC rules as defined in subclause 4.2.4.13.

If the "US_RE" is provisioned, when the SMF receives the usage report from the UPF, the SMF shall notify the PCF of the accumulated usage as defined in subclause 4.2.4.10. Applicable to functionality introduced with the UMC feature as described in subclause 5.8.

If the "APP_STA" is provisioned, when the SMF receives the application start report from the UPF, the SMF shall notify the PCF of the application start report as defined in subclause 4.2.4.6. Applicable to functionality introduced with the ADC feature as described in subclause 5.8.

If the "APP_STO" is provisioned, when the SMF receives the application stop report from the UPF, the SMF shall notify the PCF of the application stop report as defined in subclause 4.2.4.6. Applicable to functionality introduced with the ADC feature as described in subclause 5.8.

If the "AN_INFO" is provisioned, when the SMF receives the reported access network information from the access network, the SMF shall notify the PCF of the access network information as defined in subclause 4.2.4.9. Applicable to functionality introduced with the NetLoc feature as described in subclause 5.8.

If the "CM_SES_FAIL" is provisioned, when the SMF receives a detected transient/permanent failure from the CHF, the SMF shall include the "CM_SES_FAIL" within the "repPolicyCtrlReqTriggers" attribute. If the failure does not apply to all PCC Rules, the affected PCC Rules are indicated within the "ruleReports" attribute, with the "ruleStatus" attribute set to value ACTIVE and the "failureCode" attribute set to the corresponding value as reported by the CHF; otherwise if the failure applies to the session, the "creditManageStatus" shall be set to the corresponding value as reported by the CHF.

If the "PS_DA_OFF" is provisioned, when the SMF receives a change of 3GPP PS Data Off status from the UE, the SMF shall notify the PCF as defined in subclause 4.2.4.8. Applicable to functionality introduced with the 3GPP-PS-Data-Off feature as described in subclause 5.8.

When the SMF detects a change of subscribed default QoS, the SMF shall include the "DEF_QOS_CH" within the "repPolicyCtrlReqTriggers" attribute and the new subscribed default QoS within the "subsDefQos" attribute.

When the SMF detects a change of Session-AMBR, the SMF shall include the "SE_AMBR_CH" within the "repPolicyCtrlReqTriggers" attribute and the new Session-AMBR within the "subsSessAmbr" attribute.

If the "QOS_NOTIF" is provisioned, when the SMF receives a notification from access network that QoS targets of the QoS Flow cannot be guaranteed or can be guaranteed again, the SMF shall send the notification as defined in subclause 4.2.4.20.

If the "NO_CREDIT" is provisioned, when the SMF detects the credit for the PCC rule(s) is no longer available, the SMF shall include the "NO_CREDIT" within the "repPolicyCtrlReqTriggers" attribute, the termination action the SMF applies to the PCC rules as instructed by the CHF within the "finUnitAct" attribute and the affected PCC rules within the "ruleReports" attribute.

When the "ReallocationOfCredit" feature is supported, if the "REALLO_OF_CREDIT" is provisioned, when the SMF detects the credit for the PCC rule(s) is reallocated, the SMF shall include the "REALLO_OF_CREDIT" within the "repPolicyCtrlReqTriggers" attribute and include the affected PCC rules for which credit has been reallocated after credit was no longer available, the termination action which was applied and the "ruleStatus" attribute set to value ACTIVE within the "ruleReports" attribute.

If the "PRA_CH" is provisioned, the SMF is provisioned the presence reporting area information as defined in subclause 4.2.6.5.6. When the SMF receives the presence reporting area information from the serving node, the SMF shall notify the PCF of the reported presence area information as defined in subclause 4.2.4.16. Applicable to functionality introduced with the PRA feature as described in subclause 5.8.

If the "SAREA_CH" is provisioned, when the SMF detects a change of serving area (i.e. tracking area), the SMF shall include the "SAREA_CH" within the "repPolicyCtrlReqTriggers" attribute and the current TAI within the "userLocationInfo" attribute in either the "eutraLocation" or "nrLocation", as applicable. Non-3GPP access user location is reported in the "n3gaLocation" attribute when applicable. The attributes used in case of EPC interworking are described in Annex B.

If the "SCNN_CH" is provisioned, when the SMF detects a change of serving Network Function (i.e. the AMF, ePDG or S-GW), the SMF shall include the "SCNN_CH" within the "repPolicyCtrlReqTriggers" attribute and the current serving Network Function in the "servNfId" attribute if available. When the serving Network Function is an AMF, the SMF shall include the AMF Network Function Instance Identifier within the "servNfInstId" attribute and the Globally Unique AMF Identifier within the "guami" attribute. The attributes included in case of EPC interworking are described in Annex B.

NOTE:
In the home-routed roaming case, if the AMF change is unknown to the H-SMF, then the AMF change is not reported.

If the "RE_TIMEOUT" is provisioned, the SMF is provisioned the revalidation time by the PCF. The SMF shall request the policy before the indicated the revalidation time as defined in subclause 4.2.4.13.

If the "RES_RELEASE" is provisioned, when the SMF receives the request of PCC rule removal as defined in subclause 4.2.6.5.2, the SMF shall report the outcome of resource release as defined in subclause 4.2.4.12. Applicable to functionality introduced with the RAN-NAS-Cause feature as described in subclause 5.8.

When "SUCC_RES_ALLO" is provisioned and PCC rules are provisioned according to subclause 4.2.6.5.5, the SMF shall inform the PCF of the successful resource allocation as defined in subclause 4.2.4.14.

If the "RAT_TY_CH" is provisioned, when the SMF detects a change of the RAT type, the SMF shall include the "RAT_TY_CH" within the "repPolicyCtrlReqTriggers" attribute and the current RAT type within the "ratType" attribute. For MA PDU session, the SMF shall include the current RAT type at the SmPolicyUpdateContextData data type level or AdditionalAccessInfo data type level. If the RAT type is provided at the SmPolicyUpdateContextData data type level, the SMF shall also provide the associated access type within the SmPolicyUpdateContextData data structure.
If the "REF_QOS_IND_CH" is provisioned, when the SMF receives a change of reflective QoS indication from the UE, the SMF shall include the "REF_QOS_IND_CH" within the "repPolicyCtrlReqTriggers" attribute and the indication within the "refQosIndication" attribute.

When the SMF receives the number of supported packet filter for signalled QoS rules for the PDU session from the UE during the PDU Session Modification procedure after the first inter-system change from EPS to 5GS for a PDU Session established in EPS and transferred from EPS with N26 interface, the SMF shall include the "NUM_OF_PACKET_FILTER" within the "repPolicyCtrlReqTriggers" attribute and the number of supported packet filter for signalled QoS rules within the "numOfPackFilter" attribute. Only applicable to the interworking scenario as defined in Annex B.

If the "UE_STATUS_RESUME" is provisioned, when the SMF detected the UE’s status is resumed from suspend state, the SMF shall inform the PCF of the UE status including the "UE_STATUS_RESUME" within "repPolicyCtrlReqTriggers" attribute. The PCF shall after this update the SMF with PCC Rules or session rules if necessary. Applicable to functionality introduced with the PolicyUpdateWhenUESuspends feature as described in subclause 5.8.

If the "UE_TZ_CH" is provisioned, when the SMF detects a change of the UE Time Zone, the SMF shall include the "UE_TZ_CH" within the "repPolicyCtrlReqTriggers" attribute and the current UE Time Zone within the "ueTimeZone" attribute.

If the "DN-Authorization" feature is supported, when the SMF detects a change of DN-AAA authorization profile index, the SMF shall include the "AUTH_PROF_CH" within the "repPolicyCtrlReqTriggers" attribute and the new DN-AAA authorization profile index within the "authProfIndex" attribute.

If the "TimeSensitiveNetworking" feature is supported and "TSN_ETHER_PORT" is provisioned and when the SMF detects a manageable Ethernet port, the SMF shall include the "TSN_ETHER_PORT" within the "repPolicyCtrlReqTriggers" attribute and the affected TSN bridge information within the "tsnBridgeInfo" attribute.

If the "TimeSensitiveNetworking" feature is supported and "TSN_CONTAINER" is provisioned and when the SMF detects a Port Management Container, the SMF shall include the "TSN_CONTAINER" within the "repPolicyCtrlReqTriggers" attribute and the Port Management Container(s), which are available, within the "tsnPortManContDstt" and the "tsnPortManContNwtt" attributes.

If the "QOS_MONITORING" is provisioned, upon receiving the QoS Monitoring report from the UPF, the SMF shall send the QoS monitoring report to the PCF as defined in subclause 4.2.4.24.

If the "SCELL_CH" is provisioned, when the SMF detects a change of serving cell, the SMF shall include the "SCELL_CH" within the "repPolicyCtrlReqTriggers" attribute and the current cell Id within the "userLocationInfo" attribute in the "eutraLocation" attribute, as applicable. The attributes used in case of EPC interworking are described in Annex B.

If the "EPSFallbackReport" feature is supported and the "EPS_FALLBACK" is provisioned and there is a PCC rule installed that required the reporting, when the SMF receives a PDU session modification response indicating the rejection of the establishment of the QoS flow with 5QI=1, the SMF shall notify the PCF of EPS fallback as defined in subclause B.3.4.6.

When the SMF receives the MA PDU Request Indication or MA PDU Network-Upgrade Allowed Indication and ATSSS Capability from the UE during the PDU Session Modification procedure after the first inter-system change from EPS to 5GS for a PDU Session established in EPS and transferred from EPS with N26 interface, the SMF shall include the "MA_PDU" within the "repPolicyCtrlReqTriggers" attribute, the MA PDU session Indication in the "maPduInd" attribute, the ATSSS capability of the MA PDU session within the "atsssCapab" attribute. Only applicable to the interworking scenario as defined in Annex B.

If the "WWC" feature is supported and "5G_RG_JOIN" is provisioned and when the SMF detects a 5G-RG has joined to an IP Multicast Group, the SMF shall include the "5G_RG_JOIN" within the "repPolicyCtrlReqTriggers" attribute and the IP multicast addressing information within the "mulAddrInfos" attribute.

If the "WWC" feature is supported and "5G_RG_LEAVE" is provisioned and when the SMF detects a 5G-RG has left an IP Multicast Group, the SMF shall include the "5G_RG_LEAVE" within the "repPolicyCtrlReqTriggers" attribute and the IP multicast addressing information within the "mulAddrInfos" attribute.

*** 2nd Change ***

5.8
Feature negotiation

The optional features in table 5.8-1 are defined for the Npcf_SMPolicyControl API. They shall be negotiated using the extensibility mechanism defined in subclause 6.6 of 3GPP TS 29.500 [4].

Table 5.8-1: Supported Features

	Feature number
	Feature Name
	Description

	1
	TSC
	This feature indicates support for traffic steering control in the (S)Gi-LAN or routing of the user traffic to a local Data Network identified by the DNAI per AF request. If the SMF supports this feature, the PCF shall behave as described in subclause 4.2.6.2.20.

	2
	ResShare
	This feature indicates the support of service data flows that share resources. If the SMF supports this feature, the PCF shall behave as described in subclause 4.2.6.2.8.

	3
	3GPP-PS-Data-Off
	This feature indicates the support of 3GPP PS Data off status change reporting.

	4
	ADC
	This feature indicates the support of application detection and control.

	5
	UMC
	Indicates that the usage monitoring control is supported.

	6
	NetLoc
	This feature indicates the support of the Access Network Information Reporting for 5GS.

	7
	RAN-NAS-Cause
	This feature indicates the support for the detailed release cause code information from the access network.

	8
	ProvAFsignalFlow
	This feature indicates support for the feature of IMS Restoration as described in subclause 4.2.3.17. If SMF supports this feature the PCF may provision AF signalling IP flow information.

	9
	PCSCF-Restoration-Enhancement
	This feature indicates support of P-CSCF Restoration Enhancement. It is used for the SMF to indicate if it supports P-CSCF Restoration Enhancement.

	10
	PRA
	This feature indicates the support of presence reporting area change reporting.

	11
	RuleVersioning
	This feature indicates the support of PCC rule versioning as defined in subclause 4.2.6.7.

	12
	SponsoredConnectivity
	This feature indicates support for sponsored data connectivity feature. If the SMF supports this feature, the PCF may authorize sponsored data connectivity to the subscriber.

	13
	RAN-Support-Info
	This feature indicates the support of maximum packet loss rate value(s) for uplink and/or downlink voice service data flow(s).

	14
	PolicyUpdateWhenUESuspends
	This feature indicates the support of report when the UE is suspended and then resumed from suspend state. Only applicable to the interworking scenario as defined in Annex B.

	15
	AccessTypeCondition
	This feature indicates the support of access type conditioned authorized session AMBR as defined in subclause 4.2.6.3.2.4.

	16
	MultiIpv6AddrPrefix
	This feature indicates the support of multiple Ipv6 address prefixes reporting.

	17
	SessionRuleErrorHandling
	This feature indicates the support of session rule error handling.

	18
	DN-Authorization
	This feature indicates the support of DN-AAA authorization data for policy control.

	19
	ATSSS
	This feature indicates the support of the  access traffic switching, steering and splitting functionality as defined in subclauses 4.2.6.2.17 and 4.2.6.3.4.

	20
	PendingTransaction
	This feature indicates support for the race condition handling as defined in 3GPP TS 29.513 [7].

	21
	URLLC
	This feature indicates support of Ultra-Reliable Low-Latency Communication (URLLC) requirements, i.e. AF application relocation acknowledgement requirement and UE address(es) preservation. The TSC feature shall be supported in order to support this feature.

	22
	MacAddressRange
	Indicates the support of a set of MAC addresses with a specific range in the traffic filter.

	23
	WWC
	Indicates support of wireless and wireline convergence access as defined in annex C.

	24
	QosMonitoring
	Indicates support of QoS monitoring as defined in subclause 4.2.6.2.18.

	25
	AuthorizationWithRequiredQoS
	Indicates support of policy authorization for the AF session with required QoS as defined in subclause 4.2.3.22.

	26
	EnhancedBackgroundDataTransfer
	Indicates the support of applying the Background Data Transfer Policy to a future PDU session.

	27
	AF_Charging_Identifier
	Indicates the support of long character strings as charging identifiers.

	28
	PDUSessionRelCause
	Indicates the support of PDU session release cause.

	29
	SamePcf
	This feature indicates the support of same PCF selection for the parameter's combination.

	30
	ADCmultiRedirection
	This feature indicates support for multiple redirection information in application detection and control. It requires the support of ADC feature.

	31
	RespBasedSessionRel
	Indicates support of handling PDU session termination functionality as defined in subclause 4.2.4.22.

	32
	TimeSensitiveNetworking
	Indicates that the 5G System is integrated within the external network as a TSN bridge.

	33
	EMDBV
	This feature indicates the support of the ExtMaxDataBurstVol data type defined in 3GPP TS 29.571 [11]. The use of this data type is specified in subclause 4.2.2.1.

	34
	DNNSelectionMode
	This feature indicates the support of DNN selection mode.

	35
	EPSFallbackReport
	This feature indicates the support of the report of EPS Fallback as defined in subclauses B.3.3.2 and B.3.4.6.

	x
	ReallocationOfCredit
	This feature indicates the support of notifications of reallocation of credit.


*** End of Changes ***

