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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc20395914]4.2.4.2	Notification of PFD change




Figure 4.2.4.2-1: Notification of PFD change
1.	The PFDF shall send a POST request to the NF service consumer (i.e. SMF) using the notifyUri provided during creation of the subscription resource as specified in subclause 5.6.2.3. The payload body of the POST request shall contain theone or more PfdChangeNotification data structure(s).
2	If the notification is accepted, the NF service consumer shall reply with:
-	"204 No Content" indicating the successful provisioning of all PFDs; or
-	"200 OK" and the payload body of the response shall contain "PfdChangeReport" data structure with detailed information of failed application(s).
	Otherwise, one of the HTTP status code listed in table 5.5.2.3.1-3 shall be returned.
*** End of Changes ***

image1.emf
2a. 200 OK

2b. 204 No Content

1. POST{notifyUri}(PfdChangeNotification)

NF Service 

Consumer

PFDF


Microsoft_Visio_2003-2010___1.vsd
PFDF


2a. 200 OK
2b. 204 No Content


1. POST{notifyUri}(PfdChangeNotification)


NF Service Consumer



image2.emf
2a. 200 OK

2b. 204 No Content

1. POST{notifyUri}(array(PfdChangeNotification))

NF Service 

Consumer

PFDF


Microsoft_Visio_2003-2010___2.vsd
PFDF


2a. 200 OK
2b. 204 No Content


1. POST{notifyUri}(array(PfdChangeNotification))


NF Service Consumer



