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Proposed changes:
*** 1st Change ***

5.1.6.2.2
Type: NefEventExposureSubsc

Table 5.1.6.2.2-1: Definition of type NefEventExposureSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eventsSubs
	array(NefEventSubs)
	M
	1..N
	Subscribed events and the related event filters. 
	

	eventsRepInfo
	ReportingInformation
	C
	0..1
	Represents the reporting requirements of the subscription.

If omitted, the default values within the ReportingInformation data type apply.


	

	notifUri
	Uri
	M
	1
	Notification URI for event reporting.
	

	eventNotifs
	array(NefEventNotification)
	C
	1..N
	Represents the Events to be reported.

Shall only be present if the immediate reporting indication in the "immRep" attribute within the "eventsRepInfo" attribute sets to true in the event subscription, and the reports are available.
	

	notifId
	string
	M
	1
	Notification Correlation ID assigned by the NF service consumer.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	This IE represents a list of Supported features used as described in subclause 5.8. 

Shall be present in the HTTP POST request/response; or in the HTTP GET response if the "supp-feat" attribute query parameter is included in the HTTP GET request. (NOTE)
	

	NOTE:
In the HTTP POST request it represents the set of NF service consumer supported features. In the HTTP POST and GET responses it represents the set of features supported by both the NF service consumer and the NEF.


*** End of Changes ***

