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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
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Figure 4.2.2.4.2-1 shows a scenario where the NWDAF sends a request to the NF Service Consumer to notify for event notifications (see also 3GPP TS 23.288 [17]).
[image: ]
Figure 4.2.2.4.2-1: NWDAF notifies the subscribed event
The NWDAF shall invoke the Nnwdaf_EventsSubscription_Notify service operation to notify the subscribed event. The NWDAF shall sends an HTTP POST request with "{notificationURI}" received in the Nnwdaf_EventsSubscription_Subscribe service operation as Resource URI, as shown in figure 4.2.2.4.2-1, step 1. The NnwdafEventsSubscriptionNotification data structure provided in the request body that shall include:
-	a description of the notified event as "eventNotifications" attribute that for each event shall include:
a)	an event identifier as "event" attribute;
b)	identification(s) of network slice to which the notification applies as "snssais" attribute and load level information in the "loadLevelInformation" attribute when subscribed event is "SLICE_LOAD_LEVEL";
c)	service experience information as "svcExpsInfo" attribute when subscribed event is "SERVICE_EXPERIENCE"; 
d)	UE mobility information in the "ueMobs" attribute when subscribed event is "UE_MOBILITY"; 
e)	UE communication information in the "ueComms" attribute when subscribed event is "UE_COMM"; 
f)	Abnormal behaviour information in the "abnorBehavrs" attribute when subscribed event is "ABNORMAL_BEHAVIOUR";
g)	User data congestion information in the "userDataCongInfos" attribute when subscribed event is "USER_DATA_CONGESTION";
h)	QoS sustainability information in the "qosSustainInfos" attribute when subscribed event is "QOS_SUSTAINABILITY"; 
i)	NF load information in "nfLoadLevelInfos" attribute when subscribed event is "NF_LOAD";
j)		Network performance information in the "nwPerfs" attribute when subscribed event is "NETWORK_PERFORMANCE"; and
k)	Load level information for the network slice(s) and the optionally associated network slice instance(s) in "nsiLoadLevelInfos" attribute when subscribed event is "NSI_LOAD_LEVEL";
-	an event subscriptionId as "subscriptionId" attribute.
Upon the reception of an HTTP POST request with: "{notificationURI}" as Resource URI and NnwdafEventsSubscriptionNotification data structure as request body, the NF Service Consumer shall: 
-	store the notification.
If the HTTP request message from the NWDAF is accepted, the NF Service Consumer shall respond with "204 No Content".


*** End of Changes ***
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