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The structure of the Resource URIs of the Nausf_UEAuthentication service is shown in Figure 6.1.3.1-1





Figure 6.1.3.1-1: Resource URI structure of the AUSF API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	ue-authentications
(Collection)
	/ue-authentications
	POST
	Initiate the authentication process by providing inputs related to the UE

	
	/ue-authentications/deregister
	deregister
(POST)
	Clear the security context of the UE

	5g-aka-confirmation
(Document)
	/ue-authentications/{authCtxId}/5g-aka-confirmation

	PUT
	Put the UE response from the 5G-AKA process.

	
	
	DELETE
	DELETE the authentication result.

	eap-session
(Document)
	/ue-authentications/{authCtxId}/eap-session
	POST
	Post the EAP response from the UE.
See NOTE.

	
	
	DELETE
	DELETE the authentication result.

	rg-authentications
(Collection)
	/rg-authentications
	POST
	Initiate the authentication process by providing inputs related to the FN-RG

	NOTE:	This POST is used to provide EAP response to the AUSF in a sub-resource (Document) generated by the first POST operation. As this operation is not idempotent (it triggers subsequent EAP operations), a PUT was not adequate.
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