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* * * * Begin of Change * * * *
5.4.4.9	Type: NrLocation
Table 5.4.4.9-1: Definition of type NrLocation
	Attribute name
	Data type
	P
	Cardinality
	Description

	tai
	Tai
	M
	1
	Tracking Area Identity

	ncgi
	Ncgi
	M
	1
	NR Cell Identity

	ignoreNcgi
	boolean
	O
	0..1
	This flag when present shall indicate that the NEcgi shall be ignored.
When present, it shall be set as follows:
	- true: ncgi shall be ignored.
	- false (default): ncgi shall not be ignored.

	ageOfLocationInformation
	integer
	O
	0  1
	The value represents the elapsed time in minutes since the last network contact of the mobile station.
Value "0" indicates that the location information was obtained after a successful paging procedure for Active Location Retrieval when the UE is in idle mode or after a successful NG-RAN location reporting procedure with the gNB when the UE is in connected mode.
Any other value than "0" indicates that the location information is the last known one.
See 3GPP TS 29.002 [21] clause 17.7.8.

	ueLocationTimestamp
	DateTime
	O
	0..1
	The value represents the UTC time when the UeLocation information was acquired.

	geographicalInformation
	string
	O
	0..1
	Refer to geographical Information.
See 3GPP TS 23.032 [23] clause 7.3.2. Only the description of an ellipsoid point with uncertainty circle is allowed to be used.
Allowed characters are 0-9 and A-F;

	geodeticInformation
	string
	O
	0..1
	Refers to Calling Geodetic Location.
See ITU-T Recommendation Q.763 (1999) [24] clause 3.88.2. Only the description of an ellipsoid point with uncertainty circle is allowed to be used.
Allowed characters are 0-9 and A-F.

	globalGnbId
	GlobalRanNodeId
	O
	0..1
	It indicates the global identity of the gNodeB in which the UE is currently located.
See 3GPP TS 38.413 [11] clause 9.3.1.6.



* * * * End of Change * * * *
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