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*************************The start of changes*************************
[bookmark: _Toc45028978][bookmark: _Toc45028143][bookmark: _Toc36457249][bookmark: _Toc27585283]6.12.6.2.53	Type: SmfRegistrationInfo
Table 6.12.6.2.53-1: Definition of type SmfRegistrationInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	smfRegistrationList
	array(SmfRegistration)
	M
	1..N
	List of SmfRegistration.



*************************Next change*************************
[bookmark: _Toc45028753][bookmark: _Toc45027918][bookmark: _Toc36457034][bookmark: _Toc27585081]5.7.2.3.2	NIDD Authorization Data Update Notification
Figure 5.7.2.3.2-1 shows a scenario where the UDM notifies the NF service consumer (that has subscribed to receive such notification) about subscription data change (see also 3GPP TS 23.502 [3] figure 4.25.6-1 step 1 and 2). The request contains the callbackReference URI as previously received by the UDM during NIDD Authorization Data Retrieval.




Figure 5.7.2.3.2-1: Requesting a UE's NIDD Authorization Data
1.	The UDM sends a POST request to the callbackReference as provided by the NF service consumer during NIDD Authorization Data Retrieval.
2.	The NF service consumer responds with "204 No Content".
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

*************************Next change*************************
[bookmark: _Toc45028781][bookmark: _Toc45027946][bookmark: _Toc36457062][bookmark: _Toc27585106][bookmark: _Toc11338474]6.1.3.1	Overview




Figure 6.1.3.1-1: Resource URI structure of the nudm-sdm API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	Supi
(Document)
	/{supi}
	GET
	Retrieve UE's subscription data

	Nssai
(Document)
	/{supi}/nssai
	GET
	Retrieve the UE's subscribed Network Slice Selection Assistance Information

	UeContextInAmfData
(Document)
	/{supi}/ue-context-in-amf-data
	GET
	Retrieve the UE's Context in AMF Data

	AccessAndMobilitySubscriptionData
(Document)
	/{supi}/am-data
	GET
	Retrieve the UE's subscribed Access and Mobility Data

	
	/{supi}/am-data/update-sor
	update-sor
(POST)
	Trigger the update of Steering of Roaming Information at the UE

	SorAck
(Document)
	/{supi}/am-data/sor-ack
	PUT
	Providing acknowledgement of Steering of Roaming

	UpuAck
(Document)
	/{supi}/am-data/upu-ack
	PUT
	Providing acknowledgement of UE parameters update

	CagAck
(Document)
	/{supi}/am-data/cag-ack
	PUT
	Providing acknowledgement of UE CAG configuration update

	EnhancedCoverageRestrictionData
	/{supi}/am-data/ecr-data
	GET
	Retrieve the UE's subscribed Enhance Coverage Restriction Data

	SmfSelectionSubscriptionData
(Document)
	/{supi}/smf-select-data
	GET
	Retrieve the UE's subscribed SMF Selection Data

	UeContextInSmfData
(Document)
	/{supi}/ue-context-in-smf-data
	GET
	Retrieve the UE's Context in SMF Data

	SessionManagementSubscriptionData
(Document)
	/{supi}/sm-data
	GET
	Retrieve the UE's session management subscription data

	SMSSubscriptionData
(Document)
	/{supi}/sms-data
	GET
	Retrieve the UE's SMS subscription data

	SMSManagementSubscriptionData
(Document)
	/{supi}/sms-mng-data
	GET
	Retrieve the UE's SMS management subscription data

	LcsPrivacySubscriptionData
(Document)
	/{ueId}/lcs-privacy-data
	GET
	Retrieve the UE's LCS privacy subscription data

	LcsMobileOriginatedSubscriptionData
(Document)
	/{supi}/lcs-mo-data
	GET
	Retrieve the UE's LCS Mobile Originated subscription data

	LcsBroadcastAssistanceSubscriptionData
(Document)
	/{supi}/lcs-bca-data
	GET
	Retrieve the UE's LCS Broadcast Assistance subscription data

	V2xSubscriptionData
(Document)
	/{supi}/v2x-data
	GET
	Retrieve the UE's V2X subscription data

	SdmSubscriptions
(Collection)
	/{ueId}/sdm-subscriptions
	POST
	Create a subscription

	Individual subscription
(Document)
	/{ueId}/sdm-subscriptions/{subscriptionId}
	DELETE
	Delete the subscription identified by {subscriptionId}, i.e. unsubscribe

	
	
	PATCH
	Modify the sdm-subscription identified by {subscriptionId}

	IdTranslationResult
(Document)
	/{ueId}/id-translation-result
	GET
	Retrieve a UE's SUPI or GPSI

	UeContextInSmsfData
(Document)
	/{supi}/ue-context-in-smsf-data
	GET
	Retrieve the UE's Context in SMSF Data

	TraceData
(Document)
	/{supi}/trace-data
	GET
	Retrieve Trace Configuration Data

	SharedData
(Collection)
	/shared-data
	GET
	Retrieve shared data

	SharedDataSubscriptions
(Collection)
	/shared-data-subscriptions
	POST
	Create a subscription

	SharedDataIndividual subscription
(Document)
	/shared-data-subscriptions/{subscriptionId}
	DELETE
	Delete the subscription identified by {subscriptionId}, i.e. unsubscribe

	
	
	PATCH
	Modify the shared data subscription identified by {subscriptionId}

	GroupIdentifiers
(Document)
	/group-data/group-identifiers
	GET
	Retrieve group identifiers and the UE identifiers belong to the group identifiers.

	SnssaisAck
(Document)
	/{supi}/am-data/subscribed-snssais-ack
	PUT
	Providing acknowledgement of UE for subscribed S-NSSAIs



*************************Next change*************************
[bookmark: _Toc45029150][bookmark: _Toc45028315][bookmark: _Toc36457400][bookmark: _Toc27585398][bookmark: _Toc11338716]6.3.3.1	Overview
Figure 6.3.3.1-1 describes the resources supported by the Nudm_UEAU API.



Figure 6.3.3.1-1: Resource URI structure of the nudm_ueau API
Table 6.3.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.3.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	SecurityInformation
(Custom operation)
	/{supiOrSuci}/security-information/generate-auth-data
	generate-auth-data (POST)
	If the variable {supiOrSuci} takes the value of a SUCI, the UDM calculates the corresponding SUPI. The UDM calculates a fresh authentication vector based on the received information and the stored security information for the SUPI if 5G-AKA or EAP-AKA' is selected. Otherwise, UDM provides corresponding authentication information.

	SecurityInformationForRg
	/{supiOrSuci}/security-information-rg
	GET
	If the variable {supiOrSuci} takes the value of a SUCI, the UDM calculates the corresponding SUPI. The UDM decides, based on the received information and the stored authentication profile of the SUPI, that authentication by the home network is not required for the FN-RG.

	AuthEvents
(Collection)
	/{supi}/auth-events
	POST
	Create an Authentication Event

	Individual AuthEvent
(Document)
	/{supi}/auth-events/{authEventId}
	PUT
	Update an Authentication Event

	HssSecurityInformation
(Custom operation)
	/{supi}/hss-security-information/{hssAuthType}/generate-av
	generate-av (POST)
	The UDM generates the authentication vector(s)  of the requested type based on stored security information for the SUPI.



*************************Next change*************************
[bookmark: _Toc11338014][bookmark: _Toc27585619][bookmark: _Toc36457629][bookmark: _Toc45028547][bookmark: _Toc45029382]6.7.3.1	Overview




Figure 6.7.3.1-1: Resource URI structure of the nudm-mt API
Table 6.7.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.7.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	UeInfo
(Document)
	/{supi}
	GET
	Retrieve UE's TADS Info and/or User State

	LocationInfo
(Custom Operation)
	/{supi}/loc-info/provide-loc-info
	provide-loc-info
(POST)
	Request UE's location



*************************Next change*************************
[bookmark: _Toc36457085][bookmark: _Toc45027969][bookmark: _Toc45028804]6.1.3.5.4.1	Overview
Table 6.1.3.5.4.1-1: Custom operations
	Operation Name
	Custom operaration URI
	Mapped HTTP method
	Description

	update-sor
	/{supi}/am-data/update-sor
	POST
	Trigger the update of Steering of Roaming information at the UE

	
	
	
	



*************************Next change*************************
[bookmark: _Toc510696616][bookmark: _Toc36457304][bookmark: _Toc45028204][bookmark: _Toc45029039]6.2.3.2.4.1	Overview
Table 6.2.3.2.4.1-1: Custom operations
	Operation Name
	Custom operaration URI
	Mapped HTTP method
	Description

	dereg-amf
	/{ueId}/registrations/amf-3gpp-access/dereg-amf
	POST
	Trigger AMF deregistration due to mobility from 5GC to EPC

	pei-update
	/{ueId}/registrations/amf-3gpp-access/pei-update
	POST
	Updates PEI in the AMF 3GPP Registration context



*************************Next change*************************
[bookmark: _Toc27585641][bookmark: _Toc36457664][bookmark: _Toc45028583][bookmark: _Toc45029418]A.4	Nudm_UEAU API
openapi: 3.0.0
info:
  version: '1.1.0'
  title: 'NudmUEAUNudm_UEAU '
  description: |
    UDM UE Authentication Service.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.503 Unified Data Management Services, version 16.4.0
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.503/'
(… text not shown for clarity …)

*************************Next change*************************
[bookmark: _Toc27585645][bookmark: _Toc36457668][bookmark: _Toc45028587][bookmark: _Toc45029422]A.8	Nudm_MT API
openapi: 3.0.0
info:
  version: '1.0.0'
  title: 'NudmMTNudm_MT'
  description: |
    UDM MT Service.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.503 Unified Data Management Services, version 16.4.0
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.503/'
(… text not shown for clarity …)
*************************The end of changes*************************
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