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*************************The start of changes*************************
[bookmark: _Toc45028876][bookmark: _Toc45028041][bookmark: _Toc36457157][bookmark: _Toc27585196][bookmark: _Toc11338564]6.1.3.19.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{<apiVersion>}/{supi}/am-data/upu-ack
This resource shall support the resource URI variables defined in table 6.1.3.19.2-1.
Table 6.1.3.19.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	apiVersion
	string
	See clause 6.1.1

	supi
	Supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]



*************************Next change*************************
[bookmark: _Toc45028878][bookmark: _Toc45028043][bookmark: _Toc36457159][bookmark: _Toc27585198][bookmark: _Toc11338566]6.1.3.19.3.1	PUT
This method shall support the URI query parameters specified in table 6.1.3.19.3.1-1.
Table 6.1.3.19.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.19.3.1-2 and the response data structures and response codes specified in table 6.1.3.19.3.1-3.
Table 6.1.3.19.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AcknowledgeInfo
	M
	1
	Contains the UPU-MAC-Iue received from the UE and the provisioning time stamp as received within UpuInfo.



Table 6.1.3.19.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful receiving the UpuXmacIue in the Request.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 6.1.7-1 are supported.The manadatory HTTP error status code for the PUT method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



*************************Next change*************************
[bookmark: _Toc11338611][bookmark: _Toc27585263][bookmark: _Toc36457229][bookmark: _Toc45028123][bookmark: _Toc45028958]6.1.6.2.33	Type: UpuInfo
Table 6.1.6.2.33-1: Definition of type UpuInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	upuDataList
	array(UpuData)
	M
	1..N
	This information defines the UE Parameters Update (UPU). 
A secured packetd with the Routing indicator update data is included and/or the Default configured NSSAI update data are included on Nudm. 
An unsecured Routing indicator update data or secured packet with the Routing indicator update data, and/or the Default configured NSSAI update data are included on Nudr.

	upuRegInd
	UpuRegInd
	M
	1
	Contains the indication of whether the re-registration is requested.

	upuAckInd
	UpuAckInd
	M
	1
	Contains the indication of whether the acknowledgement from UE is needed.

	upuMacIausf
	UpuMac
	C
	0..1
	Contains the UPU-MAC-IAUSF. Shall be present when UpuInfo is sent within AccessAndMobilitySubscriptionData on Nudm, and shall be absent when sent on Nudr.

	counterUpu
	CounterUpu
	C
	0..1

	Contains the CounterUPU. Shall be present when UpuInfo is sent within AccessAndMobilitySubscriptionData on Nudm, and shall be absent when sent on Nudr.

	provisioningTime
	DateTime
	M
	1
	Point in time of provisioning of UPU by the UDR.



*************************The end of changes*************************
