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	Reason for change:
	The service operation N2InfoNotify is used for Location Services procedures, the AMF shall retrieve the N2 notification URI from NRF if the corresponding N2 notification URI is not available (see clause 5.2.2.3.6.3).

There is same situation when NonUeN2InfoNotify is used for Location Services procedures (see clause 5.2.2.4.4.2).

If notification URI is retrieved from NRF, there won't be a n2NotifySubscriptionId assigned by AMF, but attribute n2NotifySubscriptionId in N2InformationNotification is mandatory, one solution to solve this issue is to set n2NotifySubscriptionId a constant string when notification URI is retrieved from NRF.

	
	

	Summary of change:
	Add a text in N2InformationNotification to describe that value of n2NotifySubscriptionId will be set "implicit" when the notification is due to an implicit subscription via NRF.
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************************* The start of changes *************************
[bookmark: _Toc45030544][bookmark: _Toc43207797][bookmark: _Toc34124673][bookmark: _Toc25156371]6.1.6.2.14	Type: N2InformationNotification
Table 6.1.6.2.14-1: Definition of type N2InformationNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	n2NotifySubscriptionId
	string
	M
	1
	Represents the subscription Id for which the notification is generated. The NF Service Consumer uses this to co-relate the notification against a corresponding subscription. If the notification is due to an implicit subscription via NRF, then the value shall be set as "implicit".
During the AMF planned removal procedure with UDSF deployed procedure, this IE shall be set to "" (empty string) and be ignored by the NF Service Consumer.
	

	n2InfoContainer
	N2InfoContainer
	C
	0..1
	This IE shall be present, except during Inter NG-RAN node N2 based handover procedure (see clause 5.2.2.3.6.2).

When present, this IE shall contain the N2 information related to the corresponding N2 information class.
	

	toReleaseSessionList
	array(PduSessionId)
	C
	1..N
	This IE shall be present during N2 based handover procedure, if there are any PDU session(s) associated with Network Slice(s) which become no longer available.

When present, this IE shall include all the PDU session(s) associated with no longer available S-NSSAI(s).
	

	lcsCorrelationId
	CorrelationID
	C
	0..1
	This IE shall be present, if an LCS correlation identifier is received in corresponding N1/N2 Message Transfer service operation.

When present, this IE shall carry the LCS correlation identifier.
	

	notifyReason
	N2InfoNotifyReason
	C
	0..1
	This IE shall be present, if "n2InfoContainer" attribute is not present; this IE may be present otherwise.

When present, this IE indicates the reason for the N2 information notification.
	

	smfChangeInfoList
	array(SmfChangeInfo)
	C
	1..N
	This IE shall be present during N2 based handover procedure, if there is I-SMF or V-SMF change or removal for the related PDU session(s).

When present, this IE shall indicate the I-SMF/V-SMF situation after successful HO complete.
	DTSSA

	ranNodeId
	GlobalRanNodeId
	C
	0..1
	This IE shall be present during the AMF planned removal procedure with UDSF deployed procedure.
When present, it shall contain the Global RAN Node ID. The IE shall contain either the gNB ID or the NG-eNB ID.
	

	initialAmfName
	AmfName
	C
	0..1
	This IE shall be present during the AMF planned removal procedure with UDSF deployed procedure.
When present, it shall contain the AMF Name of the initial AMF.
	

	anN2IPv4Addr
	Ipv4Addr
	C
	0..1
	This IE shall be present during the AMF planned removal procedure with UDSF deployed procedure, if the Access Network N2 interface is using IPv4 address.
	

	anN2IPv6Addr
	Ipv6Addr
	C
	0..1
	This IE shall be present during the AMF planned removal procedure with UDSF deployed procedure, if the Access Network N2 interface is using IPv6 address.
	

	guami
	Guami
	C
	0..1
	This IE shall be present during Location Services procedures (see clause 5.2.2.3.6.3) and it may be present otherwise.

When present, it shall contain the GUAMI serving the UE.
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