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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.386
	28
	-
	Rel-16
	Minor correction on V2X over NR-PC5 in EPC
	F
	16.0.0
	C1-125e
	C1-204915
	LG Electronics
	eV2XARC
	1, 2
	 

	24.587
	70
	1
	Rel-16
	Add a new trigger to link establishment due to V2X service with a conflicting security policy
	F
	16.1.1
	C1-125e
	C1-205234
	OPPO
	eV2XARC
	6.1.2.2.2
	 

	24.587
	72
	1
	Rel-16
	Remove repeated communication mode in 6.1.1
	F
	16.1.1
	C1-125e
	C1-205404
	OPPO
	eV2XARC
	6.1.1
	 

	24.587
	73
	2
	Rel-16
	UE in limited service state for unicast
	F
	16.1.1
	C1-125e
	C1-205402
	OPPO, Ericsson
	eV2XARC
	6.1.2.2.2, 6.1.3.2.1.1
	 

	24.587
	74
	-
	Rel-16
	Add the missing abbreviation
	D
	16.1.1
	C1-125e
	C1-204573
	OPPO
	eV2XARC
	3.2
	 

	24.587
	75
	-
	Rel-16
	UE PC5 unicast signalling security policy
	F
	16.1.1
	C1-125e
	C1-204597
	Ericsson
	eV2XARC
	7.3.13.1
	 

	24.587
	76
	-
	Rel-16
	Knpr ID and Knpr-sess ID
	F
	16.1.1
	C1-125e
	C1-204598
	Ericsson
	eV2XARC
	6.1.2.4.3, 6.1.2.4.4, 6.1.2.7.3, 6.1.2.7.5, 8.4.9
	 

	24.587
	77
	1
	Rel-16
	Privacy timer of Layer-2 ID for groupcast and broadcast
	F
	16.1.1
	C1-125e
	C1-205450
	ASUSTeK
	eV2XARC
	6.1.3.2.4
	 

	24.587
	78
	-
	Rel-16
	Correction of QoS flow descriptions IE
	F
	16.1.1
	C1-125e
	C1-204739
	InterDigital
	eV2XARC
	7.3.2; 7.3.4; 8.4.5
	 

	24.587
	79
	2
	Rel-16
	Addition of "Privacy timer"
	F
	16.1.1
	C1-125e
	C1-205446
	InterDigital, Qualcomm Incorporated
	eV2XARC
	6.1.2.2.3; 6.1.2.2.4; 6.1.2.4.2; 6.1.2.4.3; 6.1.2.5.2; 6.1.2.5.3; 6.1.2.5.4; 6.1.2.5.5; 10.3
	 

	24.587
	80
	2
	Rel-16
	Corrections to the Link Identifier Update procedure and messages
	F
	16.1.1
	C1-125e
	C1-205268
	InterDigital, Huawei, HiSilicon
	eV2XARC
	6.1.2.5.2; 6.1.2.5.3; 6.1.2.5.4; 7.3.19; 7.3.20
	 

	24.587
	81
	1
	Rel-16
	Handling of T5003
	F
	16.1.1
	C1-125e
	C1-205274
	vivo
	eV2XARC
	6.1.2.8.2
	 

	24.587
	82
	-
	Rel-16
	Correction to the normal stop of T5009
	D
	16.1.1
	C1-125e
	C1-204757
	vivo
	eV2XARC
	10.3
	 

	24.587
	84
	-
	Rel-16
	Privacy timer for groupcast
	F
	16.1.1
	C1-125e
	C1-204759
	vivo
	eV2XARC
	6.1.4.2.3, 10.x(new)
	 

	24.587
	85
	1
	Rel-16
	Reflect the V2X service id in the accept message
	F
	16.1.1
	C1-125e
	C1-205275
	vivo
	eV2XARC
	6.1.2.2.3, 6.1.2.3.3
	 

	24.587
	86
	1
	Rel-16
	Updates to the handling of broadcast
	F
	16.1.1
	C1-125e
	C1-205276
	vivo
	eV2XARC
	6.1.3.2.4
	 

	24.587
	87
	1
	Rel-16
	Updates to the link release
	F
	16.1.1
	C1-125e
	C1-205326
	vivo
	eV2XARC
	6.1.2.4.2, 6.1.3.2.4, 10.3
	 

	24.587
	88
	-
	Rel-16
	Correction to PC5 unicast link security mode control procedure
	F
	16.1.1
	C1-125e
	C1-204804
	InterDigital
	eV2XARC
	6.1.2.7.3
	 

	24.587
	89
	1
	Rel-16
	Clarification on integrity protection and ciphering of PC5 signalling and user plane
	F
	16.1.1
	C1-125e
	C1-205368
	Huawei, Hisilicon
	eV2XARC
	6.1.2.7.1, 6.1.2.7.2, 6.1.2.7.3, 6.1.2.7.4, 6.1.2.11.1, 6.1.2.11.3
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