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* * * First Change * * * *
[bookmark: _Toc34303571][bookmark: _Toc34403853][bookmark: _Toc45281875]6.2.2.2.2	Location reporting
In order to report the location information, the SLM-C shall send an HTTP POST request message according to procedures specified in IETF RFC 2616 [7]. In the HTTP POST request message, the SLM-C:
a)	shall set the Request-URI to the URI included in the received HTTP response message for location report configuration;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.seal-location-info+xml";
c)	shall include an application/vnd.3gpp.seal-location-info+xml MIME body and in the <location-info> root element:
1)	shall include an <identity> element with a <VAL-user-id> child element set to the identity of the VAL user for location report; and
2)	shall include a <report> element and, if the report was triggered by a location request, include the <report-id> attribute set to the value of the <request-id> attribute in the received request. The <report> element:
i)	shall include a <trigger-id> child element set to the value of each <trigger-id> value of the triggers that have been met; and
ii)	shall include the location reporting elements corresponding to the triggers that have been met;
d)	shall set the minimum-report-interval timer to the minimum-report-interval time and start this timer; and
e)	shall reset all the trigger criteria for location reporting.
* * * Next Change * * * *
[bookmark: _Toc34303579][bookmark: _Toc34403861][bookmark: _Toc45281883][bookmark: _Toc45281908]6.2.4.1	Client procedure
Upon receiving a request from a VAL user to obtain the location information of another VAL user, the SLM-C shall send an HTTP POST request according to procedures specified in IETF RFC 2616 [7]. In the HTTP POST request, the SLM-C:
a)	shall set the Request-URI to the URI included in the received HTTP response message for location report configuration;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.seal-location-info+xml"; and
c)	shall include an application/vnd.3gpp.seal-location-info+xml MIME body and in the <location-info> root element:
1)	shall include an <identity> element with a <VAL-user-id> child element set to the identity of the VAL user which requests the location report;
2)	shall include a <requested-identity> element with a <VAL-user-id> child element set to the identity of the VAL user for which a location report is requested. The VAL user should belong to the same VAL service as the identity of the VAL user which requests the location report; and
3)	a <report-request> element which shall include at least one of the followings:
i)	an <immediate-report-indicator> child element to indicate that an immediate location report is required;
ii)	the location reporting elements which are requested;
iii)	a <triggering-criteria> child element which indicate a specified location trigger criteria to send the location report; and
iv)	a <minimum-interval-length>child element specifying the minimum time between consecutive reports. The value is given in seconds.;
* * * Next Change * * * *
6.2.6.1.1.1	Create subscription
In order to subscribe location information of one or more VAL users or VAL UEs, if VAL server supports SIP,  the VAL server shall generate an initial SIP MESSAGE request according to 3GPP TS 24.229 [5] and IETF RFC 3428 [14].  In the SIP MESSAGE request, the VAL server:
a)	shall set the Request-URI to the public service identity identifying the originating SLM-S serving the VAL server;
b)	shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.seal" (coded as specified in 3GPP TS 24.229 [5]), in a P-Preferred-Service header field according to IETF RFC 6050 [10];
c)	shall include an application/vnd.3gpp.seal-location-info+xml MIME body and in the <location-info> root element;
1)	shall include an <identity> element with a <VAL-user-id> child element set to the identity of the VAL server which requests the location information subscription;
2)	shall include a <subscription> element which shall include:
i)	an <identities-list> element with one or more  <VAL-user-id> child elements set to the identities of the VAL users whose location information is requested;
ii)	an <time-interval-length> element specifying the time between consecutive reports. The value is given in seonds; and
iii) an <expiry-time> element specifying the time when the VAL server wants to receive the current status and later notification; and
d)	shall send the SIP MESSAGE request towards the SLM-S according to 3GPP TS 24.229 [5].
Upon receiving a SIP MESSAGE with an application/vnd.3gpp.seal-location-info+xml MIME body, the VAL server:
a)	shall store the Subcription expiry value set in <expiry-time> element; and
b)	may start subscription refresh timer and set expiry time for the subscription refresh timer to the 2/3 of Subcription expiry value.
NOTE:	It is upto implementation to refressh subscribe upon expiry of subscription refresh timer.
* * * Next Change * * * *
7.3	Structure
The location management document shall conform to the XML schema described in clause 7.4.
The <location-info> element shall be the root element of the SEALLocationManagement document.
The <location-info> element shall include at least one of the following:
a)	an <identity> element;
b)	a <subscription> element;
c)	a <notification> element;
d)	a <report> element;
e)	a <configuration> element;
f)	a <request> element;
g)	a <requested-identity> element;
h)	a <report-request> element;
i)	a <location-based-query> element; or
j)	a <location-based-queryresponse> element.
The <identity> element shall include one of the following:
a)	a <VAL-user-id> element may include a <VAL-client-id> element; or
b)	a <VAL-group-id> element.
The <subscription> element shall include:
a)	an <identities-list> element which shall include:
1)	one or more <VAL-user-id> elements; and
b)	a <time-interval-length> element;
c)	a <subscription-identifier> element;
d)	an <expiry-time> element;
The <notification> element shall include:
a)	an <identities-list> element which shall include:
1)	one or more <VAL-user-id> elements;
b)	a <trigger-id> element; and
c)	a <reports> element containing one or more <loc-info-report> elements. The <loc-info-report> element shall include:
1)	a <VAL-user-id> element;
2)	a <latest-location> element, which shall include at least one of the following sub-elements:
i)	a <latest-serving-NCGI> element;
ii)	a <neighbouring-NCGI> element;
iii)	an <mbms-service-area-id> element;
iv)	an <mbsfn-area> element; or
v)	a <latest-coordinate> element;
The <report> element shall contain a <report-id> attribute. The <report> shall include:
a)	a <trigger-id> element; and
b)	a <current-location> element which shall include at least one of the following:
1)	a <current-serving-NCGI> element;
2)	a <neighbouring-NCGI> element;
3)	a <mbms-service-area-id> element; or
4)	a <current-coordinate> element.
The <configuration> element includes:
a)	a <location-information> element including:
1)	a <current-serving-NCGI> element;
2)	a <neighbouring-NCGI> element;
3)	an <mbms-service-area-id> element;
4)	an <mbsfn-area-id> element; or
5)	a <current-geographical-coordinate> element;
b)	a <triggering-criteria> element shall include at least one of the following sub-elements:
1)	a <cell-change> element shall include one of the following sub-elements:
i)	an <any-cell-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-cell> element shall include a <trigger-id> element; and
iii)	an <exit-specific-cell> element include a <trigger-id> element;
2)	a <tracking-area-change> element shall include one of the following sub-elements:
i)	an <any-tracking-area-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-tracking-area> element shall include a <trigger-id> element; and
iii)	an <exit-specific-tracking-area> element shall include a <trigger-id> element;
3)	a <plmn-change> element shall include one of the following sub-elements:
i)	an <any-plmn-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-plmn>element shall include a <trigger-id> element; and
iii)	an <exit-specific-plmn> element shall include a <trigger-id> element;
4)	an <mbms-sa-change> element shall include one of the following sub-elements:
i)	an <any-mbms-sa-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-mbms-sa> element shall include a <trigger-id> element; and
iii)	an <exit-specific-mbms-sa> element shall include a <trigger-id> element;
5)	an <mbsfn-area-change> element shall include one of the following sub-elements:
i)	an <any-mbsfn-area-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-mbsfn-area> element shall include a <trigger-id> element; and
iii)	an <exit-specific-mbsfn-area> element shall include a <trigger-id> element;
6)	a <periodic-report> element shall include a <trigger-id> element;
7)	a <travelled-distance> element shall include a <trigger-id> element;
8)	a <vertical-application-event> element shall include one of the following sub-elements:
i)	an <initial-log-on> element shall include a <trigger-id> element;
ii)	a <location-configuration-received> element shall include a <trigger-id> element; and
iii)	an <any-other-event>, an optional element specifying that any other application signalling event than initial-log-on and location-configuration-received triggers a request for a location report. This element contains a mandatory <trigger-id> attribute that shall be set to a unique string;
9)	a <geographical-area-change> element shall include one of the following sub-elements:
i)	an <any-area-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-area> element shall include the following sub-element:
A)	a <geographical-area> element shall include the following two sub-elements:
I)	a <polygon-area> element shall include a <trigger-id> element; and
II)	an <ellipsoid-arc-area> element shall include a <trigger-id> element;
iii)	an <exit-specific-area-type> element shall include a <trigger-id> element;
c)	a <minimum-interval-length> element;
The <request> shall contain a <request-id> attribute.
The <requested-identity> element shall include one of the following sub-elements:
a)	a <VAL-user-id> element may include a <VAL-client-id> element; or
b)	a <VAL-group-id> element.
The <report-request> element shall include at leat one of the following sub-elements:
a)	an <immediate-report-indicator > element; and
b)	a <current-location> element which shall include at least one of the following sub-elements:
1)	a <current-serving-NCGI> element;
2)	a <neighbouring-NCGI> element;
3)	an <mbms-service-area-id> element; or
4)	a <current-coordinate> element;
c)	a <triggering-criteria> element shall include at least one of the following sub-elements:
1)	a <cell-change> element shall include one of the following sub-elements:
i)	an <any-cell-change> element shall include a <trigger-id> element;
ii)	a <enter-specific-cell> element shall include a <trigger-id> element; and
iii)	an <exit-specific-cell> element include a <trigger-id> element;
2)	a <tracking-area-change> element shall include one of the following sub-elements:
i)	an <any-tracking-area-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-tracking-area> element shall include a <trigger-id> element; and
iii)	an <exit-specific-trackin-area> element shall include a <trigger-id> element;
3)	a <plmn-change> element shall include one of the following sub-elements:
i)	an <any-plmn-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-plmn>element shall include a <trigger-id> element; and
iii)	an <exit-specific-plmn> element shall include a <trigger-id> element;
4)	an <mbms-sa-change> element shall include one of the following sub-elements:
i)	an <any-mbms-sa-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-mbms-sa> element shall include a <trigger-id> element; and
iii)	an <exit-specific-mbms-sa> element shall include a <trigger-id> element;
5)	an <mbsfn-area-change> element shall include one of the following sub-elements:
i)	an <any-mbsfn-areaChange> element shall include a <trigger-id> element;
ii)	an <enter-specific-mbsfn-area> element shall include a <trigger-id> element; and
iii)	an <exit-specific-mbsfn-area> element shall include a <trigger-id> element;
6)	a <periodic-report> element shall include a <trigger-id> element;
7)	a <travelled-distance> element shall include a <trigger-id> element;
8)	a <vertical-application-event> element shall include one of the following sub-elements:
i)	an <initial-log-on> element shall include a <trigger-id> element;
ii)	a <location-configuration-received> element shall include a <trigger-id> element; and
iii)	an <any-other-event>, an optional element specifying that any other application signalling event than initial-log-on and location-configuration-received triggers a request for a location report. This element contains a mandatory <trigger-id> attribute that shall be set to a unique string;
9)	a <geographical-area-change> element shall include one of the following sub-elements:
i)	an <any-area-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-area> element shall include the following sub-element:
A)	a <geographical-area> element shall include the following two sub-elements:
I)	a <polygon-area> element shall include a <trigger-id> element; and
II)	an <ellipsoid-arc-area> element shall include a <trigger-id> element;
iii)	an <exit-specific-area-type> element shall include a <trigger-id> element.
The <location-based-query> element shall include at least one of the following:
a)	a <polygon-area> element; or
b)	an <ellipsoid-arc-area> element.
The <location-based-response> element may include:
a)	an <identities-list> element which shall include:
1)	one or more <VAL-user-id> elements;
* * * End of Change * * * *


