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*** First change ***
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Upon entering a new geographical area if the V2X UE has been provisioned with geographical identifier groups (see clause 7) and the V2X UE has subscribed to a certain geographical area identifier group in order to receive V2X messages from the V2X AS for this area, the VAE-C shall send an HTTP POST request according to procedures specified in IETF RFC 2616 [19]. In the HTTP POST request, the VAE-C:
a)	shall set the Request-URI to the URI included in the received HTTP response message for V2X UE registration procedure (see clause 6.2);
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body and in the <location-tracking-info> root element:
1)	shall include a <identity> element with a <V2X-UE-id> child element set to the identity of the UE which requests the registration;
2)	shall include a <geographical-identifier> element with a <geo-id> child element set to the identity of the geographical area to be subscribed, i.e. the new geographical area where the UE entered; and
3)	shall include an <operation> element set to "subscribe".
Upon a successful subscription to a geographical area, the VAE-C shall send an HTTP POST request according to procedures specified in IETF RFC 2616 [19]. In the HTTP POST request, the VAE-C:
a)	shall set the Request-URI to the URI included in the received HTTP response message for the successful subscription of the geographical area;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body and in the <location-tracking-info> root element:
1)	shall include a <identity> element with a <V2X-UE-id> child element set to the identity of the UE which requests the registration;
2)	shall include a <geographical-identifier> element with a <geo-id> child element set to the identity of the geographical area to be unsubscribed, i.e. the old geographical area where the UE exited; and
[bookmark: _Toc34309563]3)	shall include an <operation> element set to "unsubscribe".
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6.4.2	Server procedure
Upon reception of an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
b)	an application/vnd.3gpp.vae-info+xml MIME body with a <location-tracking-info> root element with an <identity> element and an <operation> element set to "subscribe", the VAE-S:
1)	shall store the received geographical area information and associate this area with the UE identity provided in the <identity> element; and
2)	shall reply with a HTTP response with a <result> element of the <location-tracking-info> element set to a value "success" or "fail" and the <operation> element set to "subscribe".
Upon reception of an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
b)	an application/vnd.3gpp.VAE-registration-+xml MIME body with a <location-tracking-info> root element with an <identity> element and an <operation> element set to "unsubscribe", the VAE-S:
1)	shall remove the received geographical area information associated with the UE identity provided in the <identity> element; and
2)	shall reply with a HTTP response with a <result> element of the <location-tracking-info> element set to a value "success" or "fail" and the <operation> element set to "unsubscribe".
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*** Next change ***

8.3	Structure
The VAE document shall conform to the XML schema described in clause 8.4.
The <VAE-info> element shall be the root element of the VAE document.
The <VAE-info> element shall include at least one of the followings:
a)	an <identity> element;
b)	a <registration-info> element;
c)	a <de-registration-info> element;
d)	a <location-tracking-info> element;
e)	a <message-info> element;
f)	a <service-discovery-info> element;
g)	a <local-service-info> element;
h)	an <announcement> element;
i)	a <PC5-parameters-request> element;
j)	a <V2X-app-requirement-request> element;
k)	a <V2X-app-requirement-result> element;
l)	a <V2X-app-requirement-notification> element;
m)	a <configure-dynamic-group-request> element;
n)	a <configure-dynamic-group-result> element;
o)	a <layer2-group-id-mapping> element;
p)	an <id-list-notification> element;
q)	a <configure-dynamic-group-notification> element;
r)	a <subscription-request> element;
s)	a <subscription-response> element; or
t)	a <network-monitoring-info-notification> element.
The <identity> element shall include a <V2X-UE-id> child element.
The <service-discovery-info> element shall include a <result> element and may include a <service-discovery-data> element.
The <service-discovery-data> element shall include the following:
a)	a <V2X-service-mapping-list> element which shall include one or more <V2X-service-map> element. Each <V2X-service-map> element shall include following elements:
1)	one or more  <V2X-service-id> element(s); and
2)	a <V2X-AS-address> element.
The <registration-info> element shall include at least one of the followings:
a)	an <identity> element;
b)	a <service> element; or
c)	a <result> element.
The <service> element shall include a <V2X-service-id> or a <V2X-MSG-type> child element.
The <de-registration-info> element shall include the followings:
a)	an <identity> element; and
b)	a <service> element.
The <location-tracking-info> element shall include one of the followingseither:
a)	the following elements:
-	an <identity> element shall include a <V2X-UE-id> element;
-b)	a <geographical-identifier> element shall include a <geo-id> element; and
-c)	an <operation> element; or
bd)	the following elements:
-	a <result> element; and
-	an <operation> element.
The <geographical-identifier> element shall include one or more <geo-id> elements which each shall include:
a)	a <polygon-area> element; andor
b)	an <ellipsoid-arc-area> element.
The <message-info> element shall include at least one of the followings:
a)	an <identity> element shall include a <V2X-UE-id> element; 
b)	a <group> element shall include a <V2X-group-id>;
c)	a <payload> element;
d)	a <service> element shall include a <V2X-service-id>;
e)	a <geographical-identifier> element shall include a <geo-id> element;
f)	a <message-reception-ind> element; or
g)	a <result> element.
The <group> element shall include a <V2X-group-id> child element.
[bookmark: _Toc34309594]The <local-service-info> element shall include at least one of the following:
a)	an <identity> element;
b)	a <geographical-identifier> element shall include a <geo-id> element;
c)	a <result> element; or
d)	a <local-service-info-content> element.
The <announcement> element shall include the followings:
a)	a <TMGI> element;
b)	a <mbms-service-areas> element;
c)	a <frequency> element; and
d)	a <V2X-mbms-sdp> element.
The <PC5-parameters-request> element shall include the followings:
a)	a <expiration-time> element;
b)	a <plmn-list> element which shall include one or more <plmn-id> elements;
c)	an <authorized-when-not-served-by-E-UTRAN> element;
d)	a <radio-parameters-list> element which shall include the following elements:
1)	a <radio-parameters-content> element;
2)	a <geographical-identifier> element; and
3)	a <operator-managed> element;
e)	a <V2X-service-ids-list > element which shall include the following elements:
1)	a <V2X-service-id> element; or
2)	a <layer-2-id> element.
The <V2X-app-requirement-request> element shall include the followings:
a)	an <identity> element which shall include one of the following elements:
1)	a <VAL-ue-id> element; or
2)	a <VAL-group-id> element;
b)	a <V2X-service-id> element;
c)	a <V2X-app-requirement> element; and
d)	an <endpoint-info> element.
The <configure-dynamic-group-request> element shall include the followings:
a)	a <dynamic-group-info> element which shall include the following elements:
1)	a <dynamic-group-id> element;
2)	a <group-leader-id> element; and
b)	an <endpoint-info> element.
The <layer2-group-id-mapping> element shall include the followings:
a)	a <dynamic-group-info> element which shall include the following elements:
1)	a <dynamic-group-id> element;
2)	a <group-leader-id> element; and
b)	a <prose-layer2-group-id> element.
The <id-list-notification> element shall include the followings:
a)	a <dynamic-group-id> element;
b)	one or more <group-member-id> element(s), each of which shall include the followings:
1)	a <UE-id> element; and
2)	a <group-scope> element.
The <configure-dynamic-group-notification> element shall include the followings:
a)	a <dynamic-group-id> element;
b)	one or more <group-member-id> element(s), each of which shall include the followings:
1)	a <UE-id> element; and
2)	a <group-scope> element.
The <subscription-request> element shall include the followings:
a)	an <identity> element;
b)	a <subscription-events> element which shall include one or more <event> elements; and
c)	a <triggering-criteria> element shall include at least one of the following elements:
1)	a <cell-change> element shall include one of the following sub-elements:
i)	an <any-cell-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-cell> element shall include a <trigger-id> element; or
iii)	an <exit-specific-cell> element include a <trigger-id> element;
2)	a <tracking-area-change> element shall include one of the following sub-elements:
i)	an <any-tracking-area-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-tracking-area> element shall include a <trigger-id> element; or
iii)	an <exit-specific-trackin-area> element shall include a <trigger-id> element;
3)	a <plmn-change> element shall include one of the following sub-elements:
i)	an <any-plmn-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-plmn>element shall include a <trigger-id> element; or
iii)	an <exit-specific-plmn> element shall include a <trigger-id> element;
4)	an <mbms-sa-change> element shall include one of the following sub-elements:
i)	an <any-mbms-sa-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-mbms-sa> element shall include a <trigger-id> element; or
iii)	an <exit-specific-mbms-sa> element shall include a <trigger-id> element;
5)	an <mbsfn-area-change> element shall include one of the following sub-elements:
i)	an <any-mbsfn-area-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-mbsfn-area> element shall include a <trigger-id> element; or
iii)	an <exit-specific-mbsfn-area> element shall include a <trigger-id> element;
6)	a <periodic-report> element shall include a <trigger-id> element;
7)	a <travelled-distance> element shall include a <trigger-id> element;
8)	a <vertical-application-event> element shall include one of the following sub-elements:
i)	an <initial-log-on> element shall include a <trigger-id> element;
ii)	a <location-configuration-received> element shall include a <trigger-id> element; or
iii)	an <any-other-event>, an optional element specifying that any other application signalling event than initial-log-on and location-configuration-received triggers a request for a location report. This element contains a mandatory <trigger-id> attribute that shall be set to a unique string;
9)	a <geographical-area-change> element shall include one of the following sub-elements:
i)	an <any-area-change> element shall include a <trigger-id> element;
ii)	an <enter-specific-area> element shall include the following sub-element:
A)	a <geographical-area> element shall include the following two sub-elements:
I)	a <polygon-area> element shall include a <trigger-id> element; or
II)	an <ellipsoid-arc-area> element shall include a <trigger-id> element;
iii)	an <exit-specific-area-type> element shall include a <trigger-id> element;
The <subscription-response> element shall include the followings:
a)	an <identity> element; and
b)	a <result> element;
The <network-monitoring-info-notification> element shall include the followings:
a)	a <V2X-ue-id> element; and
b)	a  <network-monitoring-info> element, which may include:
1)	an <uplink-qulity-level> element;
2)	a <congestion-level> element;
3)	a <overload-level> element;
4)	a <geographical-area> element which shall include at least one of the followings:
i)	a <cell-area> element; or
ii)	a <tracking-area> element;
5)	a <time-validity> element; or
6)	an <MBMS-level> element which may include:
i)	an <MBMS-coverage-level> element; or
ii)	an <MBMS-bearer-level-event> element.


*** End of changes ***
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