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	Reason for change:
	Informative copies of the OpenAPI YAML files of the different APIs produced by 3GPP are migrated from ETSI Forge to 3GPP Forge. TS29.501 defines how to store the OpenAPI YAML files in 3GPP Forge. Other inidividual SBI specifications are required to just refer to TS29.501 on how to store the YAML files.

	
	

	Summary of change:
	Update the storage method of OpenAPI YAML file in A.1.

	
	

	Consequences if not approved:
	The storage of OpenAPI YAML file is wrongly specified.
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[bookmark: _Toc20129647][bookmark: _Toc27584274][bookmark: _Toc36455576][bookmark: _Toc45026962][bookmark: _Toc51866767]BEGIN OF CHANGES
[bookmark: _Toc25226508][bookmark: _Toc39044538][bookmark: _Toc42933888][bookmark: _Toc45030900][bookmark: _Hlk2604588][bookmark: _Toc24937723][bookmark: _Toc33962542]A.1	General 
This Annex specifies the formal definition of the Nsmsf_SMService service. It consists of OpenAPI 3.0.0 specifications, in YAML format.
This Annex takes precedence when being discrepant to other parts of the specification with respect to the encoding of information elements and methods within the API(s).
NOTE 1:	The semantics and procedures, as well as conditions, e.g. for the applicability and allowed combinations of attributes or values, not expressed in the OpenAPI definitions but defined in other parts of the specification also apply.
Informative copies of the OpenAPI specification files contained in this 3GPP Technical Specification are available on the public 3GPP file server in the following locations (see clause 5B of the 3GPP TR 21.900 [16] for further information):
-	https://www.3gpp.org/ftp/Specs/archive/OpenAPI/<Release>/, and
-	https://www.3gpp.org/ftp/Specs/<Plenary>/<Release>/OpenAPI/.
NOTE 2:	To fetch the OpenAPI specification file after CT#83 plenary meeting for Release 15 in the above links <Plenary> must be replaced with the date the CT Plenary occurs, in the form of year-month (yyyy-mm), e.g. for CT#83 meeting <Plenary> must be replaced with value "2019-03" and <Release> must be replaced with value "Rel-15".
Informative copies of the OpenAPI specification files contained in this 3GPP Technical Specification are available on a Git-based repository that uses the GitLab software version control system (see 3GPP TS 29.501 [5] clause 5.3.1 and 3GPP TR 21.900 [16] clause 5B).
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