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[bookmark: _Toc20129598][bookmark: _Toc27584225]* * * First Change * * * *
6.2.6.2.5	Type: AmfEventReport
Table 6.2.6.2.5-1: Definition of type AmfEventReport
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	type
	AmfEventType
	M
	1
	Describes the type of the event which triggers the report
	

	state
	AmfEventState
	M
	1
	Describes the state of the event which triggered the report. This IE shall be set to "TRUE" when subscriptionId IE is present.
	

	timeStamp
	DateTime
	M
	1
	This IE shall contain the time at which the event is generated.
	

	subscriptionId
	Uri
	C
	0..1
	This IE shall be included when the event notification is for informing the creation of a subscription Id at the AMF during mobility of a UE across AMFs.

When present, this IE shall contain the URI of the created subscription resource at the AMF; this shall contain an absolute URI set to the Resource URI specified in clause 6.2.3.3.2.

The type IE shall be set to:
-	SUBSCRIPTION_ID_CHANGE, when the AMFcreates a subscription Id for a UE specific event subscription during mobility registration and handover procedures involving an AMF change.
-	SUBSCRIPTION_ID_ADDITION, when the AMF creates a subscription Id for a group Id specific event subscription during mobility registration and handover procedures involving an AMF change.
	

	anyUe
	boolean
	C
	0..1
	This IE shall be included and shall be set to "true", if the event subscription is a bulk subscription for number of UEs and the event reported is for one of those UEs.
	

	supi
	Supi
	C
	0..1
	This IE shall be present if available.

When present, this IE identifies the SUPI of the UE associated with the report (NOTE).
	

	areaList
	array(AmfEventArea)
	C
	1..N
	This IE shall be present when the AMF event type is "PRESENCE_IN_AOI_REPORT". When present, this IE represents the specified Area(s) of Interest the UE is currently IN / OUT / UNKNOWN.

If the AMF event is subscribed towards a PRA identifier referring to a Set of Core Network predefined Presence Reporting Areas, the AMF shall report both the subscribed PRA Identifier and the additional PRA identifier of the actually individual PRA(s) where the UE is currently IN / OUT, as specified in clause 5.6.11 of 3GPP TS 23.501 [2].

	

	refId
	ReferenceId
	C
	0..1
	This IE shall be present if a Reference Id has previously been associated with the event triggering the report.

When present, this IE shall indicate the Reference Id associated with the event which triggers the report.
	

	gpsi
	Gpsi
	C
	0..1
	This IE shall be present if available.

When present, this IE identifies the GPSI of the UE associated with the report (NOTE).
	

	pei
	Pei
	O
	0..1
	This IE may be included if the event reported is for a particular UE or any UE.  This IE identifies the PEI of the UE associated with the report (NOTE).
	

	location
	UserLocation
	O
	0..1
	Represents the location information of the UE 
This IE shall convey exactly one of the following:
- E-UTRA user location
- NR user location
- Non-3GPP access user location.
	

	timezone
	TimeZone
	O
	0..1
	Describes the time zone of the UE
	

	accessTypeList
	array(AccessType)
	O
	1..N
	Describes the access type(s) of the UE
	

	rmInfoList
	array(RmInfo)
	O
	1..N
	Describes the registration management state of the UE
	

	cmInfoList
	array(CmInfo)
	O
	1..N
	Describes the connection management state of the UE
	

	reachability
	UeReachability
	O
	0..1
	Describes the reachability of the UE
	

	commFailure
	CommunicationFailure
	O
	0..1
	Describes a communication failure for the UE.
	

	numberOfUes
	integer
	O
	0..1
	Represents the number of UEs in the specified area
	

	5gsUserStateList
	array(5GsUserStateInfo)
	O
	1..N
	Represents the 5GS User State of the UE per access type
	

	typeCode
	string
	C
	0..1
	This IE shall be present when the AMF event type is "TYPE_ALLOCATION_CODE_REPORT". When present, this IE represents the Type Allocation code (TAC), to indicate terminal model and vendor information of the UE.
Pattern: '^imeitac-[0-9]{8}$'.
	ENA

	registrationNumber
	integer
	C
	0..1
	This IE shall be present when the AMF event type is "FREQUENT_MOBILITY_REGISTRATION_REPORT". When present, this IE represents the number of the mobility registration procedures during a period identified by the expiry time included in the event subscription request.
	ENA

	ueIdExtList

	array(UEIdExt)
	C
	1..N
	This IE shall be present if multiple SUPIs and / or GPSIs need to be included, the AMF event type is "UES_IN_AREA_REPORT" and the subscribing NF indicated support of the ENA feature.
This attribute provides additional SUPIs and / or GPSIs to the supi attribute or gpsi attribute. The ueIdExt attribute may be present even if both the supi and gpsi attributes are absent.
	ENA

	lossOfConnectReason
	LossOfConnectivityReason
	O
	0..1
	Describes the reason for loss of connectivity.
This IE should be present when the AMF event type is "LOSS_OF_CONNECTIVITY".
	

	maxAvailabilityTime
	DateTime
	O
	0..1
	Indicates the time (in UTC) until which the UE is expected to be reachable.

This IE may be present in REACHABILITY_REPORT event report for "UE Reachable_for DL Traffic".

This information may be used by the SMS Service Center to prioritize the retransmission of pending Mobile Terminated Short Message to UEs using a power saving mechanism (eDRX, PSM etc.).
	

	NOTE:	If the event report corresponds to an event subscription of a single UE, then the same UE identifier (i.e. SUPI and/or GPSI and/or PEI) received during subscription creation shall be included in the report. If the event report corresponds to an event subscription for group of UEs or any UE, then the SUPI and if available the GPSI shall be included in the event report. SUPI, PEI and GPSI shall not be present in report for UES_IN_AREA_REPORT event type.
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