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	Reason for change:
	The SMF Individual Registration resource is listed in Table 6.2.3.1-1 of Nudm_UECM API contains the method PATCH. This gives the false impression to requier the UDM to support such method, even when the OpenAPI does not specify the contents of its request/response body.


	
	

	Summary of change:
	Remove the PATCH method from the table of resource methods. 


	
	

	Consequences if not approved:
	UDM and SMF will not inter-operate if SMF expects to be able to modify via PATCH method any of the parameters of a previous registration in UDM.  
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	Other comments:
	This CR does not introduce any OpenAPI changes.

CR implementation note: The changes in table 6.2.3.1-1 should be applied by removing entirely the table row containing the PATCH method, although the track-changes shown in the present document only show the deletion of cell contents.
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Figure 6.2.3.1-1: Resource URI structure of the Nudm_UECM API
Table 6.2.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.2.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	Registrations
(Document)
	/{ueId}/registrations
	GET
	Retrieve UE's registration data sets

	Amf3GppAccessRegistration
(Document)
	/{ueId}/registrations/amf-3gpp-access
	PUT
	Update the AMF registration for 3GPP access

	
	
	PATCH
	Modify the AMF registration for 3GPP access

	
	
	GET
	Retrieve the AMF registration information for 3GPP access

	
	/{ueId}/registrations/amf-3gpp-access/dereg-amf
	dereg-amf (POST)
	Trigger AMF deregistration due to mobility from 5GC to EPC

	
	/{ueId}/registrations/amf-3gpp-access/pei-update
	pei-update
(POST)
	Updates the PEI in the 3GPP Access Registration context

	AmfNon3GppAccessRegistration
(Document)
	/{ueId}/registrations/amf-non-3gpp-access
	PUT
	Update the AMF registration for non 3GPP access

	
	
	PATCH
	Modify the AMF registration for non 3GPP access

	
	
	GET
	Retrieve the AMF registration information for non 3GPP access

	SmfRegistrations
(Store)
	/{ueId}/registrations/smf-registrations
	GET
	Retrieve the SMF registration information

	IndividualSmfRegistration
(Document)
	/{ueId}/registrations/smf-registrations/{pduSessionId}
	PUT
	Create an SMF registration identified by PDU Session Id

	
	
	DELETE
	Delete an individual SMF registration

	
	
	PATCH
	Modify an individual SMF Registration

	
	
	GET
	Retrieve the SMF registration information identified by PDU Session Id.

	Smsf3GppAccessRegistration
(Document)
	/{ueId}/registrations/smsf-3gpp-access
	PUT
	Create or Update the SMSF registration

	
	
	DELETE
	Delete the SMSF registration for 3GPP access

	
	
	PATCH
	Modify the SMSF registration

	
	
	GET
	Retrieve the SMSF registration information

	SmsfNon3GppAccessRegistration
(Document)
	/{ueId}/registrations/smsf-non-3gpp-access
	PUT
	Create or Update the SMSF registration for non 3GPP access

	
	
	DELETE
	Delete the SMSF registration for non 3GPP access

	
	
	PATCH
	Modify the SMSF registration for non 3GPP access

	
	
	GET
	Retrieve the SMSF registration information for non 3GPP access

	Location(Document)
	/{ueId}/registrations/location
	GET
	Retrieve the UE's location information by GMLC or NEF

	IpSmGwRegistration
(Document)
	/{ueId}/registrations/ip-sm-gw
	PUT
	Create or Update the IP-SM-GW registration

	
	
	DELETE
	Delete the IP-SM-GW registration

	
	
	GET
	Retrieve the IP-SM-GW registration information
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