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*************************The start of changes*************************
[bookmark: _Toc11338404][bookmark: _Toc27585011][bookmark: _Toc36456955][bookmark: _Toc45027836][bookmark: _Toc45028671][bookmark: _Toc51867432]5.3.2.5.2	Amf3GppAccessRegistration Information Retrieval
Figure 5.3.2.5.2-1 shows a scenario where the NF service consumer (e.g. NEF) sends a request to the UDM to retrieve the UE's Amf3GppAccessRegistration Information. The request contains the UE's identity (/{ueId}) which shall be a GPSI or SUPI, the type of the requested information (/registrations/amf-3gpp-access) and query parameters (supported-features).


Figure 5.3.2.5.2-1: Requesting a UE's AMF Registration Information for 3GPP Access
1.	The NF service consumer (e.g. NEF) sends a GET request to the resource representing the UE's AMF registration information for 3GPP access, with query parameters indicating the supported-features.
2.	The UDM responds with "200 OK" with the message body containing the UE's Amf3GppAccessRegistration.
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.

*************************Next change*************************
[bookmark: _Toc11338405][bookmark: _Toc27585012][bookmark: _Toc36456956][bookmark: _Toc45027837][bookmark: _Toc45028672][bookmark: _Toc51867433]5.3.2.5.3	AmfNon3GppAccessRegistration Information Retrieval
Figure 5.3.2.5.3-1 shows a scenario where the NF service consumer (e.g. NEF) sends a request to the UDM to retrieve the UE's AmfNon3GppAccessRegistration Information. The request contains the UE's identity (/{ueId}) which shall be a GPSI or SUPI, the type of the requested information (/registrations/amf-non-3gpp-access) and query parameters (supported-features).


Figure 5.3.2.5.3-1: Requesting a UE's AMF Registration Information for non-3GPP Access
1.	The NF service consumer (e.g. NEF) sends a GET request to the resource representing the UE's AMF registration information for non-3GPP access, with query parameters indicating the supported-features.
2.	The UDM responds with "200 OK" with the message body containing the UE's AmfNon3GppAccessRegistration.
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.

*************************Next change*************************
[bookmark: _Toc11338592][bookmark: _Toc27585244][bookmark: _Toc36457210][bookmark: _Toc45028104][bookmark: _Toc45028939][bookmark: _Toc51867700]6.1.6.2.14	Type: SmsManagementSubscriptionData
Table 6.1.6.2.14-1: Definition of type SmsManagementSubscriptionData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.1.8
	

	mtSmsSubscribed
	boolean
	C
	0..1
	Indicates the SMS teleservice subscription for MT-SMS. Shall not be absent unless the feature SharedData is supported and mtSmsSubscribed is present within shared data.
	

	mtSmsBarringAll
	boolean
	C
	0..1
	Barring of all MT-SMS
	

	mtSmsBarringRoaming
	boolean
	C
	0..1
	Barring of MT-SMS when roaming outside the Home Public Land Mobile Network (PLMN) country
	

	moSmsSubscribed
	boolean
	C
	0..1
	Indicates the SMS teleservice subscription for MO-SMS. Shall not be absent unless the feature SharedData is supported and mtSmsSubscribed is present within shared data.
	

	moSmsBarringAll
	boolean
	C
	0..1
	Barring of all MO-SMS
	

	moSmsBarringRoaming
	boolean
	C
	0..1
	Barring of MO-SMS when roaming outside the Home Public Land Mobile Network (PLMN) country
	

	traceData
	TraceData
	O
	0..1
	Trace requirements about the UE, only sent to SMSF in HPLMN
	

	sharedSmsMngDataIds
	array(SharedDataId)
	C
	1..N
	Identifier of shared data. Shall be present if mtSmsSubscribed and/or moSmsSubscribed and/or traceData are absent.
	SharedData



*************************Next change*************************
[bookmark: _Toc27585426][bookmark: _Toc36457428][bookmark: _Toc45028343][bookmark: _Toc45029178][bookmark: _Toc51867940]6.3.3.5.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.3.3.5.4.2.2-1 and the response data structure and response codes specified in table 6.3.3.5.4.2.2-2.
Table 6.3.3.5.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	HssAuthenticationInfoRequest
	M
	1
	Contains the authentication method, number of requested vectors, serving network id and resynchronization information



Table 6.3.3.5.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	HssAuthenticationInfoResult
	M
	1
	200 OK
	Upon success, a response body containing authentication vector(s) shall be returned. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	501 Not Implemented
	The "cause" attribute may be used to indicate the following application error:
- UNSUPPORTED_AUTHENTICATION_METHOD

This response shall not be cached.

	NOTE:	In addition, common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.



*************************Next change*************************
[bookmark: _Toc27585443][bookmark: _Toc36457449][bookmark: _Toc45028364][bookmark: _Toc45029199][bookmark: _Toc51867961]6.3.6.2.12	Type: HssAuthenticationVectors
Table 6.3.6.2.12-1: Definition of type HssAuthenticationVectors as a list of alternatives
	Data type
	Cardinality
	Description

	array(AvEpsAka)
	1..5
	

	array(AvImsGbaEapAka)
	1..5
	This data type is also used for UMTS AKA.

	array(AvEapAkaPrime)
	1..5
	



*************************Next change*************************
[bookmark: _Toc11338014][bookmark: _Toc27585619][bookmark: _Toc36457629][bookmark: _Toc45028547][bookmark: _Toc45029382][bookmark: _Toc51868145]6.7.3.1	Overview



Figure 6.7.3.1-1: Resource URI structure of the nudm-mt API
Table 6.7.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.7.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	UeInfo
(Document)
	/{supi}
	GET
	Retrieve UE's TADS Info and/or User State and/or 5GSRVCCInfo

	LocationInfo
(Custom Operation)
	/{supi}/loc-info/provide-loc-info
	provide-loc-info
(POST)
	Request UE's location



*************************Next change*************************
[bookmark: _Toc11338016][bookmark: _Toc27585621][bookmark: _Toc36457631][bookmark: _Toc45028549][bookmark: _Toc45029384][bookmark: _Toc51868147]6.7.3.2.1	Description
This resource represents the 5GC TADS Info and/or User State and/or 5GSRVCCInfo for a SUPI. It is queried by the HSS (see 3GPP TS 23.632 [32] clause 5.4.1.
*************************The end of changes*************************
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