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[bookmark: _Toc20129598][bookmark: _Toc27584225]* * * First Change * * * *
6.1.6.2.7	Type: RestorationInfo
Table 6.1.6.2.7-1: Definition of type RestorationInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	path
	string
	M
	1
	This IE shall contain a comma separated list of SIP proxies in the Path header.
	

	contact
	string
	M
	1
	This IE shall contain the Contact Addresses and Parameters in the Contact header.
	

	initialCSeqSequenceNumber
	Uint32
	O
	1
	This IE contains the sequence number of the CSeq header field contained in the initial successful REGISTER request.
	

	callIdSipHeader
	string
	O
	1
	This IE contains the information in the Call-ID header.
	

	uesubscriptionInfo
	UeSubscriptionInfo
	O
	1
	This IE contains the UE's subscription information.
	

	pcscfSubscriptionInfo
	PcscfSubscriptionInfo
	O
	1
	This IE contains the P-CSCF's subscription information.
	

	imsSdmSubscriptions
	map(ImsSdmSubscription)
	O
	1..N
	A map (list of key-value pairs where subscriptionId serves as key) of imsSdmSubscriptions.
	



[bookmark: _Toc34346572][bookmark: _Toc34740649][bookmark: _Toc34748008][bookmark: _Toc34748384][bookmark: _Toc34749374][bookmark: _Toc49689836][bookmark: _Toc51872309]* * * Next Change * * * *
[bookmark: _Toc21948993][bookmark: _Toc24978900][bookmark: _Toc34346806][bookmark: _Toc34740883][bookmark: _Toc34748242][bookmark: _Toc34748618][bookmark: _Toc34749608][bookmark: _Toc49690152][bookmark: _Toc51872625]A.2	Nhss_imsUECM API
[bookmark: _Toc21948994]openapi: 3.0.0

**********text not shown for clarity**********

    RestorationInfo:
      description: The information relevant to a specific registration required for an S-CSCF to handle the requests for a user
      type: object
      required:
        - path
        - contact
      properties:
        path:
          type: string
        contact:
          type: string
        initialCSeqSequenceNumber:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uint32'
        callIdSipHeader:
          type: string
        uesubscriptionInfo:
          $ref: '#/components/schemas/UeSubscriptionInfo'
        pcscfSubscriptionInfo:
          $ref: '#/components/schemas/PcscfSubscriptionInfo'
        imsSdmSubscriptions:
          description: A map (list of key-value pairs where subscriptionId serves as key) of ImsSdmSubscription
          type: object
          additionalProperties:
            $ref: 'TS29562_Nhss_imsSDM.yaml#/components/schemas/ImsSdmSubscription'


**********text not shown for clarity**********
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