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	Reason for change:
	SA2 has specified that the NF service consumer may only include Routing Binding Indication or Discovery* headers to delegate reselection of the service producer to the SCP if the consumer decide to not perform reselecion on its own, see following requirements in clause 6.3.1.0 ofTS 23.501: 

The NF service producer may provide a Binding Indication to the NF service consumer as part of the Direct or Indirect Communication procedures, to be used in subsequent related service requests. The level of Binding Indication provided by the NF service producer to the NF consumer indicates if the resource in the NF service producer is either bound to NF service instance, NF instance, NF Service Set or NF set as specified in Table 6.3.1.0-1. The Binding Indication may include NF Service Set ID, NF Set ID, NF instance ID, or NF service instance ID, for use by the NF consumer or SCP for NF Service Producer (re-)selection. If the resource is created in the NF Service Producer, the NF Service Producer provides resource information which includes the endpoint address of the NF service producer. For indirect communication, the NF service consumer copies the Binding Indication into the Routing Binding Indication in Request or Subscribe message, unless the NF service consumer performs a reselection for indirect communication without delegated discovery.



	
	

	Summary of change:
	Delegate SCP to perform the reselection only when the sender (either NF consumer or producer) doesn't perform the reselection for for indirect communication without delegated discovery. 

	
	

	Consequences if not approved:
	It is ambiguous if the NF service consumer can perform the reselection of a NF service instance for for indirect communication without delegated discovery. 
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	Rev1: Adding a note to clarify the Service Consumer can determine if delegate the reselection to a SCP or do the reselection by itself.
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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc51845219][bookmark: _Toc51845550]6.10.5.1	General
For Indirect Communication without Delegated Discovery, the NF Service Consumer performs the discovery procedure by querying the NRF and the selection of a NF (Service) Set or a specific NF (service) instance. The selection of the target NF service instance may hence be done either by the NF Service Consumer or the SCP (e.g. based on NF (Service) Set information received from the NF Service Consumer).
The NF Service Consumer shall send its request to the SCP containing:
-	the 3gpp-Sbi-Target-apiRoot header set to the apiRoot of the selected NF service instance, if the SCP is known to the NF Service Consumer and if the NF Service Consumer has selected a specific NF service instance;
-	the identity of the selected NF (Service) Set in the associated "3gpp-Sbi-Discovery-*" request header(s) (see clause 6.10.3.2), if the NF Service Consumer has selected a target NF (Service) Set ID.
The NF service consumer may indicate the NRF to use, e.g. as a result of an NSSF query, by including the 3gpp-Sbi-Nrf-Uri header with the NRF API URIs.
If the request does not include the apiRoot of a selected NF service instance, or if the SCP needs to reselect a different NF service instance, the SCP shall select an NF service instance using the NF (Service) Set ID received in the corresponding "3gpp-Sbi-Discovery-*" request header(s), if available. If the SCP is to invoke NF service discovery towards the NRF to fulfil this task, the SCP should use the NRF indicated in the 3gpp-Sbi-Nrf-Uri header if this header is present in the request.The SCP that reselected the target NF service instance shall include the 3gpp-Sbi-Producer-Id header in the HTTP response it forwards towards the NF Service Consumer, containing the NF Instance ID of the NF Service Producer selected by the SCP, as specified in clause 6.10.3.4.
The SCP shall then route the request to the selected NF service instance of the target NF service producer.
NOTE:	For Indirect Communication without Delegated Discovery, the NF Service Consumer decides if it will perform the reselection or delegate the SCP to perform the reselection as specified in clause 6.5 of 3GPP TS 23.527 [38]. 
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