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	Reason for change:
	Correction of the coding of EFEPSNSC in clause 27.22.2B.1 to avoid ambiguities and to include the TLVs of the EPS NAS Security Context information as defined in 3GPP TS 31.102.

	
	

	Summary of change:
	Coding of EFEPSNSC in clause 27.22.2B.1 corrected.

	
	

	Consequences if not approved:
	ME compliance can not be guaranteed with incorrect or incomplete contents of EFEPSNSC.
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***** first change *****
EFEPSNSC (EPS NAS Security Context)
Logically:	Key Set Identifier KSIASME:	'07' (no key available)
	ASME Key (KSIASME) :	'FF' (not available)32 byte key, any value
	Uplink NAS count:	'00'
	Downlink NAS count:	'00'
	Identifiers of selected NAS	'FF'
integrity and encryption algorithm:	'FF'


	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	…B8
	…
	…
	…
	Bxx…

	Hex
	A0
	xx34
	80
	01
	07
	81
	0020
	…xx
	…
	…
	…
	xx…

	
	…
	…
	B39
	B40
	B41
	B42
	B43
	B44
	B45
	B46
	B47
	B48

	
	
	
	xx
	82
	04
	00
	00
	00
	00
	83
	04
	00

	
	B49
	B50
	B51
	B52
	B53
	B54

	
	00
	00
	00
	84
	01
	FF


…
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