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	Updates UE location description to limit it to TAI level.

	
	

	Consequences if not approved:
	Not align with TS 23.288 and TS 23.502 TAI related description of AF exposure location with TAI level, AF will receive incorrect location area information as event filter for service experience analytics.

	
	

	Clauses affected:
	5.1.6.2.7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI files.

	
	

	This CR's revision history:
	



Page 1


Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc24966954][bookmark: _Toc34228235][bookmark: _Toc36041638][bookmark: _Toc36041794][bookmark: _Toc44680231][bookmark: _Toc45134828][bookmark: _Toc49583713][bookmark: _Toc51764150][bookmark: _Toc28012828][bookmark: _Toc36040219][bookmark: _Toc44692836][bookmark: _Toc45134297][bookmark: _Toc49607361][bookmark: _Toc51763333][bookmark: _Toc49763254][bookmark: _Toc49764009][bookmark: _Toc51316323][bookmark: _Toc51746503][bookmark: _Toc28007710][bookmark: _Toc44682786][bookmark: _Toc11247840][bookmark: _Toc27044984][bookmark: _Toc36034026][bookmark: _Toc45132173]5.1.6.2.7	Type NefEventFilter
Table 5.1.6.2.7-1: Definition of type NefEventFilter
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	tgtUe
	TargetUeIdentification
	M
	1
	Represents the UE information to which the request applies.
	(NOTE 1)


	appIds
	array(ApplicationId)
	C
	1..N
	[bookmark: OLE_LINK32]Each element indicates an application identifier.
If absent, the NefEventFilter data applies to any application (i.e. all applications) 
(NOTE 2)
	ServiceExperience
Exceptions
UeCommunication 
UeMobility

	locArea
	NetworkAreaInfo
	O
	0..1
	Represents an area of interest. (NOTE m)
	ServiceExperience
Exceptions 
UeCommunication
UeMobility

	NOTE 1:	Applicability is further described in the corresponding data type. 
[bookmark: _GoBack]NOTE 2:	For event "EXCEPTIONS", "UE_MOBILITY" and "UE_COMM", if present, the "appIds" attribute shall include only one element.
NOTE m:	For event "SVC_EXPERIENCE", only the " tais " attribute within the NetworkAreaInfo data is applicable.
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