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* * * Start of changes * * * *
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Figure 5.3.1-1: Resource URI structure of the Npcf_BDTPolicyControl API
Table 5.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 5.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	BDT policies
	{apiRoot}/npcf-bdtpolicycontrol/v1/
bdtpolicies
	POST
	Npcf_BDTPolicyControl_Create. Creates a new Individual BDT policy resource.

	Individual BDT policy
	{apiRoot}/npcf-bdtpolicycontrol/v1/
bdtpolicies/{bdtPolicyId}
	GET
	Reads an Individual BDT policy resource.

	
	
	PATCH
	Npcf_BDTPolicyControl_Update.
Modifies an existing Individual BDT policy resource by selecting or reselecting a transfer policy.



* * * Next changes * * * *
[bookmark: _Toc20407977][bookmark: _Toc24719975][bookmark: _Toc36041323][bookmark: _Toc36041404][bookmark: _Toc36041487][bookmark: _Toc45134624]5.5.1	General
Notifications shall comply to subclause 6.2 of 3GPP TS 29.500 [6] and subclause 4.6.2.3 of 3GPP TS 29.501 [7].
Table 5.5.1-1: Notifications overview
	Notification
	Custom operationCallback URI
	Mapped HTTP method or custom operation
	Description (service operation)

	BDT Notification
	{notifUri}
	POST
	Provides BDT notification.
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5.5.2.2	Target URI
[bookmark: _Hlk7472481]The Notification Callback URI "{notifUri}" shall be used with the callback URI variables defined in table 5.5.2.2-1.
Table 5.5.2.2-1: Callback URI variables
	Name
	Data type
	Definition

	notifUri
	Uri
	It contains the URI of the recipient of BDT notification as assigned by the NF service consumer during the Create service operation and described within the BdtReqData (see table 5.6.2.3-1).
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