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	Clauses affected:
	A.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not change the OpenAPI file.

	
	

	This CR's revision history:
	




Page 1






1st Change ***
[bookmark: _Toc28011154][bookmark: _Toc34138017][bookmark: _Toc36037612][bookmark: _Toc39051714][bookmark: _Toc43363306][bookmark: _Toc45132913][bookmark: _Toc49869435][bookmark: _Toc50023342][bookmark: _Toc51761144][bookmark: _Toc28011155][bookmark: _Toc34138018][bookmark: _Toc36037613][bookmark: _Toc39051715][bookmark: _Toc43363307][bookmark: _Toc45132914][bookmark: _Toc49869436][bookmark: _Toc50023343][bookmark: _Toc51761145]Annex A (normative):
OpenAPI specification
A.1	General
[bookmark: _Hlk499778317]The present Annex contains an OpenAPI [10] specification of HTTP messages and content bodies used by the Npcf_AMPolicyControl API.
This Annex shall take precedence when being discrepant to other parts of the specification with respect to the encoding of information elements and methods within the API.
NOTE:	The semantics and procedures, as well as conditions, e.g. for the applicability and allowed combinations of attributes or values, not expressed in the OpenAPI definitions but defined in other parts of the specification also apply.
Informative copies of the OpenAPI specification file contained in this 3GPP Technical Specification are available on a Git-based repository hosted in ETSI Forge, that uses the GitLab software version control system (see clause 5B of the 3GPP TR 21.900 [22] and subclause 5.3.1 of the 3GPP TS 29.501 [6] for further information).


*** End of Changes ***

