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Proposed changes:
*** 1st Change ***
5.6.3.3
Enumeration: RequestTrigger

The enumeration RequestTrigger represents the possible Policy Control Request Triggers. It shall comply with the provisions defined in table 5.6.3.3-1.

Table 5.6.3.3-1: Enumeration RequestTrigger

	Enumeration value
	Description
	Applicability

	LOC_CH
	Location change (tracking area): the tracking area of the UE has changed. (NOTE)
	

	PRA_CH
	Change of UE presence in PRA: the AMF reports the current presence status of the UE in a Presence Reporting Area, and notifies that the UE enters/leaves the Presence Reporting Area.
	

	SERV_AREA_CH
	Service Area Restriction change: the UDM notifies the AMF that the subscribed service area restriction information has changed.
	

	RFSP_CH
	RFSP index change: the UDM notifies the AMF that the subscribed RFSP index has changed.
	

	ALLOWED_NSSAI_CH
	Allowed NSSAI change: the AMF notifies that the set of UE allowed S-NSSAIs has changed. 
	SliceSupport, DNNReplacementControl

	UE_AMBR_CH
	UE-AMBR change: the UDM notifies the AMF that the subscribed UE-AMBR has changed.
	UE-AMBR_Authorization

	SMF_SELECT_CH
	SMF selection information change: UE request for an unsupported DNN or UE request for a DNN within the list of DNN candidates for replacement per S-NSSAI.
	DNNReplacementControl

	ACCESS_TYPE_CH
	Access Type change: the AMF notifies that the access type and the RAT type combinations available in the AMF for a UE with simultaneous 3GPP and non-3GPP connectivity has changed. (NOTE)
	MultipleAccessTypes

	NOTE:
This includes reporting the current value at the time the trigger is provisioned during the update or update notification of the policy association.


*** End of Changes ***

